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1	Overall description
SA2 would like to thank RAN1 for their LS on XR and Media Services in S2-2300042 (R1-2212994) where RAN1 is asking following questions: 
RAN1 Q1-1: how to understand the “short period of time” in the definition of data burst
SA2 A1-1: SA2 has not defined any further details concerning ‘short period of time’. SA2 understanding is that this ‘short period of time’ is applicable at the application server to the time period during which the PDUs constituting a ‘data burst’ are generated.

Q1-2: whether “the period of time” for data burst can be varied between the data burst in different data burst periods, and if the period of time can be varied, what is the expected range of the period of time for data burst.
SA2 A1-2: TBD.

From RAN1 perspective, RAN1 notes that data burst start time information and changes in XR traffic parameters could also be beneficial for UE power management. 
Q2: RAN1 would like to ask SA2 whether the following information could be provided from the core network
· Data burst start time information (e.g., the time of 1st arrival packet of Data burst) 

SA2 A2: It is SA2 understanding that the start time of XR traffic is not known a priori and thus can’t be provided to NG-RAN.

· Notification of changes in XR traffic parameters, e.g., video frame periodicity, jitter statistics
 
SA2 A2: SA2 will discuss these aspects during the normative phase in coordination with SA4 and the RAN WGs.

2	Actions
To RAN WG1
ACTION: 	SA2 kindly ask RAN1 to take the above answers into consideration and provide feedback if necessary.

3	Dates of next TSG SA WG2 meetings
TSG-SA2 Meeting #155	20-24 February 2023	Athens, Greece
TSG-SA2 Meeting #156	17-21 April 2023	                     TBD, US


