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>>>>BEGINNING OF CHANGES<<<<
4.15.6.X
AF guidance for PRSP determination

This clause describes the procedures to allow a PIN AF to provide guidance for PRSP determination to 5G system via NEF. The PIN AF may belong to the operator or to an external party. 

For providing guidance for PRSP determination, the procedure defined in clause 4.15.6.7 is performed with the following considerations:

1)
Service Description indicates a PIN AF Identifier.

2)
Service Parameters.


Information on the AF guidance for PRSP determination which consists of a list of PRSP rules that associate an PIN traffic descriptor with requested features for the candidate PDU sessions the PIN traffic may use:

-
A PIN traffic descriptor, whose definition corresponds to that of the PRSP Traffic Descriptors (as defined for the PRSP rule in TS 23.503 [4] Table 6.6.X.1-2).

-
One or more sets of Route selection parameters.

3)
A specific PEGC, or a group of PEGC(s) within a PIN or any PEGC that the PIN AF request may be associated with.

4)
Subscription to events.


The PIN AF may subscribe to notifications about the outcome of the PRSP delivery due to PIN AF guidance for PRSP determination.

The NEF may, based on local configuration, complement missing service parameters. Additionally, based on operator's local policy, NEF may request UDM for service specific authorization for the service parameters for a PEGC (e.g. to authorize the PIN AF and the requested DNN, S-NSSAI for the related PEGC) before storing the service parameters into the UDR. If the request is targeting a group of PEGCs within a PIN, NEF may also request UDM for service specific authorization for the group related data (see table 4.15.6.3b-1), i.e. the DNN, S-NSSAI associated to the group. 

>>>>END OF CHANGES<<<<
