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[bookmark: _Toc517082226]* * * * First change * * * *
5.17.X URSP Provisioning in EPS
When the UE first registers in 5GS, the UE includes the URSP Provisioning Support Indication in EPS in the UE Policy Container carried in Registration Request. Only when receiving this indication in the UE Policy Container, the PCF will provision the URSP to UE in EPS.
When the UE does Initial Attach to EPC, the UE includes the UE Policy Container ePCO in PDN Connectivity Request carrying default APN encapsulated in Attach Request; otherwise, the UE will include the UE Policy Container ePCO in the PDN Connectivity Request during the first request for PDN connectivity. The PDN Connection used by UE and SMF/PGW-C to convey UE Policy Container ePCO shall be kept when the UE is in the CONNECTED mode. When the UE is attached to EPS, the PCF for Session Management retrieves the PCRTs for UE Policy from PCF for the UE Policy and subscribes to the applicable PCRTs to SMF+PGW-C. The PCF selects one of the PDN connection/PDU sessions associated to EPC for the delivery of the URSP update. Then the PCF generates the corresponding UE Policy Container in a similar way as it is done in 5GC and then includes it into a new IE for sending it to the SMF over N7, then further to UE as described in TS 23.502 [3] clause 4.11.0a.5.
During EPS to 5GS mobility with N26, the UE Policy Association is terminated by PCF for UE Policy when it receives the UE Policy Association Establishment request from AMF.
Editor’s note: It’s FFS on how to discover the same PCF for UE Policy serving the UE in both EPS and 5GS.
During 5GS to EPS mobility with N26, the AMF doesn’t initiate the UE Policy Association termination procedure, instead the AMF will request the PCF to delay the termination of UE Policy Association for a configured period. The PCF initiates the UE Policy Assocation Termination procedure either after it receives the UE Policy Association Establishment request from PCF for Session Management or after the configured period. The PCF for Session Management determines whether the UE supports URSP delivery in EPS by checking UE context policy control subscription information in UDR. The PCF for Session Management discovers the address of PCF for the UE Policy serving the UE by querying BSF. The PCF for the UE Policy recovers the information about the PSI list in the UE and the subscribed PCRTs in 5GS from former UE Policy Association for the UE after receiving the UE Policy Association Establishment request including a UE Policy Container only including an indication about the trigger for the UE Policy Association Establishment ("5GS to EPS handover"). 

* * * * End of changes * * * *

