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	Reason for change:
	It was approved in SA2#154 meeting (S2-2210999) to support a UE user plane connection to an LCS Client or AF for periodic or triggered 5GC-MT-LR event report.
The AMF service operation is also impacted to add new optional input parameters (e.g. request for user plane reporting to an LCS Client or AF) to support the feature.
This CR is proposed to update the AMF service operation.
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	Update AMF service operation to support a UE user plane connection to an LCS Client or AF for periodic or triggered 5GC-MT-LR event report.
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Service operation name: Namf_Location_ProvidePositioningInfo
Description: Provides UE positioning information to the consumer NF.
Input, Required: UE Identification (SUPI or PEI), Client Type.
Input, Optional: required Location QoS instance(s), Supported GAD shapes, UE Privacy Requirements, LCS Client Identification, Deferred location type, Deferred location parameters, Notification Target address, Notification Correlation ID, Scheduled Location Time, service type, request for user plane reporting to an LCS Client or AF, user plane address of an LCS Client or AF, user plane security information for an LCS Client or AF, cumulative event report timer, maximum number of user plane event reports to an LCS Client or AF.
Output, Required: Success/Failure indication
Output, Optional: Geodetic Location, Local Location including Coordinate ID, Civic Location, Position Methods Used, Failure Cause, achieved Location QoS Accuracy.
See steps 4 and 10 of clause 6.1.1, steps 5, 14, 18 and 22 of clause 6.1.2 and steps 5 and 6 of clause 6.3.1 in TS 23.273 [51], for examples of usage of this service operation.
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