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Abstract of the contribution: This paper discusses the existing conclusion for content of information for automatic hosting network selection and proposes a different approach.
Discussion
In the existing conclusion in 8.4, CH Controlled Prioritized List of Preferred SNPNs is extended with SNPNs hosting localized services, for the purpose of assisting UE to perform automatic SNPN selection for accessing localized services. In our understanding, this requires that the UE has some pre-subscription with the local service provider and have credentials available before selecting and accessing the hosting network. If this understanding is correct, it is not in line with stage 1 requirements and may limit the scenarios that the solution is applicable.
A few technical questions also need to be clarified regarding this conclusion:

1. As CH Controlled list is associated with an entry in list of subscriber data or a PLMN subscription, what is the relationship between the subscribed SNPN and the hosting SNPNs in the CH Controlled list?

2. What is the relationship between the hosting SNPNs (associated with validity information) and other SNPNs (not associated with validity information) in the same CH Controlled list?

3. What is the relationship between the new CH Controlled list (extended with hosting SNPNs) and other preferred SNPN list (e.g., User controlled list)?
In our opinion, containing preferred hosting networks in the CH Controlled list is unnecessarily confusing and may create obstacles in normative work. A simpler approach may be to use a separate preferred hosting network list when UE intends to access local services. Whether the UE select list of subscriber data or this separate list for localized services can be left to UE implementation or CT1 decision if a new network selection mode is going to be defined there.  

Proposal 1:
A separate preferred hosting network list, instead of CH Controlled List, is provided to UE for automatic hosting network selection.

Proposal 2:
How the UE determines to use list of subscriber data or preferred hosting network list for network selection is up to UE implementation or CT1 decision.
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