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[bookmark: _Toc493487903]FIRST CHANGE

[bookmark: _Toc122440172]5.3.4.4	UE mobility event notification
5G System supports the functionality of tracking and reporting UE mobility events.
The AMF provides the UE mobility related event reporting to NF that has been authorized to subscribe to the UE mobility event reporting service. Any NF service consumer such as SMF, NEF, TSCTSF or NWDAF that wants to be reported on the UE location is able to subscribe to the UE mobility event notification service to the AMF with the following parameters:
-	Event reporting type that specifies what to be reported on UE mobility (e.g. UE location, UE mobility on Area of Interest, time synchronization status).
-	Event filters indicating the:
-	Area Of Interest that specifies a location area within 3GPP system. The Area Of Interest is represented by a list of Tracking Areas, list of cells or list of (R)AN node identifiers. In the case of LADN, the event consumer (e.g. SMF) provides the LADN DNN to refer the LADN service area as the Area Of Interest. In the case of PRA, the event consumer (e.g. SMF or PCF) may provide an identifier for Area Of Interest to refer predefined area as the Area Of Interest.
-	S-NSSAI and optionally the NSI ID(s).
-	Time synchronization status change.
-	Event Reporting Information: event reporting mode, number of reports, maximum duration of reporting, event reporting condition (e.g. when the target UE moved into a specified Area Of Interest, immediate reporting flag).
-	Notification Endpoint of NF service consumer to be notified.
-	The target of event reporting that indicates a specific UE, a group of UE(s) or any UE (i.e. all UEs). Further details on the information provided by the NF service consumer are provided in clause 4.15 of TS 23.502 [3].
If an NF service consumer subscribes to the UE mobility event notification service provided by AMF for reporting of UE presence in Area Of Interest, the AMF tracks UE's location considering UE's CM state and using NG-RAN procedures (if RRC Inactive state applies to NG-RAN) in order to determine the UE presence in the Area Of Interest, as described in clause 4.15.4.2 of TS 23.502 [3]. Upon detecting the change of the UE presence in the Area Of Interest, the AMF notifies the UE presence in the Area Of Interest and the new UE location to the subscribed NF consumer.
When the AMF is changed, the subscription of mobility event is transferred from the old AMF. The new AMF may decide not to notify the SMF with the current status related to the subscription of mobility event if the new AMF determines that, based on MM Context of the UE, the event is reported by the old AMF.
In the network deployment where a UE may leave or enter the Area Of Interest without any notification to the 5GC in CM-CONNECTED state (i.e. in the case that RRC Inactive state applies to the NG-RAN), the AMF may initiate the NG-RAN location reporting as described in clause 5.4.7 or N2 Notification as described in clause 4.8.3 of TS 23.502 [3] to track the UE presence in the Area Of Interest.
The AMF may provide UE mobility event reporting to PCF, using Policy Control Report Triggers defined in TS 23.503 [45].
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[bookmark: _Toc20150058][bookmark: _Toc27846857][bookmark: _Toc36187988][bookmark: _Toc45183892][bookmark: _Toc47342734][bookmark: _Toc51769435][bookmark: _Toc122440557]5.27.0	General
This clause describes 5G System features that can be used independently or in combination to enable time-sensitive communication and time synchronization:
-	Delay-critical GBR;
-	A hold and forward mechanism to schedule traffic as defined in IEEE Std 802.1Q-2018 [98] for Ethernet PDU Sessions in DS-TT and NW-TT (see clause 5.27.4) to de-jitter flows that have traversed the 5G System if the 5G System is to participate transparently as a bridge in a TSN network;
-	TSC Assistance Information: describes TSC flow traffic characteristics as described in clause 5.27.2 that may be provided optionally for use by the gNB, to allow more efficiently schedule radio resources for periodic traffic and applies to PDU Session type Ethernet and IP.
-	Time Synchronization: describes how 5GS can operate as a PTP Relay (IEEE Std 802.1AS [104]), as a Boundary Clock or as Transparent Clock (IEEE Std 1588 [126]) for PDU Session type Ethernet and IP.
-	Time Synchronization status monitoring and report: describe how the 5GS Time Synchronization status are report to UE and AF.
The 5G System integration as a bridge in an IEEE 802.1 TSN network as described in clause 5.28 can make use of all features listed above.
To support any of the above features to enable time-sensitive communication and time synchronization, during the PDU Session establishment, the UE shall request to establish a PDU Session as an always-on PDU Session, and the PDU Sessions are established as Always-on PDU session as described in clause 5.6.13. In this release of the specification, to use any of the above features to enable time-sensitive communication and time synchronization:
-	Home Routed PDU Sessions are not supported;
-	PDU Sessions are supported only for SSC mode 1;
-	Service continuity is not supported when the UE moves from 5GS to EPS .i.e. interworking with EPS is not supported for a PDU Session for time synchronization or TSC.
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[bookmark: _Toc122440568]5.27.1.8	Exposure of Time Synchronization
5G System supports time synchronization service that can be activated and deactivated by AF. Exposure of time synchronization comprises the following capabilities:
-	The AF may learn 5GS and/or UE availability and capabilities for time synchronization service.
-	The AF controls activation and deactivation of the time synchronization service for the target UE(s).
-	The AF may subscribe the time synchronization service status report for the target UE(s).
The AF may use the service-specific parameters to control the time synchronization service for targeted UE(s). These parameters are specified in clause 4.15.9.3 and 4.15.9.4 of TS 23.502 [3] for (g)PTP-based and 5G access stratum-based time synchronization services, respectively.
The AF may subscribe for 5GS and/or UE availability and capabilities for time synchronization service. The AF indicates in the request the DNN, S-NSSAI, and in addition the AF may indicate a list of UE identities or group identity to limit the subscription only to corresponding UEs. If the AF does not indicate DNN, S-NSSAI, the NEF determines the DNN, S-NSSAI based on the AF Identifier.
The TSCTSF (directly or via NEF) exposes the 5GS and/or UE availability and capabilities for synchronization service to the AF as described in clause 4.15.9.2 of TS 23.502 [3]. The exposed information includes the list of user plane node identities, the list of UE identities and may include the supported capabilities for (g)PTP time synchronization service per user plane node and UE.
The AF request to control the (g)PTP time synchronization service is sent to the TSCTSF (directly or via NEF). The request is targeted to a set of AF-sessions that are associated with the exposure of UE availability and capabilities for synchronization service.
The AF may request to use a specific PTP instance type when requesting the (g)PTP-based time synchronization distribution method (IEEE Std 1588 [126] or IEEE Std 802.1AS [104] operation (i.e. as a Boundary Clock, peer-to-peer Transparent Clock, or end-to-end Transparent Clock or as a PTP relay instance)). The request to control the (g)PTP time synchronization service may contain other service parameters as specified in Table 4.15.9.3-1 in clause 4.15.9.3 of TS 23.502 [3].
The AF may request to use the 5G access stratum as a time synchronization distribution method. In this case, the time source is provided by the 5GS. 5G-AN provides the 5GS time to the UE via 3GPP radio access; UE/DS-TT may provide 5G access stratum timing information to end stations using implementation specific means. The request to control the 5G access stratum time distribution (including the parameters such AF requests may contain) is described in clause 4.15.9.4 of TS 23.502 [3].
The AF or NEF selects the TSCTSF as specified in clause 6.3.24.
The AF request may include a time synchronization error budget (see also clause 5.27.1.9). The time synchronization error budget defines an upper bound for time synchronization errors introduced by 5GS.
The AF uses the procedure for configuring the (g)PTP instance in 5GS as described in clause 4.15.9.3 of TS 23.502 [3] and uses the procedure for providing the 5G access stratum time distribution as described in clause 4.15.9.4 of TS 23.502 [3] for the UEs.
The TSCTSF uses the Time Synchronization parameters (Table 4.15.9.3-1 in TS 23.502 [3]) as received from the AF (directly or via NEF) to control the (g)PTP time synchronization service. When IEEE Std 1588 [126] or IEEE Std 802.1AS [104] operation have been selected, the TSCTSF determines the necessary (g)PTP parameters to activate and control the service in DS-TT(s) and NW-TTs. For this purpose, the TSCTSF uses the PMIC or UMIC to manage the IEEE Std 1588 [126] or IEEE Std 802.1AS [104] operation in the DS-TT(s) or NW-TTs, respectively (see clause 5.27.1.4).
The TSCTSF uses the Time Synchronization parameters (Table 4.15.9.4-1) as received from the AF (directly or via NEF) to control the 5G access stratum time synchronization distribution as described in clause 4.15.9.4 of TS 23.502 [3].
For handling (g)PTP traffic, the PCF, according to PCC rule authorization, chooses a 5QI and dynamically set the PDB and/or MDBV according to requirements for (g)PTP protocol. The PCF provides the SMF with a PCC rule generated based on the AF request to control the (g)PTP time synchronization service. The SMF may take the information in the PCC rule to modify a PDU Session to create or modify or release a QoS Flow for transmitting the (g)PTP messages. The PCF acknowledges the policy request to the TSCTSF. The TSCTSF may report the result of the time synchronization request to the AF (directly or via NEF).
The AF may provide a temporal validity condition to the TSCTSF (directly or via NEF) when the AF activates the time synchronization service. Temporal validity condition contains the start-time and stop-time (in absolute time value) attributes that describe the time period when the time synchronization service is active for the targeted AF sessions. The TSCTSF manages the temporal validity condition as described in clauses 4.15.9.3 and 4.15.9.4 of TS 23.502 [3].
The AF may subscribe to time synchronization status report for group of UEs for which the AF has requested time synchronization service (for ASTI or (g)PTP service). If TSCTSF has determined UEs impacted by RAN or UPF timing synchronization status (e.g. degradation, improvement or failure),  the TSCTSF notifies the AF about the timing synchronization change status.
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[bookmark: _Toc122440589]5.28.3	Port and user plane node management information exchange in 5GS
[bookmark: _Toc20150074][bookmark: _Toc27846873][bookmark: _Toc36188004][bookmark: _Toc45183908][bookmark: _Toc47342750][bookmark: _Toc51769451][bookmark: _Toc122440590]5.28.3.1	General
Port number of the DS-TT for the PDU Session is assigned by the UPF during PDU session establishment. The port number of the DS-TT port for a PDU Session shall be reported to the SMF from the UPF and further stored at the SMF. The SMF provides the DS-TT port number via PCF to the TSN AF or TSCTSF. TSN AF or TSCTSF maintains an association between the DS-TT port number and the DS-TT port MAC address (with Ethernet type PDU session) or IP address (applicable for TSCTSF only, with IP type PDU Session) of the UE. If a PDU session for which SMF has reported a DS-TT port number to TSN AF or TSCTSF is released, then SMF informs TSN AF or TSCTSF accordingly.
NOTE 1:	Port number can refer either to Ethernet port or PTP port. In Ethernet type PDU Sessions, it is assumed that the PTP port number is the same as the associated Ethernet port number.
5GS shall support transfer of standardized and deployment-specific port management information transparently between TSN AF or TSCTSF and DS-TT or NW-TT, respectively inside a Port Management Information Container. NW-TT may support one or more ports. In this case, each port uses separate Port Management Information Container. 5GS shall also support transfer of standardized and deployment-specific user plane node management information transparently between TSN AF or TSCTSF and NW-TT, respectively inside a User Plane Node Management Information Container. Table 5.28.3.1-1 and Table 5.28.3.1-2 list standardized port management information and user plane node management information, respectively.
If TSN AF is deployed, i.e. if 5GS is integrated with an IEEE TSN network, the port and user plane node management information is exchanged between CNC and TSN AF. The port management information is related to ports located in DS-TT or NW-TT. The user plane node management information container is related to 5GS bridge management.
If TSN AF is not deployed, the port and user plane node management information is exchanged between TSCTSF and DS-TT/NW-TT.
NOTE 2:	The time synchronization parameters used in Port Management Information Container and User Plane Node Management Information Container are from IEEE Std 1588 [126], Edition 2019, and from IEEE Std 802.1AS [104]. Since the IEEE time synchronization data sets are not exposed, care needs to be taken when interoperating with devices supporting Edition 2008, IEEE Std 1588-2008 [107] (which can be the case when operating under the SMPTE profile, ST 2059-2:2015 [127]) and using a common management.
Table 5.28.3.1-1: Standardized port management information
	Port management information
	Applicability (see NOTE 6)
	Supported operations by TSN AF
	Supported operations by TSCTSF
	Reference

	
	DS-TT
	NW-TT
	(see NOTE 1)
	(see NOTE 1)
	

	General
	
	
	
	
	

	Port management capabilities (see NOTE 2)
	X
	X
	R
	R
	

	Bridge delay related information
	
	
	
	
	

	txPropagationDelay
	X
	X
	R
	-
	IEEE Std 802.1Qcc [95] clause 12.32.2.1

	txPropagationDelayDeltaThreshold (see NOTE 23)
	X
	X
	RW
	
	

	Traffic class related information
	
	
	
	
	

	Traffic class table
	X
	X
	RW
	-
	IEEE Std 802.1Q [98] clause 12.6.3 and clause 8.6.6.

	Gate control information
	
	
	
	
	

	GateEnabled
	X
	X
	RW
	-
	IEEE Std 802.1Q [98] Table 12-29

	AdminBaseTime
	X
	X
	RW
	-
	IEEE Std 802.1Q [98] Table 12-29

	AdminControlList
	X
	X
	RW
	-
	IEEE Std 802.1Q [98] Table 12-29

	AdminCycleTime (see NOTE 3)
	X
	X
	RW
	-
	IEEE Std 802.1Q [98] Table 12-29

	AdminControlListLength (see NOTE 3)
	X
	X
	RW
	-
	IEEE Std 802.1Q [98] Table 12-29

	AdminCycleTimeExtension
	X
	X
	RW
	-
	IEEE Std 802.1Q [98] Table 12-29

	Tick granularity
	X
	X
	R
	-
	IEEE Std 802.1Q [98] Table 12-29

	SupportedListMax
	X
	X
	R
	-
	IEEE Std 802.1Q [98] Table 12-29

	General Neighbor discovery configuration
(NOTE 4)
	
	
	
	
	

	adminStatus
	D
	X
	RW
	-
	IEEE Std 802.1AB [97] clause 9.2.5.1

	lldpV2LocChassisIdSubtype
	D
	X
	RW
	-
	IEEE Std 802.1AB [97] Table 11-2

	lldpV2LocChassisId
	D
	X
	RW
	-
	IEEE Std 802.1AB [97] Table 11-2

	lldpV2MessageTxInterval
	D
	X
	RW
	-
	IEEE Std 802.1AB [97] Table 11-2

	lldpV2MessageTxHoldMultiplier
	D
	X
	RW
	-
	IEEE Std 802.1AB [97] Table 11-2

	NW-TT port neighbor discovery configuration
	
	
	
	
	

	lldpV2LocPortIdSubtype
	
	X
	RW
	-
	IEEE Std 802.1AB [97] Table 11-2

	lldpV2LocPortId
	
	X
	RW
	-
	IEEE Std 802.1AB [97] Table 11-2

	DS-TT port neighbor discovery configuration
	
	
	
	
	

	lldpV2LocPortIdSubtype
	D
	
	RW
	-
	IEEE Std 802.1AB [97] Table 11-2

	lldpV2LocPortId
	D
	
	RW
	-
	IEEE Std 802.1AB [97] Table 11-2

	Neighbor discovery information for each discovered neighbor of NW-TT (NOTE 26)
	
	
	
	
	

	lldpV2RemChassisIdSubtype
	
	X
	R
	-
	IEEE Std 802.1AB [97] Table 11-2

	lldpV2RemChassisId
	
	X
	R
	-
	IEEE Std 802.1AB [97] Table 11-2

	lldpV2RemPortIdSubtype
	
	X
	R
	-
	IEEE Std 802.1AB [97] Table 11-2

	lldpV2RemPortId
	
	X
	R
	-
	IEEE Std 802.1AB [97] Table 11-2

	TTL
	
	X
	R
	-
	IEEE Std 802.1AB [97] clause 8.5.4

	Neighbor discovery information for each discovered neighbor of DS-TT
(NOTE 5)
	
	
	
	
	

	lldpV2RemChassisIdSubtype
	D
	
	R
	-
	IEEE Std 802.1AB [97] Table 11-2

	lldpV2RemChassisId
	D
	
	R
	-
	IEEE Std 802.1AB [97] Table 11-2

	lldpV2RemPortIdSubtype
	D
	
	R
	-
	IEEE Std 802.1AB [97] Table 11-2

	lldpV2RemPortId
	D
	
	R
	-
	IEEE Std 802.1AB [97] Table 11-2

	TTL
	D
	
	R
	-
	IEEE Std 802.1AB [97] clause 8.5.4.1

	Stream Parameters
(NOTE 11)
	
	
	
	
	

	MaxStreamFilterInstances
	X
	
	R
	-
	IEEE Std 802.1Q [98]
 clause 12.31.1.1

	MaxStreamGateInstances
	X
	
	R
	-
	IEEE Std 802.1Q [98]
 clause 12.31.1.2

	MaxFlowMeterInstances
	X
	
	R
	-
	IEEE Std 802.1Q [98]
 clause 12.31.1.3

	SupportedListMax
	X
	
	R
	-
	IEEE Std 802.1Q [98]
 clause 12.31.1.4

	Per-Stream Filtering and Policing information
(NOTE 10)
	
	
	
	
	

	Stream Filter Instance Table
(NOTE 8)
	
	
	
	-
	IEEE Std 802.1Q [98] Table 12-32

	> StreamFilterInstanceIndex
	X
	X
	RW
	-
	IEEE Std 802.1Q [98] Table 12-32

	> Stream Identification type
	X
	X
	RW
	-
	IEEE 802.1CB [83] clause 9.1.1.6

	> Stream Identification Controlling Parameters
	X
	X
	RW
	-
	IEEE 802.1CB [83] clauses 9.1.2, 9.1.3, 9.1.4
(NOTE 12)

	> PrioritySpec
	X
	X
	RW
	-
	IEEE Std 802.1Q [98] Table 12-32

	> StreamGateInstanceID
	X
	X
	RW
	-
	IEEE Std 802.1Q [98] Table 12-32

	Stream Gate Instance Table
(NOTE 9)
	
	
	
	
	IEEE Std 802.1Q [98] Table 12-33

	StreamGateInstanceIndex
	X
	X
	RW
	-
	IEEE Std 802.1Q [98] Table 12-33

	PSFPAdminBaseTime
	X
	X
	RW
	-
	IEEE Std 802.1Q [98] Table 12-33

	PSFPAdminControlList
	X
	X
	RW
	-
	IEEE Std 802.1Q [98] Table 12-33

	PSFPAdminCycleTime
	X
	X
	RW
	-
	IEEE Std 802.1Q [98] Table 12-33

	PSFPTickGranularity
	X
	X
	R
	-
	IEEE Std 802.1Q [98] Table 12-33

	PSFPAdminCycleTimeExtension
	X
	X
	R
	-
	IEEE Std 802.1Q [98] Table 12-33

	Time Synchronization Information
	
	
	
	
	

	TSN Time domain number (NOTE 24)
	X
	X
	RW
	
	

	Supported PTP instance types (NOTE 13)
	X
	
	R
	R
	IEEE Std 1588 [126] clause 8.2.1.5.5

	Supported transport types (NOTE 14)
	X
	
	R
	R
	

	Supported delay mechanisms (NOTE 15)
	X
	
	R
	R
	IEEE Std 1588 [126] clause 8.2.15.4.4

	PTP grandmaster capable (NOTE 16)
	X
	
	R
	R
	

	gPTP grandmaster capable (NOTE 17)
	X
	
	R
	R
	

	Supported PTP profiles (NOTE 18)
	X
	
	R
	R
	

	Number of supported PTP instances
	X
	
	R
	R
	

	PTP instance specification
	
	
	
	
	

	PTP Instance ID (NOTE 25)
	X
	X
	RW
	RW
	

	> PTP profile (NOTE 19)
	X
	
	RW
	RW
	

	> Transport type (NOTE 20)
	X
	
	RW
	RW
	

	> Grandmaster enabled (NOTE 21)
	X
	
	RW
	RW
	

	IEEE Std 1588 [126] data sets (NOTE 22)
	
	
	
	
	

	> defaultDS.clockIdentity
	X
	
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.1.2.2

	> defaultDS.clockQuality.clockClass
	X
	
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.1.3.1.2

	> defaultDS.clockQuality.clockAccuracy
	X
	
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.1.3.1.3

	> defaultDS.clockQuality.offsetScaledLogVariance
	X
	
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.1.3.1.4

	> defaultDS.priority1
	X
	
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.1.4.1

	> defaultDS.priority2
	X
	
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.1.4.2

	> defaultDS.domainNumber
	X
	
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.1.4.3

	> defaultDS.sdoId
	X
	
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.1.4.5

	> defaultDS.instanceEnable
	X
	
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.1.5.2

	> defaultDS.instanceType
	X
	
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.1.5.5

	> portDS.portIdentity
	X
	X
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.15.2.1

	> portDS.portState
	X
	X
	R
	R
	IEEE Std 1588 [126] clause 8.2.15.3.1

	> portDS.logMinDelayReqInterval
	X
	X
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.15.3.2

	> portDS.logAnnounceInterval
	X
	X
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.15.4.1

	> portDS.announceReceiptTimeout
	
	X
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.15.4.2

	> portDS.logSyncInterval
	X
	X
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.15.4.3

	> portDS.delayMechanism
	X
	X
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.15.4.4

	> portDS.logMinPdelayReqInterval
	X
	X
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.15.4.5

	> portDS.versionNumber
	X
	X
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.15.4.6

	> portDS.minorVersionNumber
	X
	X
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.15.4.7

	> portDS.delayAsymmetry
	X
	X
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.15.4.8

	> portDS.portEnable
	X
	X
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.15.5.1

	> timePropertiesDS.currentUtcOffset
	X
	
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.4.2

	> timePropertiesDS.timeSource
	X
	
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.4.9

	> externalPortConfigurationPortDS.desiredState
	
	
	RW
	RW
	IEEE Std 1588 [126] clause 15.5.3.7.15.1

	IEEE Std 802.1AS [104] data sets (NOTE 22)
	
	
	
	
	

	> defaultDS.clockIdentity
	X
	
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.2.2

	> defaultDS.clockQuality.clockClass
	X
	
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.2.4.2

	> defaultDS.clockQuality.clockAccuracy
	X
	
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.2.4.3

	> defaultDS.clockQuality.offsetScaledLogVariance
	X
	
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.2.4.4

	> defaultDS.priority1
	X
	
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.2.5

	> defaultDS.priority2
	X
	
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.2.6

	> defaultDS.timeSource
	X
	
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.2.15

	> defaultDS.domainNumber
	X
	
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.2.16

	> defaultDS.sdoId
	X
	
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.2.4.3

	> defaultDS.instanceEnable
	X
	
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.2.19

	> portDS.portIdentity
	
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.2

	> portDS.portState
	
	X
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.3

	> portDS.ptpPortEnabled
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.4

	> portDS.delayMechanism
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.5

	> portDS.isMeasuringDelay
	X
	X
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.6

	> portDS.asCapable
	X
	X
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.7

	> portDS.meanLinkDelay
	X
	X
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.8

	> portDS.meanLinkDelayThresh
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.9

	> portDS.delayAsymmetry
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.10

	> portDS.neighborRateRatio
	X
	X
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.11

	> portDS.initialLogAnnounceInterval
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.12

	> portDS.currentLogAnnounceInterval
	X
	X
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.13

	> portDS.useMgtSettableLogAnnounceInterval
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.14

	> portDS.mgtSettableLogAnnounceInterval
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.15

	> portDS.announceReceiptTimeout
	
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.16

	> portDS.initialLogSyncInterval
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.17

	> portDS.currentLogSyncInterval
	X
	X
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.18

	> portDS.useMgtSettableLogSyncInterval
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.19

	> portDS.mgtSettableLogSyncInterval
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.20

	> portDS.syncReceiptTimeout
	
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.21

	> portDS.syncReceiptTimeoutTimeInterval
	
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.22

	> portDS.initialLogPdelayReqInterval
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.23

	> portDS.currentLogPdelayReqInterval
	X
	X
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.24

	> portDS.useMgtSettableLogPdelayReqInterval
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.25

	> portDS.mgtSettableLogPdelayReqInterval
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.26

	> portDS.initialLogGptpCapableMessageInterval
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.27

	> portDS.currentLogGptpCapableMessageInterval
	X
	X
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.28

	> portDS.useMgtSettableLogGptpCapableMessageInterval
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.29

	> portDS.mgtSettableLogGptpCapableMessageInterval
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.30

	> portDS.initialComputeNeighborRateRatio
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.31

	> portDS.currentComputeNeighborRateRatio
	X
	X
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.32

	> portDS.useMgtSettableComputeNeighborRateRatio
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.33

	> portDS.mgtSettableComputeNeighborRateRatio
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.34

	> portDS.initialComputeMeanLinkDelay
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.35

	> portDS.currentComputeMeanLinkDelay
	X
	X
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.36

	> portDS.useMgtSettableComputeMeanLinkDelay
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.37

	> portDS.mgtSettableComputeMeanLinkDelay
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.38

	> portDS.allowedLostResponses
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.39

	> portDS.allowedFaults
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.40

	> portDS.gPtpCapableReceiptTimeout
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.41

	> portDS.versionNumber
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.42

	> portDS.nup
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.43

	> portDS.ndown
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.44

	> portDS.oneStepTxOper
	X
	X
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.45

	> portDS.oneStepReceive
	X
	X
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.46

	> portDS.oneStepTransmit
	X
	X
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.47

	> portDS.initialOneStepTxOper
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.48

	> portDS.currentOneStepTxOper
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.49

	> portDS.useMgtSettableOneStepTxOper
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.50

	> portDS.mgtSettableOneStepTxOper
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.51

	> portDS.syncLocked
	X
	X
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.52

	> portDS.pdelayTruncatedTimestampsArray
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.53

	> portDS.minorVersionNumber
	X
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.54

	> timePropertiesDS.currentUtcOffset
	X
	
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.5.2

	> externalPortConfigurationPortDS.desiredState
	
	X
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.12.2

	NOTE 1:	R = Read only access; RW = Read/Write access; ― = not supported.
NOTE 2:	Indicates which standardized and deployment-specific port management information is supported by DS-TT or NW-TT.
NOTE 3:	AdminCycleTime and AdminControlListLength are optional for gate control information.
NOTE 4:	If DS-TT supports neighbor discovery, then TSN AF sends the general neighbor discovery configuration for DS-TT Ethernet ports to DS-TT. If DS-TT does not support neighbor discovery, then TSN AF sends the general neighbor discovery configuration for DS-TT Ethernet ports to NW-TT using the User Plane Node Management Information Container (refer to Table 5.28.3.1-2) and NW-TT performs neighbor discovery on behalf on DS-TT. When a parameter in this group is changed, it is necessary to provide the change to every DS-TT and the NW-TT that belongs to the 5GS TSN bridge. It is mandatory that the general neighbor discovery configuration is identical for all DS-TTs and the NW-TTs that belongs to the bridge.
NOTE 5:	If DS-TT supports neighbor discovery, then TSN AF retrieves neighbor discovery information for DS-TT Ethernet ports from DS-TT. TSN AF indicates the neighbor discovery information for each discovered neighbor of DS-TT port to CNC. If DS-TT does not support neighbor discovery, then TSN AF retrieves neighbor discovery information for DS-TT Ethernet ports from NW-TT, using the User Plane Node Management Information Container (refer to Table 5.28.3.1-2), the NW-TT performing neighbor discovery on behalf on DS-TT.
NOTE 6:	X = applicable; D = applicable when validation and generation of LLDP frames is processed at the DS-TT.
NOTE 7:	Void.
NOTE 8:	There is a Stream Filter Instance Table per Stream.
NOTE 9:	There is a Stream Gate Instance Table per Gate.
NOTE 10:	TSN AF indicates the support for PSFP to the CNC only if each DS-TT and NW-TT of the 5GS bridge has indicated support of PSFP. DS-TT indicates support of PSFP using port management capabilities, i.e. by indicating support for the Per-Stream Filtering and Policing information and by setting higher than zero values for MaxStreamFilterInstances, MaxStreamGateInstances, MaxFlowMeterInstances, SupportedListMax parameters. When available, TSN AF uses the PSFP information for determination of the traffic pattern information as described in Annex I. The PSFP information can be used at the DS-TT (if supported) and at the NW-TT (if supported) for the purpose of per-stream filtering and policing as defined in clause 8.6.5.1 of IEEE Std 802.1Q [98].
NOTE 11:	TSN AF composes a Stream Parameter Table towards the CNC. It is up to TSN AF how it composes the Stream Parameter Table based on the numerical values as received from DS-TT and NW-TT port(s) and for the bridge for each individual parameter.
NOTE 12:	The set of Stream Identification Controlling Parameters depends on the Stream Identification type value as defined in IEEE Std 802.1CB [83] Table 9-1 and clauses 9.1.2, 9.1.3, 9.1.4.
NOTE 13:	Enumeration of supported PTP instance types. Allowed values as defined in clause 8.2.1.5.5 of IEEE Std 1588 [126].
NOTE 14:	Enumeration of supported transport types. Allowed values: IPv4 (as defined in Annex C of IEEE Std 1588 [126]), IPv6 (as defined in IEEE Std 1588 [126] Annex D), Ethernet (as defined in Annex E of IEEE Std 1588 [126]).
NOTE 15:	Enumeration of supported PTP delay mechanisms. Allowed values as defined in clause 8.2.15.4.4 of IEEE Std 1588 [126].
NOTE 16:	Indicates whether DS-TT supports acting as a PTP grandmaster.
NOTE 17:	Indicates whether DS-TT supports acting as a gPTP grandmaster.
NOTE 18:	Enumeration of supported PTP profiles, each identified by PTP profile ID, as defined in clause 20.3.3 of IEEE Std 1588 [126].
NOTE 19:	PTP profile to apply, identified by PTP profile ID, as defined in clause 20.3.3 of IEEE Std 1588 [126].
NOTE 20:	Transport type to use. Allowed values: IPv4 (as defined in Annex C of IEEE Std 1588 [126]), IPv6 (as defined in IEEE Std 1588 [126] Annex D), Ethernet (as defined in Annex E of IEEE Std 1588 [126]).
NOTE 21:	Indicates whether to act as grandmaster or not, i.e. whether to send Announce, Sync and optionally Follow_Up messages.
NOTE 22:	The IEEE Std 802.1AS [104] data sets apply if the IEEE 802.1AS PTP profile is used; otherwise the IEEE Std 1588 [126] data sets apply.
NOTE 23:	Indicates how much the txPropagationDelay needs to change so that DS-TT/NW-TT report a change in txPropagationDelay to TSN AF. This is optional for NW-TT.
NOTE 24:	Indicates the gPTP domain (identified by a domain number) that is assumed by the CNC as the reference clock for time information in the scheduled traffic (gate control) information, PSFP information and bridge delay related information. This is optional for NW-TT.
NOTE 25:	PTP Instance ID uniquely identifies a PTP instance within the user plane node.
NOTE 26:	TSN AF indicates the neighbor discovery information for each discovered neighbor of NW-TT port to CNC.



Table 5.28.3.1-2: Standardized user plane node management information
	User plane node management information
	Supported operations by TSN AF
	Supported operations by TSCTSF
	Reference

	
	(see NOTE 1)
	(see NOTE 1)
	

	Information for 5GS Bridge
	
	
	

	User plane node Address
	R
	R
	

	User plane node ID
	R
	R
	

	NW-TT port numbers
	R
	R
	

	Traffic forwarding information
	
	
	

	Static Filtering Entry (NOTE 3)
	RW
	-
	IEEE Std 802.1Q [98] clause 8.8.1

	General Neighbor discovery configuration
(NOTE 2)
	
	
	

	adminStatus
	RW
	-
	IEEE Std 802.1AB [97] clause 9.2.5.1

	lldpV2LocChassisIdSubtype
	RW
	-
	IEEE Std 802.1AB [97] Table 11-2

	lldpV2LocChassisId
	RW
	-
	IEEE Std 802.1AB [97] Table 11-2

	lldpV2MessageTxInterval
	RW
	-
	IEEE Std 802.1AB [97] Table 11-2

	lldpV2MessageTxHoldMultiplier
	RW
	-
	IEEE Std 802.1AB [97] Table 11-2

	DS-TT port neighbor discovery configuration for DS-TT ports (NOTE 4)
	
	
	

	>DS-TT port neighbor discovery configuration for each DS-TT port
	
	
	

	>> DS-TT port number
	RW
	-
	

	>> lldpV2LocPortIdSubtype
	RW
	-
	IEEE Std 802.1AB [97] Table 11-2

	>> lldpV2LocPortId
	RW
	-
	IEEE Std 802.1AB [97] Table 11-2

	Discovered neighbor information for DS-TT ports
(NOTE 4)
	
	
	

	>Discovered neighbor information for each DS-TT port
(NOTE 4)
	
	
	

	>> DS-TT port number
	R
	-
	

	>> lldpV2RemChassisIdSubtype
	R
	-
	IEEE Std 802.1AB [97] Table 11-2

	>> lldpV2RemChassisId
	R
	-
	IEEE Std 802.1AB [97] Table 11-2

	>> lldpV2RemPortIdSubtype
	R
	-
	IEEE Std 802.1AB [97] Table 11-2

	>> lldpV2RemPortId
	R
	-
	IEEE Std 802.1AB [97] Table 11-2

	>> TTL
	R
	-
	IEEE Std 802.1AB [97] clause 8.5.4.1

	Stream Parameters (NOTE 5)
	
	
	

	MaxStreamFilterInstances
	R
	-
	IEEE Std 802.1Q [98]

	MaxStreamGateInstances
	R
	-
	IEEE Std 802.1Q [98]

	MaxFlowMeterInstances
	R
	-
	IEEE Std 802.1Q [98]

	SupportedListMax
	R
	-
	IEEE Std 802.1Q [98]

	Time synchronization information
	
	
	

	Supported PTP instance types (NOTE 6)
	R
	R
	

	Supported transport types (NOTE 7)
	R
	R
	

	Supported delay mechanisms (NOTE 8)
	R
	R
	

	PTP grandmaster capable (NOTE 9)
	R
	R
	

	gPTP grandmaster capable (NOTE 10)
	R
	R
	

	Supported PTP profiles (NOTE 11)
	R
	R
	

	Number of supported PTP instances
	R
	R
	

	Time synchronization information for PTP instances (NOTE 16)
	
	
	

	> PTP instance specification
	
	
	

	>> PTP Instance ID (NOTE 17) 
	RW
	RW
	

	>> PTP profile (NOTE 12)
	RW
	RW
	

	>> Transport type (NOTE 13)
	RW
	RW
	

	>> Grandmaster candidate enabled
	RW
	RW
	

	5GS internal time synchronization status at UPF/NW-TT
	
	
	

	clock type
	
	R
	

	clock accuracy
	
	R
	

	traceability to UTC
	
	R
	

	frequency stability
	
	R
	

	IEEE Std 1588 [126] data sets (NOTE 15)
	
	
	

	>> defaultDS.clockIdentity
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.1.2.2

	>> defaultDS.clockQuality.clockClass
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.1.3.1.2

	>> defaultDS.clockQuality.clockAccuracy
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.1.3.1.3

	>> defaultDS.clockQuality.offsetScaledLogVariance
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.1.3.1.4

	>> defaultDS.priority1
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.1.4.1

	>> defaultDS.priority2
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.1.4.2

	>> defaultDS.domainNumber
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.1.4.3

	>> defaultDS.sdoId
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.1.4.5

	>> defaultDS.instanceEnable
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.1.5.2

	>> defaultDS.externalPortConfigurationEnabled
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.1.5.3

	>> defaultDS.instanceType
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.1.5.5

	>> timePropertiesDS.currentUtcOffset
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.4.2

	>> timePropertiesDS.timeSource
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.4.9

	IEEE Std 802.1AS [104] data sets (NOTE 15)
	
	
	

	>> defaultDS.clockIdentity
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.2.2

	>> defaultDS.clockQuality.clockClass
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.2.4.2

	>> defaultDS.clockQuality.clockAccuracy
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.2.4.3

	>> defaultDS.clockQuality.offsetScaledLogVariance
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.2.4.4

	>> defaultDS.priority1
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.2.5

	>> defaultDS.priority2
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.2.6

	>> defaultDS.timeSource
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.2.15

	>> defaultDS.domainNumber
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.2.16

	>> defaultDS.sdoId
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.2.18

	>> defaultDS.externalPortConfigurationEnabled
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.2.4.3

	>> defaultDS.instanceEnable
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.2.19

	>> timePropertiesDS.currentUtcOffset
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.5.2

	Time synchronization information for DS-TT ports
	
	
	

	> Time synchronization information for each DS-TT port
	
	
	

	> DS-TT port number
	RW
	RW
	

	>> Time synchronization information for each PTP Instance
	
	
	

	>> PTP Instance ID (NOTE 17)
	RW
	RW
	

	>> Grandmaster on behalf of DS-TT enabled (NOTE 14)
	RW
	RW
	

	IEEE Std 1588 [126] data sets (NOTE 15)
	
	
	

	>> portDS.portIdentity
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.15.2.1

	>> portDS.portState
	R
	R
	IEEE Std 1588 [126] clause 8.2.15.3.1

	>> portDS.logMinDelayReqInterval
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.15.3.2

	>> portDS.logAnnounceInterval
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.15.4.1

	>> portDS.announceReceiptTimeout
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.15.4.2

	>> portDS.logSyncInterval
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.15.4.3

	>> portDS.delayMechanism
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.15.4.4

	>> portDS.logMinPdelayReqInterval
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.15.4.5

	>> portDS.versionNumber
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.15.4.6

	>> portDS.minorVersionNumber
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.15.4.7

	>> portDS.delayAsymmetry
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.15.4.8

	>> portDS.portEnable
	RW
	RW
	IEEE Std 1588 [126] clause 8.2.15.5.1

	>> externalPortConfigurationPortDS.desiredState
	RW
	RW
	IEEE Std 1588 [126] clause 15.5.3.7.15.1

	IEEE Std 802.1AS [104] data sets (NOTE 15)
	
	
	

	>> portDS.portIdentity
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.2

	>> portDS.portState
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.3

	>> portDS.ptpPortEnabled
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.4

	>> portDS.delayMechanism
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.5

	>> portDS.isMeasuringDelay
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.6

	>> portDS.asCapable
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.7

	>> portDS.meanLinkDelay
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.8

	>> portDS.meanLinkDelayThresh
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.9

	>> portDS.delayAsymmetry
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.10

	>> portDS.neighborRateRatio
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.11

	>> portDS.initialLogAnnounceInterval
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.12

	>> portDS.currentLogAnnounceInterval
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.13

	>> portDS.useMgtSettableLogAnnounceInterval
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.14

	>> portDS.mgtSettableLogAnnounceInterval
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.15

	>> portDS.announceReceiptTimeout
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.16

	>> portDS.initialLogSyncInterval
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.17

	>> portDS.currentLogSyncInterval
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.18

	>> portDS.useMgtSettableLogSyncInterval
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.19

	>> portDS.mgtSettableLogSyncInterval
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.20

	>> portDS.syncReceiptTimeout
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.21

	>> portDS.syncReceiptTimeoutTimeInterval
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.22

	>> portDS.initialLogPdelayReqInterval
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.23

	>> portDS.currentLogPdelayReqInterval
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.24

	>> portDS.useMgtSettableLogPdelayReqInterval
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.25

	>> portDS.mgtSettableLogPdelayReqInterval
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.26

	>> portDS.initialLogGptpCapableMessageInterval
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.27

	>> portDS.currentLogGptpCapableMessageInterval
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.28

	>> portDS.useMgtSettableLogGptpCapableMessageInterval
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.29

	>> portDS.mgtSettableLogGptpCapableMessageInterval
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.30

	>> portDS.initialComputeNeighborRateRatio
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.31

	>> portDS.currentComputeNeighborRateRatio
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.32

	>> portDS.useMgtSettableComputeNeighborRateRatio
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.33

	>> portDS.mgtSettableComputeNeighborRateRatio
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.34

	>> portDS.initialComputeMeanLinkDelay
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.35

	>> portDS.currentComputeMeanLinkDelay
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.36

	>> portDS.useMgtSettableComputeMeanLinkDelay
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.37

	>> portDS.mgtSettableComputeMeanLinkDelay
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.38

	>> portDS.allowedLostResponses
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.39

	>> portDS.allowedFaults
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.40

	>> portDS.gPtpCapableReceiptTimeout
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.41

	>> portDS.versionNumber
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.42

	>> portDS.nup
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.43

	>> portDS.ndown
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.44

	>> portDS.oneStepTxOper
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.45

	>> portDS.oneStepReceive
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.46

	>> portDS.oneStepTransmit
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.47

	>> portDS.initialOneStepTxOper
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.48

	>> portDS.currentOneStepTxOper
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.49

	>> portDS.useMgtSettableOneStepTxOper
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.50

	>> portDS.mgtSettableOneStepTxOper
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.51

	>> portDS.syncLocked
	R
	R
	IEEE Std 802.1AS [104] clause 14.8.52

	>> portDS.pdelayTruncatedTimestampsArray
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.53

	>> portDS.minorVersionNumber
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.8.54

	>> externalPortConfigurationPortDS.desiredState
	RW
	RW
	IEEE Std 802.1AS [104] clause 14.12.2

	NOTE 1:	R = Read only access; RW = Read/Write access; ― = not supported.
NOTE 2:	General neighbor discovery information is included only when NW-TT performs neighbor discovery on behalf of DS-TT. When a parameter in this group is changed, it is necessary to provide the change to every DS-TT and the NW-TT that belongs to the 5GS TSN bridge.
NOTE 3:	If the Static Filtering Entry information is present, UPF/NW-TT can use Static Filtering Entry information for forwarding TSC traffic, as specified in clause 5.8.2.5.3.
NOTE 4:	DS-TT discovery configuration and DS-TT discovery information are used only when DS-TT does not support LLDP and NW-TT performs neighbor discovery on behalf of DS-TT. TSN AF indicates the discovered neighbor information for each DS-TT port to CNC.
NOTE 5:	TSN AF indicates the support for PSFP to the CNC only if each DS-TT and NW-TT of the 5GS bridge have indicated support of PSFP. The support of PSFP at the NW-TT ports is expressed by setting higher than zero values for MaxStreamFilterInstances, MaxStreamGateInstances, MaxFlowMeterInstances, SupportedListMax parameters.
NOTE 6:	Enumeration of supported PTP instance types. Allowed values as defined in clause 8.2.1.5.5 of IEEE Std 1588 [126].
NOTE 7:	Enumeration of supported transport types. Allowed values: IPv4 (as defined in IEEE Std 1588 [126] Annex C), IPv6 (as defined in IEEE Std 1588 [126] Annex D), Ethernet (as defined in Annex E of IEEE Std 1588 [126]).
NOTE 8:	Enumeration of supported PTP delay mechanisms. Allowed values as defined in clause 8.2.15.4.4 of IEEE Std 1588 [126].
NOTE 9:	Indicates whether NW-TT supports acting as a PTP grandmaster.
NOTE 10:	Indicates whether NW-TT supports acting as a gPTP grandmaster.
NOTE 11:	Enumeration of supported PTP profiles, each identified by PTP profile ID, as defined in clause 20.3.3 of IEEE Std 1588 [126].
NOTE 12:	PTP profile to apply, identified by PTP profile ID, as defined in clause 20.3.3 of IEEE Std 1588 [126].
NOTE 13:	Transport type to use. Allowed values: IPv4 (as defined in Annex C of IEEE Std 1588 [126]), IPv6 (as defined in IEEE Std 1588 [126] Annex D), Ethernet (as defined in Annex E of IEEE Std 1588 [126]).
NOTE 14:	Indicates whether to act as grandmaster on behalf of a DS-TT port or not if 5GS is determined to be the grandmaster clock, i.e. whether to send Announce, Sync and optionally Follow_Up messages on behalf of DS-TT.
NOTE 15:	The IEEE Std 802.1AS [104] data sets apply if the IEEE 802.1AS PTP profile is used; otherwise, the IEEE Std 1588 [126] data sets apply.
NOTE 16:	Specifies the default data set for each PTP instance identified by PTP instance ID within the user plane node.
NOTE 17:	PTP Instance ID uniquely identifies a PTP instance within the user plane node.



Exchange of port and user plane node management information between TSN AF or TSCTSF and NW-TT or between TSN AF or TSCTSF and DS-TT allows TSN AF or TSCTSF to:
1)	retrieve port management information for a DS-TT or NW-TT port or user plane node management information;
2)	send port management information for a DS-TT or NW-TT port or user plane node management information;
3)	subscribe to and receive notifications if specific port management information for a DS-TT or NW-TT port changes or user plane node management information changes.
4)	delete selected entries in the following data structures:
-	"DS-TT port neighbour discovery configuration for DS-TT port" in UMIC using the DS-TT port number to reference the selected entry.
-	"Stream Filter Instance Table" in PMIC using the Stream Filter Instance ID to reference the selected entry.
-	"Stream Gate Instance Table" in PMIC using the Stream Gate Instance ID to reference the selected entry.
-	"Static Filtering Entries table" in UMIC using the (MAC address, VLAN ID) pair to reference the selected entry.
5)	delete PTP Instances in a DS-TT port or NW-TT port using the PTP Instance ID to reference the selected entry as described in clause K.2.2.1.
Exchange of port management information between TSN AF or TSCTSF and NW-TT or DS-TT is initiated by DS-TT or NW-TT to:
-	notify TSN AF or TSCTSF if port management information has changed that TSN AF or TSCTSF has subscribed for.
Exchange of user plane node management information between TSN AF or TSCTSF and NW-TT is initiated by NW-TT to:
-	notify TSN AF or TSCTSF if user plane node management information has changed that TSN AF or TSCTSF has subscribed for.
Exchange of port management information is initiated by DS-TT to:
-	provide port management capabilities, i.e. provide information indicating which standardized and deployment-specific port management information is supported by DS-TT.
TSN AF or TSCTSF indicates inside the Port Management Information Container or user plane node Management Information Container whether it wants to retrieve or send port or user plane node management information or intends to (un-)subscribe for notifications.


Next CHANGE

[bookmark: _Toc122440782]6.2.5.0	NEF functionality
The Network Exposure Function (NEF) supports the following independent functionality:
-	Exposure of capabilities and events:
	NF capabilities and events may be securely exposed by NEF for e.g. 3rd party, Application Functions, Edge Computing as described in clause 5.13.
	NEF stores/retrieves information as structured data using a standardized interface (Nudr) to the Unified Data Repository (UDR).
-	Secure provision of information from external application to 3GPP network:
	It provides a means for the Application Functions to securely provide information to 3GPP network, e.g. Expected UE Behaviour, 5G-VN group information, time synchronization service information and status report, and service specific information. In that case the NEF may authenticate and authorize and assist in throttling the Application Functions.
-	Translation of internal-external information:
	It translates between information exchanged with the AF and information exchanged with the internal network function. For example, it translates between an AF-Service-Identifier and internal 5G Core information such as DNN, S-NSSAI, as described in clause 5.6.7.
	In particular, NEF handles masking of network and user sensitive information to external AF's according to the network policy.
-	Redirecting the AF to a more suitable NEF/L-NEF e.g. when serving an AF request for local information exposure and detecting there is a more appropriate NEF instance to serve the AF's request.
-	The Network Exposure Function receives information from other network functions (based on exposed capabilities of other network functions). NEF stores the received information as structured data using a standardized interface to a Unified Data Repository (UDR). The stored information can be accessed and "re-exposed" by the NEF to other network functions and Application Functions, and used for other purposes such as analytics.
-	A NEF may also support a PFD Function: The PFD Function in the NEF may store and retrieve PFD(s) in the UDR and shall provide PFD(s) to the SMF on the request of SMF (pull mode) or on the request of PFD management from NEF (push mode), as described in TS 23.503 [45].
-	A NEF may also support a 5G-VN Group Management Function: The 5G-VN Group Management Function in the NEF may store the 5G-VN group information in the UDR via UDM as described in TS 23.502 [3].
-	Exposure of analytics:
	NWDAF analytics may be securely exposed by NEF for external party, as specified in TS 23.288 [86].
-	Retrieval of data from external party by NWDAF:
	Data provided by the external party may be collected by NWDAF via NEF for analytics generation purpose. NEF handles and forwards requests and notifications between NWDAF and AF, as specified in TS 23.288 [86].
-	Support of Non-IP Data Delivery:
	NEF provides a means for management of NIDD configuration and delivery of MO/MT unstructured data by exposing the NIDD APIs as described in TS 23.502 [3] on the N33/Nnef reference point. See clause 5.31.5.
-	Charging data collection and support of charging interfaces.
-	Support of UAS NF functionality:
	Details are defined in TS 23.256 [136].
-	Support of EAS deployment functionality:
	Details are defined in TS 23.548 [130].
-	Support of SBI-based MO SM transmit for MSISDN-less MO SMS:
	Details are defined in TS 23.540 [142].
A specific NEF instance may support one or more of the functionalities described above and consequently an individual NEF may support a subset of the APIs specified for capability exposure.
NOTE:	The NEF can access the UDR located in the same PLMN as the NEF.
The services provided by the NEF are specified in clause 7.2.8.
For external exposure of services related to specific UE(s), the NEF resides in the HPLMN. Depending on operator agreements, the NEF in the HPLMN may have interface(s) with NF(s) in the VPLMN.
When a UE is capable of switching between EPC and 5GC, an SCEF+NEF is used for service exposure. See clause 5.17.5 for a description of the SCEF+NEF.


Next CHANGE

[bookmark: _Toc122440816]6.2.29	TSCTSF
The Time Sensitive Communication and Time Synchronization Function (TSCTSF) supports the following functionality:
-	Associating the time synchronization service request (see clause 5.27.1.8) from the NF consumer to the AF sessions with the PCF (the session between the PCF and TSCTSF).
-	Controlling time synchronization service request from the NF consumer, (g)PTP-based time distribution and ASTI-based time distribution based on subscription data. The TSCTSF may be pre-configured with one or several PTP instance configurations. For each PTP instance configuration, it may contain:
-	a reference to the PTP instance configuration.
-	PTP profile.
-	PTP domain.
-	Managing the DS-TT and NW-TT via exchange of PMIC and UMIC as described in Annex K.
-	Detecting availability of 5GS Bridge information (including user plane node ID that applies also for IP type PDU Sessions) as reported by PCF for both Ethernet and IP type PDU Sessions (including the need to (un)subscribe 5GS Bridge information Notification from PCF).
-	Creating the TSC Assistance Container based on individual traffic pattern parameters from the NEF/AF and providing it to the PCF.
-	Determining the Requested PDB by subtracting the UE-DS-TT Residence Time from the Requested 5GS Delay provided by the NEF/AF and providing the determined Requested PDB to the PCF.
-	Discovering the AMFs serving the list of TA(s) that comprise the spatial validity condition from the NRF and subscribing to the discovered AMF(s) to receive notifications about presence of the UE in an Area of Interest events determined by the list of TA(s) served by the AMF.
-	Determining the spatial validity condition from the requested coverage area by the NEF/AF and enforcing time synchronization service for the requested coverage area.
-	Determining the time synchronization status according to the UPF and RAN reporting, and notifying AF the time synchronization status and impacted UE.

END OF CHANGES



