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* * * Start of Change * * * *
[bookmark: _Toc122419359]7.1	General
Table 7.1-1 illustrates the NWDAF Services.
Table 7.1-1: NF services provided by NWDAF
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Nnwdaf_AnalyticsSubscription
	Subscribe
	Subscribe / Notify
	PCF, NSSF, AMF, SMF, NEF, AF, OAM, CEF, NWDAF, DCCF

	
	Unsubscribe
	
	PCF, NSSF, AMF, SMF, NEF, AF, OAM, CEF, NWDAF, DCCF

	
	Notify
	
	PCF, NSSF, AMF, SMF, NEF, AF, OAM, CEF, NWDAF, DCCF, MFAF

	
	Transfer
	Request / Response
	NWDAF

	Nnwdaf_AnalyticsInfo
	Request
	Request / Response
	PCF, NSSF, AMF, SMF, NEF, AF, OAM, CEF, NWDAF, DCCF

	
	ContextTransfer
	Request / Response
	NWDAF

	Nnwdaf_DataManagement
	Subscribe
	Subscribe / Notify
	NWDAF, DCCF

	
	Notify
	
	NWDAF, DCCF, MFAF, ADRF

	
	Fetch
	Request / Response
	NWDAF, DCCF, MFAF, ADRF

	Nnwdaf_MLModelProvision
	Subscribe
	Subscribe / Notify
	NWDAF

	
	Unsubscribe
	
	NWDAF

	
	Notify
	
	NWDAF

	Nnwdaf_MLModelInfo
	Request
	Request / Response
	NWDAF

	Nnwdaf_AnalyticsAccuracy
	Subscribe
	Subscribe / Notify
	PCF, NSSF, AMF, SMF, NEF, AF, OAM, CEF, NWDAF

	
	Unsubscribe
	
	PCF, NSSF, AMF, SMF, NEF, AF, OAM, CEF, NWDAF

	
	Notify
	
	PCF, NSSF, AMF, SMF, NEF, AF, OAM, CEF, NWDAF

	NOTE 1:	How OAM consumes Nnwdaf services and which Analytics information is relevant is defined in TS 28.550 [7] Annex H and out of the scope of this TS.
NOTE 2:	How CEF consumes Nnwdaf services and which Analytics information is relevant is defined in TS 28.201 [21] and out of the scope of this TS.
NOTE 3:	The Nnwdaf_MLModelProvision service and the Nnwdaf_MLModelInfo service are provided by an NWDAF containing MTLF and consumed by an NWDAF containing AnLF.



* * * Next Change * * * *
7.X	Nnwdaf_AnalyticsAccuracy service
[bookmark: _Toc122419377]7.X.1	General
Service Description: This service enables the consumer (which can be analytics consumer NF, NWDAF containing MTLF, or NWDAF containing AnLF) to receive information about the accuracy of analytics generated by a NWDAF containing AnLF or a NWDAF containing MTLF with accuracy checking capability.
[bookmark: _Toc122419378]7.X.2	Nnwdaf_AnalyticsAccuracy_Subscribe service operation
Service operation name: Nnwdaf_AnalyticsAccuracy_Subscribe.
Description: Subscribes to notifications on the accuracy of analytics generated using a trained ML model by the NWDAF.
When the subscription is accepted by the NWDAF with accuracy checking capability, the consumer NF receives from the NWDAF with accuracy checking capability an identifier (Subscription Correlation ID) allowing to further manage (modify, delete) this subscription. The modification of analytics accuracy subscription can be enforced by NWDAF based on operator policy and configuration.
Inputs, Required: (set of) Analytics ID(s) defined in Table 7.1-2, Notification Target Address (+ Notification Correlation ID).
Inputs, Optional: Subscription Correlation ID (in the case of modification of the analytics accuracy subscription), ML model identifier, Reporting Thresholds.
Outputs Required: When the subscription is accepted: Subscription Correlation ID (required for management of this subscription). When the subscription is not accepted: An error response.
Outputs, Optional: None.
[bookmark: _Toc122419379]7.X.3	Nnwdaf_AnalyticsAccuracy_Unsubscribe service operation
Service operation name: Nnwdaf_AnalyticsAccuracy_Unsubscribe.
Description: unsubscribe to notifications on the accuracy of analytics from the NWDAF.
Inputs, Required: Subscription Correlation ID.
Inputs, Optional: None.
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.
[bookmark: _Toc122419380]7.X.4	Nnwdaf_AnalyticsAccuracy_Notify service operation
Service operation name: Nnwdaf_AnalyticsAccuracy_Notify.
Description: NWDAF notifies the accuracy of analytics generated using a trained ML model to the consumer instance which has subscribed to the specific NWDAF service.
Inputs, Required: Notification Correlation Information, Set of:
-	the tuple (Analytics ID, the accuracy of analytics), when the consumer is analytics consumer NF or multiple ML models is not supported; or
-	the tuple (Analytics ID, one or more tuples of (ML Model identifier, accuracy level of analytics generated using the ML model, analytics deviation, data set for the detected deviation).
Inputs, Optional: Validity period, Spatial validity.
Outputs, Required: Operation execution result indication.
Outputs, Optional: None.

* * * End of Changes * * * *

