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[bookmark: _Toc517048051][bookmark: _Toc45003327][bookmark: _Toc83206728][bookmark: _Toc19171939][bookmark: _Toc27844230][bookmark: _Toc36134388][bookmark: _Toc45176071][bookmark: _Toc51762101][bookmark: _Toc51762586][bookmark: _Toc51763069][bookmark: _Toc75348567]* * * * 1st Change * * * *
[bookmark: _Toc66701854][bookmark: _Toc69883520][bookmark: _Toc73625532][bookmark: _Toc122420888][bookmark: _Toc122420912][bookmark: _Toc122420882]5.8.1.3	Source Layer-2 ID
[bookmark: _Toc66692676]Source Layer-2 ID is defined in clause 5.6.1 of TS 23.287 [2].
The UE self-selects a Source Layer-2 ID for 5G ProSe Direct Discovery and Group member discovery.
NOTE:	The UE implementation needs to ensure that when the UE self-selects Source Layer-2 IDs, the self-selected Source Layer-2 IDs are different between 5G ProSe Direct Discovery (including 5G ProSe UE-to-Network Relay Discovery and 5G ProSe UE-to-UE Relay Discovery) in clause 6.3.2 and 5G ProSe Direct Communication (including 5G ProSe UE-to-Network Relay Communication and 5G ProSe UE-to-UE Relay Communication) in clause 6.4, 6.5 and 6.7, and are different from any other provisioned Destination Layer-2 IDs as described in clause 5.1 and any other self-selected Source Layer-2 IDs used in a simultaneous 5G ProSe Direct Discovery (including 5G ProSe UE-to-Network Relay Discovery and 5G ProSe UE-to-UE Relay Discovery) with a different discovery model.
* * * * 2nd Change * * * *
5.8.4.1	General
The 5G ProSe UE-to-UE Relay Ddiscovery message contains two sets of identifiers, a Ddirect Ddiscovery set and a UE-to-UE Relay Ddiscovery set.
-	The Ddirect Ddiscovery set of identifiers are part of the contents of the 5G ProSe Direct Discovery message as defined in clause 5.8.1.
-	The UE-to-UE Relay Ddiscovery set of identifiers contain information to support the discovery of the 5G ProSe UE-to-UE Relay and extensions of the Ddirect Ddiscovery.
5G ProSe UE-to-UE Relay shall modify the UE-to-UE Relay Ddiscovery set of identifiers, and forward the Ddirect Ddiscovery set and the UE-to-UE Relay Ddiscovery set of identifiers during the discovery procedures.
* * * * 3rd Change * * * *
[bookmark: _Toc69883536][bookmark: _Toc73625551][bookmark: _Toc122420908]5.8.4.2	Common identifiers for 5G ProSe UE-to-UE Relay Discovery
The following parameters are used for the 5G ProSe UE-to-UE Relay Discovery Announcement message (Model A), where Source Layer-2 ID and Destination Layer-2 ID are used for sending and receiving the message, and User Info ID and Relay Service Code are contained in the message:
-	Source Layer-2 ID: the 5G ProSe UE-to-UE Relay self-selects a Source Layer-2 ID for 5G ProSe UE-to-UE Relay Discovery Announcement message.
-	Destination Layer-2 ID: the Destination Layer-2 ID for 5G ProSe UE-to-UE Relay Discovery Announcement message is selected based on the configuration as described in clause 5.1.5.1.
-	User Info ID of 5G ProSe UE-to-UE Relay: provides information about the 5G ProSe UE-to-UE Relay.
-	list of User Info ID of 5G ProSe End UE: provides information about the 5G ProSe End UE.
-	Relay Service Code: information to indicate the connectivity service the 5G ProSe UE-to-UE Relay provides to 5G ProSe End UEs.
The following parameters are used for the 5G ProSe UE-to-UE Relay Discovery Solicitation message (Model B) between discoverer 5G ProSe End UE and 5G ProSe UE-to-UE Relay, where Source Layer-2 ID and Destination Layer-2 ID are used for sending and receiving the message, and User Info ID and Relay Service Code are contained in the message:
-	Source Layer-2 ID: the discoverer 5G ProSe End UE self-selects a Source Layer-2 ID for 5G ProSe UE-to-UE Relay Discovery Solicitation message.
-	Destination Layer-2 ID: the Destination Layer-2 ID for 5G ProSe UE-to-UE Relay Discovery Solicitation message is selected based on the configuration as described in clause 5.1.5.1.
-	User Info ID of discoverer 5G ProSe End UE: provides information about the discoverer 5G ProSe End UE.
-	User Info ID of discoveree 5G ProSe End UE: provides information about the discoveree 5G ProSe End UE.
-	Relay Service Code: information about connectivity service that the discoverer 5G ProSe End UE is interested in.
The following parameters are used in the 5G ProSe UE-to-UE Relay Discovery Response message (Model B) between discoverer 5G ProSe End UE and 5G ProSe UE-to-UE Relay, where Source Layer-2 ID and Destination Layer-2 ID are used for sending and receiving the message, and User Info ID and Relay Service Code are contained in the message:
-	Source Layer-2 ID: the 5G ProSe UE-to-UE Relay self-selects a Source Layer-2 ID for 5G ProSe UE-to-UE Relay Discovery Response message.
-	Destination Layer-2 ID: set to the Source Layer-2 ID of the received 5G ProSe UE-to-UE Relay Discovery Solicitation message.
-	User Info ID of discoveree 5G ProSe End UE: provides information about the discoveree 5G ProSe End UE.
-	User Info ID of 5G ProSe UE-to-UE Relay: provides information about the 5G ProSe UE-to-UE Relay.
-	Relay Service Code: identifies the connectivity service the 5G ProSe UE-to-UE Relay provides to 5G ProSe End UEs that matches the Relay Service Code from the corresponding Discovery Solicitation message.
The following parameters are used for the 5G ProSe UE-to-UE Relay Discovery Solicitation message (Model B) between 5G ProSe UE-to-UE Relay and discoveree 5G ProSe End UE, where Source Layer-2 ID and Destination Layer-2 ID are used for sending and receiving the message, and User Info ID and Relay Service Code are contained in the message:
-	Source Layer-2 ID: the 5G ProSe UE-to-UE Relay self-selects a Source Layer-2 ID for 5G ProSe UE-to-UE Relay Discovery Solicitation message.
-	Destination Layer-2 ID: the Destination Layer-2 ID for 5G ProSe UE-to-UE Relay Discovery Solicitation message is selected based on the configuration as described in clause 5.1.5.1.
-	User Info ID of discoverer 5G ProSe End UE: provides information about the discoverer 5G ProSe End UE.
-	User Info ID of discoveree 5G ProSe End UE: provides information about the discoveree 5G ProSe End UE.
-	User Info ID of 5G ProSe UE-to-UE Relay: provides information about the 5G ProSe UE-to-UE Relay.
-	Relay Service Code: identifies the connectivity service the 5G ProSe UE-to-UE Relay provides to 5G ProSe End UEs.
The following parameters are used in the 5G ProSe UE-to-UE Relay Discovery Response message (Model B) between 5G ProSe UE-to-UE Relay and discoveree 5G ProSe End UE, where Source Layer-2 ID and Destination Layer-2 ID are used for sending and receiving the message, and User Info ID and Relay Service Code are contained in the message:
-	Source Layer-2 ID: the discoveree 5G ProSe End UE self-selects a Source Layer-2 ID for 5G ProSe UE-to-UE Relay Discovery Response message.
-	Destination Layer-2 ID: set to the Source Layer-2 ID of the received 5G ProSe UE-to-UE Relay Discovery Solicitation message.
-	User Info ID of discoveree 5G ProSe End UE: provides information about the discoveree 5G ProSe End UE.
-	User Info ID of discoverer 5G ProSe End UE: provides information about the discoverer 5G ProSe End UE.
-	Relay Service Code: identifies the connectivity service the 5G ProSe UE-to-UE Relay provides to 5G ProSe End UEs that matches the Relay Service Code from the corresponding Discovery Solicitation message.
NOTE:	The UE implementation needs to ensure that when the UE self-selects Source Layer-2 IDs, the self-selected Source Layer-2 IDs are different between 5G ProSe Direct Discovery (including 5G ProSe UE-to-Network Relay Discovery and 5G ProSe UE-to-UE Relay Discovery) in clause 6.3.2 and 5G ProSe Direct Communication (including 5G ProSe UE-to-Network Relay Communication and 5G ProSe UE-to-UE Relay Communication) in clause 6.4, 6.5 and 6.7, and are different from any other provisioned Destination Layer-2 IDs as described in clause 5.1 and any other self-selected Source Layer-2 IDs used in a simultaneous 5G ProSe Direct Discovery (including 5G ProSe UE-to-Network Relay Discovery and 5G ProSe UE-to-UE Relay Discovery) with a different discovery model.
* * * * End of Changes * * * *

