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[bookmark: _Toc114664950][bookmark: _Toc51768986][bookmark: _Toc47342288][bookmark: _Toc45183446][bookmark: _Toc36187542][bookmark: _Toc27846418][bookmark: _Toc114665619][bookmark: _Toc114671133][bookmark: _Toc51836844][bookmark: _Toc47594213][bookmark: _Toc45194801][bookmark: _Toc37076355][bookmark: _Toc36192624][bookmark: _Toc27896456][bookmark: _Toc19197303]**** FIRST CHANGE ****
[bookmark: _Hlk131415187][bookmark: _Toc131158876]4.3.5	UDM
In addition to the functions defined in TS 23.501 [4], the UDM performs the following functions:
-	Subscription management for 5G ProSe Direct Discovery and Communication.
-	Subscription management for 5G ProSe UE-to-Network Relay Discovery and Communication.
-	Subscription management for multi-path transmission via direct Uu path and via 5G ProSe Layer 2 UE-to-Network Relay as a 5G ProSe Layer-2 Remote UE.
Editor's note:	It is FFS whether subscription management is needed for Layer-3 Remote UE's multi path transmission via direct Uu path and Layer 3 UE-to-Network Relay.
-	Subscription management for 5G ProSe UE-to-UE Relay Discovery and Communication.

**** NEXT CHANGE ****
[bookmark: _Toc131158951]5.7	Subscription to 5G ProSe
The subscription information in the UDM contains information to give the user permission to use 5G ProSe.
At any time, the operator can amend or remove the ProSe UE subscription rights from subscription information in the UDM, or to revoke the user's permission to use 5G ProSe.
The following subscription information is defined for 5G ProSe:
-	subscription for open 5G ProSe Direct Discovery for NR PC5:
-	open 5G ProSe Direct Discovery Model A.
-	subscription for restricted 5G ProSe Direct Discovery for NR PC5:
-	restricted 5G ProSe Direct Discovery Model A;
-	restricted 5G ProSe Direct Discovery Model A with application-controlled extension;
-	restricted 5G ProSe Direct Discovery Model A with "on demand" announcing;
-	restricted 5G ProSe Direct Discovery Model B.
-	subscription for Broadcast, Groupcast and Unicast mode 5G ProSe Direct Communication for NR PC5.
-	subscription for 5G ProSe UE acting as 5G ProSe Layer-2 UE-to-Network Relay.
-	subscription for 5G ProSe UE acting as 5G ProSe Layer-3 UE-to-Network Relay.
-	subscription for 5G ProSe Layer-2 Remote UE access via 5G ProSe Layer-2 UE-to-Network Relay.
-	subscription for 5G ProSe Layer-3 Remote UE access via 5G ProSe Layer-3 UE-to-Network Relay.
-	subscription for multi-path transmission via direct Uu path and via 5G ProSe Layer 2 UE-to-Network Relay as a 5G ProSe Layer-2 Remote UE.
Editor's note:	It is FFS whether subscription is needed for Layer-3 Remote UE's multi path transmission via direct Uu path and Layer 3 UE-to-Network Relay.
-	UE-PC5-AMBR for NR PC5.
-	PC5 QoS parameters as defined in clause 5.6.1 used by NG-RAN.
-	the list of the PLMNs authorized for 5G ProSe services, including:
-	the list of the PLMNs where the UE is authorised for open 5G Direct Discovery Model A, i.e. to announce or monitor or both.
-	the list of the PLMNs where the UE is authorised for restricted 5G ProSe Direct Discovery Model A, i.e. to announce or monitor or both.
-	the list of the PLMNs where the UE is authorised for restricted 5G ProSe Direct Discovery Model B, i.e. to perform Discoverer operation or Discoveree operation or both.
-	the list of the PLMNs where the UE is authorised to perform Broadcast, Groupcast and Unicast mode 5G ProSe Direct Communication for NR PC5.
-	the list of the PLMNs where the UE is authorised to act as a 5G ProSe Layer-2 UE-to-Network Relay.
-	the list of the PLMNs where the UE is authorised to act as a 5G ProSe Layer-3 UE-to-Network Relay.
-	the list of the PLMNs where the UE is authorised to act as a 5G ProSe Layer-2 Remote UE.

**** END OF CHANGES ****
