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	Reason for change:
	Following ENs were capatured in SA2 #155:

Editor's note:
How and wether to handle the case where PINs share a PDU session and local switching is FFS. 

Editor's note:
One PIN served by more than one PDU sessions in PEGC is FFS.
This CR clarifies the mapping between PIN and corresponding PDU sessions.

More details of the analysis is available in the DP S2-2304643.

	
	

	Summary of change:
	Clarify that in the PEGC one PDU session can be shared by multiple PINs, and one PIN can be routed to only one PDU session.

	
	

	Consequences if not approved:
	It’s not clear how to route the PIN traffic.
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>>>>BEGINNING OF CHANGES<<<<
5.44.3
Session management enhancement for PIN service support

5.44.3.1
PDU Session Establishment for PIN

When a PDU Session associated with a PIN is established by UE with PEGC, an SMF is selected according to clause 4.3.2.2.3 of TS 23.502 [3]. The UE with PEGC may use IP address allocation methods as specified in clause 5.8.2.2 (e.g. IPv6 Prefix Delegation feature).

One PEGC may serve more than one PIN. The PEGC shall have only one PDU Session associated with a PIN, if the PIN traffic is via PEGC/5GC. One PDU Session may be shared by more than one PIN served by the PEGC.
NOTE 1:
Each PIN is associated with a combination of S-NSSAI and DNN.


Editor's note:
The handling of the PEMC in 5GC in relation with PIN is FFS.
>>>>END OF CHANGES<<<<

