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	Reason for change:
	Regarding the following statements on NWDAF assisting LCS, there are two ambiguous points need to be clarified:

“NWDAF may request an aggregated UE location report from LMF (via GMLC) to include multiple UE location results or location results of multiple UEs. NWDAF may also provide a reporting time to indicate the latest time for the reporting.”

1. The current wording only mentions the LMF can aggregate multiple UE location results. Whether the aggregation operation can aggregate the location result of multiple UEs is not clear.

2. Note the NWDAF consumers can provide the parameter “time when analytics information is needed” in the eNA specification TS 23.288, how to understand the reporting time and above parameter is not clear.


	
	

	Summary of change:
	1. LMF can aggregate multiple location results of multiple UEs.
2. Add a note to clarify the reporting time is earlier than the parameter ‘time when analytics information is needed’ in eNA.


	
	

	Consequences if not approved:
	The above two ambiguous points are not been addressed.
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NWDAF may provide analytics for Location Accuracy as specified in TS 23.288 [37].
When LMF receives analytics for Location Accuracy from the NWDAF, as a service consumer, it may use the analytics in determination of positioning methods.
NWDAF may request an aggregated UE location report from LMF (via GMLC) to include multiple UE location results or location results of multiple UEs. NWDAF may also provide a reporting time to indicate the latest time for the reporting.
NOTE 1:	The value of the reporting time is left for NWDAF implementation. The reporting time is earlier than the parameter ‘time when analytics information is needed’ (if applicable) defined in TS 23.288 [37].
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