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**** First Change ****
[bookmark: _Toc131154782]AC.7.4	NF service registration and discovery
If the NRF is used for NF registration and discovery, the DCSF and the DCMF shall register their services at the NRF before providing services to consumers, and existing NRF based mechanism needs to be extended with DC specific profiles. according to clauses 4.17.2 and 4.17.3 of TS 23.502 [94].
[bookmark: _Toc131154783]AC.7.4.1	DCSF Registration and Discovery
The DCSF profile includes NF type=DCSF and may include IMPU ranges for calling identities or called identities of users it serves.
The DCSF can update and deregister in the NRF after registration and the procedures are specified in clauses 4.17.2 and 4.17.3 of TS 23.502 [94].
[bookmark: _Toc131154784]AC.7.4.2	DCMF Registration and Discovery
The DCMF profile includes NF type=DCMF and may include information to select a local DCMF to minimize transmission delays in the media path, this may include IP address range of the P-CSCFs close to it or its location information., with which IMS AS can select the proper DCMF based on P-CSCF address or location information in received P-Access-Network-Info header field.
The DCMF can update and deregister in the NRF after registration and the procedures are specified in clauses 4.17.2 and 4.17.3 of TS 23.502 [3].
[bookmark: _Toc113279325]	 	**** End of Changes ****
