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	Reason for change:
	For the deployment where the PCF for the UE and the PCF for the Session is different, the PCF for the UE should be able to subscribe the UE reporting of URSP rule enforcement to the PCF for the Session so that the PCF for the UE may remedy the inconsistency between the established Session and URSP rule. 
For example, the slice replacement for an established session is need when the EPC-IWK UE handover to the 5GC where the associated S-NSSAI of PGW-C/SMF is not consistent with the URSP rule.
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	It is proposed to add the description how the PCF for the UE subscribes the PCF for the Session.
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For a UE indicating capability of support to report URSP rule enforcement to network, the PCF may indicate the UE to send reporting of URSP rule enforcement.
If the PCF indicates to the UE to send reporting of URSP rule enforcement, and if a UE URSP rule includes Connection Capabilities in the TD (see clause 6.6.2.1):
-	when a UE associates a newly detected application to a new PDU Session based on URSP evaluation result (see clause 6.6.2.3), the UE shall include in the PDU Session Establishment Request (see clause 4.3.2.2.1 of TS 23.502 [3]) the Connection Capabilities contained in the Traffic descriptor of the associated URSP rule.
-	when a UE associates a newly detected application to an existing PDU Session based on URSP evaluation result (see clause 6.6.2.3), the UE shall send a PDU Session Modification Request (see clause 4.3.3.2 of TS 23.502 [3]) including the Connection Capabilities contained in the Traffic descriptor of the associated URSP rule.
If the UE enforces several URSP rules for multiple applications, and these multiple applications' traffic are all associated to this PDU session, in order reduce the number of uplink NAS messages, the UE may include more than one URSP rule enforcement report in one PDU Session Modification Request to 5GC (see clause 4.3.3.2 of TS 23.502 [3]).
NOTE:	A rule with the "match-all" traffic descriptor cannot contain Connection Capabilities in the Traffic descriptor. The format and values of the Traffic descriptor component type identifier are defined in clause 5.2 of TS 24.526 [19].
The PCF receives reporting from URSP rule enforcement for a given UE via Policy Control Request Triggers (see clause 6.1.3.5).
Policy control decisions based on awareness of URSP rule enforcement are described in clause 6.1.6.
If the PCF for the UE is different from the PCF for the Session, the PCF for the UE may subscribe the UE reporting of URSP rule enforcement to the PCF for the Session via Npcf_PolicyAuthorization_Subscribe. 
If the UE reporting of URSP rule enforcement is subscribed, the PCF for the Session updates the SM Policy Association with the SMF to sends the PCRT for the UE reporting of URSP rule enforcement.
When the PCF for the Session receives the report of URSP rule enforcement, the PCF for the Session sends the report of URSP rule enforcement to the PCF for the UE.
For LBO roaming session case, the H-PCF for the UE sends the PCRT for the UE reporting of URSP rule enforcement to the V-PCF for the UE during the UE Policy Association Establishment or Modification.
The PCF for the UE may check whether the value of URSP rule enforcement and its PDU Session parameters (e.g. DNN/S-NSSAI) is compliant to the URSP rule of the UE. If the PCF for the UE found an inconsistency, the PCF for the UE may perform approprieate actions (e.g. initiating slice replacement procedure).
Editor’s Note: It is FFS whether the URSP enforcement can be supported in EPC for the UE supporting EPC-IWK.
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