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* * * * 1st change * * * *
[bookmark: _Toc131517065]5.44.3.1	PDU Session Establishment for PIN
When a PDU Session associated with a PIN is established by UE with PEGC, an SMF is selected according to clause 4.3.2.2.3 of TS 23.502 [3]. The UE with PEGC may use IP address allocation methods as specified in clause 5.8.2.2 (e.g. IPv6 Prefix Delegation feature).
[bookmark: OLE_LINK2]One PEGC may serve more than one PIN.s and in this case tThe PEGC shall may use a single or multiple PDU sessions to route the PIN traffic (i.e. traffic between PINE associated with the PIN and the Data Network) via PEGC and 5GC when supporting multiple PINs. have at least one PDU Session for each PIN if the PIN traffic is via PEGC/5GC. One PIN may be served by more than one PDU sessions in the PEGC.One PDU Session may be shared by more than one PIN served by the PEGC if differentiation or isolation for the traffics to/from different PINs via PEGC is not required in 5GS. Otherwise, different DNNs and S-NSSAIs shall be applied to distinguish the PINs by different PDU sessions of the PEGC.


Editor's note:	How and whether to handle the case where PINs share a PDU session and local switching is FFS.
Editor's note:	One PIN served by more than one PDU sessions in PEGC is FFS.
Editor's note:	The handling of the PEMC in 5GC in relation with PIN is FFS.
[bookmark: _Toc131517066]5.44.3.2	Session management related policy control	Comment by vivo-Zhenhua: Move to S2-2304996
For PIN traffic via PEGC/5GC with PDU session, the 5GC supports the policy control. The policy control is based on session management procedures as specified in TS 23.502 [3] and TS 23.503 [45].
A PEGC or an AF may provide QoS flow parameters to 5GC. An AF supports PIN service may also influence traffic routing for PDU sessions for PIN traffic. The PIN traffic can be categorised into following types:
-	Between two PINEs, which is via 5G core network when the two PINEs connect to different PEGCs.
-	Between PINE and PEMC via a PEGC and 5G core network.
-	Between PINE and DN via a PEGC and 5G core network.
-	Between PEGC and DN via 5G core network.
Editor's note:	The handling of PIN deletion/deactivation/activation is FFS.

* * * * End of change * * * *

