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	Reason for change:
	The following conclusion of KI#4 was in TR 23.700-08 for “from where and how UE obtains the information for accessing localized service” serves as the baseline to introduce this concepts a new clause in TS 23.501:

The information for localized service can be obtained by UE at the application layer from the home network or the localized service provider via means that are outside of 3GPP scope.
The hosting network selection information is provisioned as below:
1.	The information for hosting network, selection and access can be preconfigured in the UE or dynamically provisioned by home network (via the VPLMN when roaming) using existing mechanisms.
2.	In the case of SNPN as hosting network, the dynamic provisioning of prioritized list of hosting network information can be done via SoR:
NOTE:	How SOR-AF and/or UDM acquires hosting network information is outside the scope for 3GPP.
i.	The home network UDM may determine to update UE with prioritized list of hosting network information using SoR procedure. Following triggers may apply:
-	UE location as part of Registration procedure.
-	UE subscription data change, e.g. via external parameter provisioning.
3.	In the case of PNI-NPN as hosting network, the dynamic provisioning of allowed CAG ID list reuses existing procedure in clause 5.30.3.3 of TS 23.501 [3].
SNPN providing access to localized services (or localized service operator) and HPLMN or subscribed SNPN can exchange information based on service agreements between the SNPN and the HPLMN or subscribed SNPN to enable HPLMN or subscribed SNPN acting as Credentials Holder to generate and provision UEs with SNPN selection information.

Existing OAM based mechanisms can be used by HPLMN or subscribed SNPN operator to configure the operator backend systems with this information that can be used by the HPLMN or subscribed SNPN acting as Credentials Holder to determine SNPN selection information that can be provisioned to UEs using Steering of Roaming procedure.

	
	

	Summary of change:
	New sub-clause is added in Informative Annex N, clarifying that OAM based mechanism is used to exchange information between the SNPN providing localised services and the HPLMN or the subscribed SNPN, to enable the HPLMN or the subscribed SNPN to provision (SoR update) the UE with appropriate information for SNPN selection.
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Support for access to localized services
N.x	Configuration of Credentials Holder for determining SNPN selection information
The SNPN providing access to localized services can use OAM based mechanisms to exchange configuration information with the HPLMN or the subscribed SNPN, based on service agreement between the SNPN providing localized services and the HPLMN or the subscribed SNPN, to enable the HPLMN or the subscribed SNPN acting as Credentials Holder to generate and provision UEs with SNPN selection information for discovery and selection of SNPNs providing localised services. The UEs to provision are provided either by the SNPN providing access to localized services or the Localized Service Provider using OAM based mechanisms.
The HPLMN or the subscribed SNPN operator then may use the information received from the SNPN providing localised services to create or update Credentials Holder controlled prioritized lists of preferred SNPNs/GINs for accessing Localized Services and provision the UEs using the Steering of Roaming procedure as defined in TS 23.122 [17].
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