Error! No text of specified style in document.
3
Error! No text of specified style in document.

[bookmark: _Toc83210964]3GPP TSG-SA WG2 Meeting #156	S2-2304407
Elbonia, March 17 - 21, 2023	(revision of S2-230xxxx)
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	23.501
	CR
	4302
	rev
	
	Current version:
	18.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Provisioning Satellite Coverage Availability to the AMF

	
	

	Source to WG:
	Nokia, Nokia Shanghai Bell, Ericsson

	Source to TSG:
	SA2 

	
	

	Work item code:
	 5GSAT_Ph2
	
	Date:
	2023-04-06

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
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	Summary of change:
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[bookmark: _Toc58920663][bookmark: _Toc114570852]**** First Change ****
[bookmark: _Toc131516429]5.4.13.3	Coverage availability information provisioning to the AMF
The AMF may use satellite coverage availability information to support satellite access by UEs with discontinuous coverage operation. Satellite coverage availability information may be provisioned to the AMF by O&M or by AF.
NOTE:	In this release of the specification there is no support for provisioning of satellite coverage availability information from an AF.
The satellite coverage availability information provisioned to the AMF describes when and where satellite coverage is expected to be available in an area and contains a list of TAIs with associated time indicating when there is coverage for each TA. The satellite coverage availability information is not UE specific and can be applied by the AMF for any UE in the affected area.
Editor's note:	It needs to be determined whether both sources (i.e. O&M and AF) of satellite coverage availability information will be supported or just one of them.
Editor's note:	Whether NEF exposure procedure can be re-used for provisioning satellite coverage availability information from the AF is FFS.
**** End of Changes ****
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