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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc131516329][bookmark: _Toc20149683][bookmark: _Toc27846474][bookmark: _Toc36187598][bookmark: _Toc45183502][bookmark: _Toc47342344][bookmark: _Toc51769042][bookmark: _Toc122440120]4.4.6.1	User plane architecture to support 5G LAN-type service
The general User Plane architectures described in clause 4.2.3 and clause 4.2.4 apply to 5G LAN-type services, with the additional options described in this clause.
Figure 4.4.6.1-1 depicts the non-roaming user plane architecture to support 5G LAN-type service using local switch.
[image: ]
Figure 4.4.6.1-1: Local-switch based user plane architecture in non-roaming scenario
Figure 4.4.6.1-2 depicts the non-roaming user plane architecture to support 5G LAN-type service using N19 tunnel.
[image: ]
Figure 4.4.6.1-2: N19-based user plane architecture in non-roaming scenario
Figure 4.4.6.1-3 depicts the non-roaming user plane architecture to support 5G LAN-type service across different SMFs.


Figure 4.4.6.1-3: cross-SMF VN group communication scenario
[bookmark: _Toc20149684][bookmark: _Toc27846475][bookmark: _Toc36187599][bookmark: _Toc45183503][bookmark: _Toc47342345][bookmark: _Toc51769043][bookmark: _Toc122440121]NOTE 1:	The SMF sets or SMF instances in SMF set support functionality for 5G VN group communications across SMFs. As an example, the SMF sets or SMF instances in SMF set can share contextual information associated with the 5G VN group (DNN + S-NSSAI) using Network Function/NF Service Context Transfer Procedures described in clause 5.21.4. 
NOTE 2:	Among the UPFs controlled by one SMF set, some or all UPF(s) support user plane tunnels towards UPF(s) controlled by other SMF (set)s. The user plane tunnels are configured using OAM over N19 or N6. How to implement the user plane tunnels configured between these UPFs is up to network implementation and deployment.

* * * * Second change * * * *
[bookmark: _Toc20149870][bookmark: _Toc27846669][bookmark: _Toc36187799][bookmark: _Toc45183703][bookmark: _Toc47342545][bookmark: _Toc51769246][bookmark: _Toc122440351][bookmark: _Toc20150080][bookmark: _Toc27846879][bookmark: _Toc36188010][bookmark: _Toc45183915][bookmark: _Toc47342757][bookmark: _Toc51769458][bookmark: _Toc122440601][bookmark: _Toc131516564]5.8.2.13.1	Support for unicast traffic forwarding of a 5G VN
To enable unicast traffic forwarding in a UPF, the following applies:
-	The SMF provides for each 5G VN group member's N4 Session (i.e. N4 Session corresponding to PDU Session) the following N4 rules that enable the processing of packets received from this UE.
-	in order to detect the traffic, a PDR containing Source Interface set to "access side", and CN Tunnel Information set to PDU Session tunnel header (i.e. N3 or N9 GTP-U F-TEID); and
-	in order to forward the traffic, a FAR containing Destination Interface set to "5G VN internal".
-	The SMF provides for each 5G VN group member's N4 Session (i.e. N4 session corresponding to PDU Session) the following N4 rules that enable the processing of packets towards this UE.
-	in order to detect the traffic, a PDR containing Source Interface set to "5G VN internal", and Destination Address set to the IP/MAC address (es) of this 5G VN group member; and
-	in order to forward the traffic, a FAR containing Outer Header Creation indicating the N3/N9 tunnel information, and Destination Interface set "access side".
-	If N19-based forwarding is applied, the SMF configures the group-level N4 Session for processing packets received from a N19 tunnel with the following N4 rules for each N19 tunnel.
-	in order to detect the traffic, a PDR containing Source Interface set to "core side", and CN Tunnel Information set to N19 tunnel header (i.e. N19 GTP-U F-TEID); and
-	in order to forward the traffic, a FAR containing Destination Interface set to "5G VN internal".
-	If N19-based forwarding is applied, the SMF configures the group-level N4 Session for processing packets towards 5G VN group members anchored at other UPFs with the following N4 rules for each N19 tunnel.
-	in order to detect the traffic, a PDR containing Source Interface set to "5G VN internal", and Destination Address set to the IP/MAC address (es) of UEs anchored at the peer UPF of this N19 tunnel (e.g. based on the IP address range supported by the peer UPF); and
-	in order to forward the traffic to a 5G VN group member anchored at another UPF via the N19 tunnel, a FAR containing Outer Header Creation indicating the N19 tunnel information, Destination Interface set to "core side".
-	The SMF configures the group-level N4 Session for processing packets received from a 5G VN group member connected via N6 with the following N4 rules.
-	in order to detect the traffic, a PDR containing Source Interface set to "core side", and Source Address set to the IP/MAC address (es) of this 5G VN group member; and
-	in order to forward the traffic, a FAR containing Destination Interface set to "5G VN internal".
-	The SMF configures the group-level N4 Session for processing packets towards a 5G VN group member connected via N6 or packets towards a device residing in DN with the following N4 rules.
-	in order to detect the traffic, a PDR containing Source Interface set to "5G VN internal", and Destination Address set to the IP/MAC address (es) of this 5G VN group member; and
-	in order to forward the traffic to the 5G VN group member or device via N6, a FAR containing Destination Interface set to "core side".
-	The SMF shall update N4 rules for group-level N4 Session to enable correct forwarding of packets towards UE who's PSA UPF has been reallocated and address is unchanged.
-	The SMF may also configure the following N4 rules for the group-level N4 Session to process packets with an unknown destination address:
-	in order to detect the traffic, a PDR containing Source Interface set to "5G VN internal", a match-all Packet Filter, and a Precedence set to the lowest precedence value; and
-	in order to process the traffic, a FAR containing Destination Interface set to "core side" to route the traffic via N6 by default, or in the case of local SMF configuration that N6-based forwarding is not applied a FAR instructing the UPF to drop the traffic or in the case of cross-SMF VN group communication a FAR containing Outer Header Creation indicating the information of N19 tunnel towards a UPF supporting packet forwarding towards UPFs controlled by other SMF sets or a FAR instructing the UPF to forward packet to UPFs controlled by other SMF sets.
* * * * Third change * * * *
5.8.2.13.3.2	User plane traffic replication based on PDRs with replication instructions
Alternatively, for IP or Ethernet type data communication, the SMF instructs the UPF via PDRs and FARs how to replicate user plane traffic.
The mechanism is supported in the following conditions:
-	When N19 is used, there is a full mesh of N19 tunnels between UPFs controlled by each SMF Set serving the 5G VN group;
-	There is no support of forwarding packets with destination MAC address not known by SMF/UPF (i.e. no support for new UE MAC addresses from the UE during the PDU Session lifetime)
-	There is no support for forwarding a broadcast/multicast packet with source address not known to SMF/UPF.
-	Each UPF supports one N6 interface instance towards the data network, or only supports N19-based forwarding without N6;
-	Multicast group formation of selected members of a 5G VN for Ethernet type data communication is not described in this release of the specification.
In this case, when the UPF receives a broadcast packet of a 5G VN group from N19 or N6, it shall distribute it to all 5G VN group members connected to this UPF. When the UPF receives a broadcast packet from a UE (source UE) via PDU Session associated with a 5G VN group, it shall distribute it to:
-	All 5G VN group members (except the source UE) connected to this UPF via local switch, and
-	All 5G VN group members connected to other UPFs via N19-based forwarding or N6-based forwarding, and
-	The devices on the DN via N6-based forwarding.
To enable broadcast traffic forwarding of a 5G VN group in a UPF, the following applies:
-	The SMF provides group-level N4 Session and each 5G VN group member' N4 Session with the PDR that detect the broadcast packet sent via "internal interface". When UPF receives the broadcast packets sent via "internal interface", it matches the broadcast packet against all PDRs installed at the "internal interface". A successful matching with a PDR that detect the broadcast packet instructs the UPF to continue the lookup of the other PDRs. A matching PDR that detects the broadcast packet shall instruct the UPF to duplicate the broadcast packet and perform processing (using associated FAR, URR, QER) on the copy instead of the original packet if the broadcast packet does not satisfy the packet replication skip information, otherwise the PDR instructs the UPF to skip the processing of the broadcast packet.
-	The broadcast packets received from N19 or N6 are forwarded to the UPF internal interface together with a N19 or N6 indication.
-	The SMF provides for each 5G VN group member' N4 Session (i.e. N4 session corresponding to PDU Session) the following N4 rules that enable the processing of broadcast packets towards this UE.
-	in order to detect the traffic, a PDR containing Source Interface set to "5G VN internal", Destination Address set to the broadcast address, the Packet replication skip information set to the IP/MAC address (es) of this 5G VN group member, and the indication to carry on matching; and
-	in order to forward the traffic, a FAR containing Outer Header Creation indicating the PDU Session tunnel information, and Destination Interface set "access side".
-	The SMF configures the group-level N4 Session for processing packets received from a N19 tunnel with the following N4 rules for each N19 tunnel.
-	in order to detect the traffic, a PDR containing Source Interface set to "core side", Destination Address set to the broadcast address, and CN Tunnel Information set to N19 tunnel header (i.e. N19 GTP-U TEID); and
-	in order to forward the traffic, a FAR containing Destination Interface set to "5G VN internal", Outer Header Creation with the N19 indication.
-	The SMF provides for the group-level N4 Session the following N4 rules that enable the processing of broadcast packets towards the other UPFs.
-	in order to detect the traffic, a PDR containing Source Interface set to "5G VN internal", Destination Address set to the broadcast address, the Packet replication skip information set to the N19 indication, and the indication to carry on matching; and
-	in order to forward the traffic to each involved UPF via the corresponding N19 tunnel, a FAR containing "Duplication" instruction, Outer Header Creation indicating the N19 tunnel information, Destination Interface set to "core side".
-	The SMF configures the group-level N4 Session for processing packets received from N6 with the following N4 rules.
-	in order to detect the traffic, a PDR containing Source Interface set to "core side", and Destination Address set to the broadcast address; and
-	in order to forward the traffic, a FAR containing Destination Interface set to "5G VN internal", Outer Header Creation with the N6 indication.
-	The SMF provides for the group-level N4 Session the following N4 rules that enable the processing of broadcast packets towards N6.
-	in order to detect the traffic, a PDR containing Source Interface set to "5G VN internal", and Destination Address set to the broadcast addressa match-all packet filter, and the Packet replication skip information set to the N6 indication; and
-	in order to forward the traffic to N6, a FAR containing Destination Interface set to "core side".
In this case, to enable multicast traffic forwarding of a 5G VN group in a UPF, broadcast traffic forwarding of a 5G VN applies to multicast traffic forwarding of a 5G VN with the following modifications:
-	The SMF installs PDRs for the multicast address instead of the broadcast address.
-	The PDRs and FARs are installed for PDU Sessions corresponding to the members of the multicast group.
-	In addition, the SMF installs the PDR identifying IGMP/MLD signalling for each 5G VN group member' N4 Session and a URR with a Reporting Trigger set to "IGMP reporting" for IGMP or set to "MLD reporting" for MLD. Based on the IP Multicast address in "IP multicast join" or "IP multicast leave" reports received from UPF, the SMF manipulates (delete or add) the PDR identifying the multicast traffic for the reported IP Multicast address at the corresponding 5G VN group member' N4 Session, and if required at the group-level N4 Session at the UPF(s) of the 5G VN group.
[bookmark: _Toc131516869][bookmark: _Toc20150081][bookmark: _Toc27846880][bookmark: _Toc36188011][bookmark: _Toc45183916][bookmark: _Toc47342758][bookmark: _Toc51769459][bookmark: _Toc122440602]* * * * Fourth change * * * *
[bookmark: _Toc131517130]6.3.2	SMF discovery and selection
The SMF selection functionality is supported by the AMF and SCP and is used to allocate an SMF that shall manage the PDU Session. The SMF selection procedures are described in clause 4.3.2.2.3 of TS 23.502 [3].
The SMF discovery and selection functionality follows the principles stated in clause 6.3.1.
If the AMF does discovery, the AMF shall utilize the NRF to discover SMF instance(s) unless SMF information is available by other means, e.g. locally configured on AMF. The AMF provides UE location information to the NRF when trying to discover SMF instance(s). The NRF provides NF profile(s) of SMF instance(s) to the AMF. In addition, the NRF also provides the SMF service area of SMF instance(s) to the AMF. The SMF selection functionality in the AMF selects an SMF instance and an SMF service instance based on the available SMF instances obtained from NRF or on the configured SMF information in the AMF.
NOTE 1:	Protocol aspects of the access to NRF are specified in TS 29.510 [58].
The SMF selection functionality is applicable to both 3GPP access and non-3GPP access.
The SMF selection for Emergency services is described in clause 5.16.4.5.
The following factors may be considered during the SMF selection:
a)	Selected Data Network Name (DNN). In the case of the home routed roaming, the DNN is not applied for the V-SMF selection.
b)	S-NSSAI of the HPLMN (for non-roaming and home-routed roaming scenarios), and S-NSSAI of the VPLMN (for roaming with local breakout and home-routed roaming scenarios).
c)	NSI-ID.
NOTE 2:	The use of NSI -ID in the network is optional and depends on the deployment choices of the operator. If used, the NSI ID is associated with S-NSSAI.
d)	Access technology being used by the UE.
e)	Support for Control Plane CIoT 5GS Optimisation.
f)	Subscription information from UDM, e.g.
-	per DNN: whether LBO roaming is allowed.
-	per DNN: whether HR-SBO roaming is allowed.
-	per S-NSSAI: the subscribed DNN(s).
-	per (S-NSSAI, subscribed DNN): whether LBO roaming is allowed.
-	per (S-NSSAI, subscribed DNN): whether HR-SBO roaming is allowed.
-	per (S-NSSAI, subscribed DNN): whether EPC interworking is supported.
-	per (S-NSSAI, subscribed DNN): whether selecting the same SMF for all PDU sessions to the same S-NSSAI and DNN is required.
-	per (S-NSSAI, DNN) associated with 5G VN group: Service Area for the 5G VN group. In case of SMF selection for a PDU Session targeting 5G VN group, the Service Area of candidate SMF needs to have intersection with the service area of the 5G VN group.
g)	Void.
h)	Local operator policies.
NOTE 3:	These policies can take into account whether the SMF to be selected is an I-SMF or a V-SMF or a SMF.
i)	Load conditions of the candidate SMFs.
j)	Analytics (i.e. statistics or predictions) for candidate SMFs' load as received from NWDAF (see TS 23.288 [86]), if NWDAF is deployed.
k)	UE location (i.e. TA).
l)	Service Area of the candidate SMFs.
m)	Capability of the SMF to support a MA PDU Session.
n)	If interworking with EPS is required.
o)	Preference of V-SMF support. This is applicable only for V-SMF selection in the case of home routed roaming.
p)	Target DNAI.
q)	Capability of the SMF to support User Plane Remote Provisioning (see clause 5.30.2.10.4.3).
r)	Supported DNAI list.
s)	HR-SBO support (according to clause 6.7 of TS 23.548 [130]).
t)	Capability of the SMF (V-SMF and H-SMF) to support non-3GPP access path switching.
To support the allocation of a static IPv4 address and/or a static IPv6 prefix as specified in clause 5.8.2.2.1, a dedicated SMF may be deployed for the indicated combination of DNN and S-NSSAI and registered to the NRF, or provided by the UDM as part of the subscription data.
In the case of delegated discovery, the AMF, shall send all the available factors a)-d), k) and n) to the SCP.
In addition, the AMF may indicate to the SCP which NRF to use (in the case of NRF dedicated to the target slice).
If there is an existing PDU Session and the UE requests to establish another PDU Session to the same DNN and S-NSSAI of the HPLMN, and the UE subscription data indicates the support for interworking with EPS for this DNN and S-NSSAI of the HPLMN or UE subscription data indicates the same SMF shall be selected for all PDU sessions to the same S-NSSAI, DNN, the same SMF in non roaming and LBO case or the same H-SMF in home routed roaming case, shall be selected. In addition, if the UE Context in the AMF provides a SMF ID for an existing PDU session to the same DNN, S-NSSAI, the AMF uses the stored SMF ID for the additional PDU Session. In any such a case where the AMF can determine which SMF should be selected, if delegated discovery is used, the AMF shall indicate a desired NF Instance ID so that the SCP is able to route the message to the relevant SMF. Otherwise, if UE subscription data does not indicate the support for interworking with EPS for this DNN and S-NSSAI, a different SMF in non roaming and LBO case or a different H-SMF in home routed roaming case, may be selected. For example, to support a SMF load balancing or to support a graceful SMF shutdown (e.g. a SMF starts to no more take new PDU Sessions).
In the home-routed roaming case, the SMF selection functionality selects an SMF in VPLMN based on the S-NSSAI of the VPLMN, as well as an SMF in HPLMN based on the S-NSSAI of the HPLMN. This is specified in clause 4.3.2.2.3.3 of TS 23.502 [3].
When the UE requests to establish a PDU Session to a DNN and an S-NSSAI of the HPLMN, if the UE MM Core Network Capability indicates the UE supports EPC NAS and optionally, if the UE subscription indicates the support for interworking with EPS for this DNN and S-NSSAI of the HPLMN, the selection functionality (in AMF or SCP) selects a combined SMF+PGW-C. Otherwise, a standalone SMF may be selected.
If the UDM provides a subscription context that allows for handling the PDU Session in the VPLMN (i.e. using LBO) for this DNN and S-NSSAI of the HPLMN and, optionally, the AMF is configured to know that the VPLMN has a suitable roaming agreement with the HPLMN of the UE, the following applies:
-	If the AMF does discovery, the SMF selection functionality in AMF selects an SMF from the VPLMN.
-	If delegated discovery is used, the SCP selects an SMF from the VPLMN.
If an SMF in the VPLMN cannot be derived for the DNN and S-NSSAI of the VPLMN, or if the subscription does not allow for handling the PDU Session in the VPLMN using LBO, then the following applies:
-	If the AMF does discovery, both an SMF in VPLMN and an SMF in HPLMN are selected, and the DNN and S-NSSAI of the HPLMN is used to derive an SMF identifier from the HPLMN.
-	If delegated discovery is used:
-	The AMF performs discovery and selection of H-SMF from NRF. The AMF may indicate the maximum number of H-SMF instances to be returned from NRF, i.e. SMF selection at NRF.
-	The AMF sends Nsmf_PDUSession_CreateSMContext Request to SCP, which includes the endpoint (e.g. URI) of the selected H-SMF, and the discovery and selection parameters as defined in this clause, i.e. parameter for V-SMF selection. The SCP performs discovery and selection of the V-SMF and forwards the request to the selected V-SMF.
-	The V-SMF sends the Nsmf_PDUSession_Create Request towards the H-SMF via the SCP; the V-SMF uses the received endpoint (e.g. URI) of the selected H-SMF to construct the target destination to be addressed. The SCP forwards the request to the H-SMF.
-	Upon reception of a response from V-SMF, based on the received V-SMF ID the AMF obtains the Service Area of the V-SMF from NRF. The AMF uses the Service Area of the V-SMF to determine the need for V-SMF relocation upon subsequent UE mobility.
If the initially selected SMF in VPLMN (for roaming with LBO) detects it does not understand information in the UE request, it may reject the N11 message (related with a PDU Session Establishment Request message) with a proper N11 cause triggering the AMF to select both a new SMF in the VPLMN and a SMF in the HPLMN (for home routed roaming).
The AMF selects SMF(s) considering support for CIoT 5GS optimisations (e.g. Control Plane CIoT 5GS Optimisation).
In the case of onboarding of UEs for SNPNs, when the UE is registered for SNPN onboarding the AMF selects SMF(s) of Onboarding Network considering the Capability of SMF to support User Plane Remote Provisioning.
Additional details of AMF selection of an I-SMF are described in clause 5.34.
In the case of home routed scenario, the AMF selects a new V-SMF if it determines that the current V-SMF cannot serve the UE location. The selection/relocation is same as an I-SMF selection/relocation as described in clause 5.34.
* * * * End of changes * * * *
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