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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc131158530]6.18.3	Output Analytics
The NWDAF supporting E2E data volume transfer time analytics provides the analytics results to consumer NFs, e.g. AF, or NEF. The analytics results provided by the NWDAF could be E2E data volume transfer time statistics as defined in Table 6.18.3-1 or predictions as defined in table 6.18.3-2.
Table 6.18.3-1: E2E data volume transfer time statistics
	Information
	Description

	UE ID or list of UE IDs (1..SUPImax)
	Identifies a UE or a group of UEs, e.g. a list of UEs for which the statistic applies.

	Time slot entry (1..max)
	List of time slots during the Analytics target period.

	> Time slot start
	Time slot start within the Analytics target period.

	> Duration
	Duration of the time slot.

	> E2E data volume transfer times information (1…max) 
	List of E2E data volume transfer time statistics per UE.
Max. is the number of UEs, if applicable.

	>> Application ID
	Identifies the application in use during the time slot

	>> DNAI
	Identifier of a user plane access to one or more DN(s) where applications are deployed as defined in TS 23.501 [2].

	>> UE location
	Indicating the UE location information when the UE service is delivered.

	>> DNN
	DNN for the PDU Session which contains the QoS flow.

	>> S-NSSAI
	Identifies the Network Slice used to access the Application.

	>> Validity period
	The validity period within the time slot for the E2E data volume transfer time statistics as defined in clause 6.1.3.

	>> Spatial validity
	Area where the E2E data volume transfer time statistics applies.

	>> E2E data volume transfer time UL
	E2E data volume transfer time UL indicators.
Statistics of E2E data volume transfer time for uplink over the time slotAnalytics target period (e.g. average, variance).

	>>> Data volume UL
	Indicates uplink data volume used to derive E2E data volume transfer time UL.

	>> E2E data volume transfer time DL
	E2E data volume transfer time DL indicators.
Statistics of E2E data volume transfer time for downlink over the time slotAnalytics target period (e.g. average, variance).

	>>> Data volume DL
	Indicates downlink data volume used to derive E2E data volume transfer time DL.

	> Classified E2E data volume transfer times information for a list of UEs (NOTE 1)
	Classified E2E data volume transfer time statistics for multiple UEs with respect to one or more reporting thresholds (e.g. NWDAF may provide the ratio of UEs that have reached certain Reporting Threshold(s)).
The list of UEs is indicated in the request of service consumer.

	>> E2E data volume transfer time classes (1…max) (NOTE 2)
	List with group of UEs classified by ranges of E2E data volume transfer time.

	>>> UE ID(s)
	Identifies the UE(s) in the transfer time class with respect to the threshold of the corresponding transfer time class.

	>>> Ratio of UEs per E2E data volume transfer time class
	Ratio of UEs.

	>> Validity period
	The validity period within the time slot for the E2E data volume transfer time statistics as defined in clause 6.1.3.

	>> Spatial Validity Condition
	Area where the E2E data volume transfer time statisticsanalytics applies.

	> Geographical distribution of the UE(s)
	If requested, a list of UEs per location information.

	NOTE 1:	Analytics subset that can be used in "list of analytics subsets that are requested", "Preferred level of accuracy per analytics subset" and "Reporting Thresholds".
NOTE 2:	The number of transfer time classes may be pre-configured by the operator or provided by the service consumer via reporting thresholds.



Table 6.18.3-2: E2E data volume transfer time predictions
	Information
	Description

	UE ID or list of UE IDs (1..SUPImax)
	Identifies a UE or a group of UEs, e.g. a list of UEs for which the statistic applies.

	Time slot entry (1..max)
	List of time slots during the Analytics target period.

	> Time slot start
	Time slot start within the Analytics target period.

	> Duration
	Duration of the time slot.

	> E2E data volume transfer times information (1…max)
	List of E2E data volume transfer time prediction per UE.
Max. is the number of UEs, if applicable.

	>> Application ID
	Identifies the application in use during the time slot.

	>> DNAI
	Identifier of a user plane access to one or more DN(s) where applications are deployed as defined in TS 23.501 [2].

	>> UE location
	Indicating the UE location information when the UE service is delivered.

	>> DNN
	DNN for the PDU Session which contains the QoS flow.

	>> S-NSSAI
	Identifies the Network Slice used to access the Application.

	>> Validity period
	The validity period within the time slot for the E2E data volume transfer time prediction as defined in clause 6.1.3.

	>> Spatial validity
	Area where the E2E data volume transfer time prediction applies.

	>> E2E data volume transfer time UL
	E2E data volume transfer time indicators.
Predictions of E2E data volume transfer time for uplink over the time slotAnalytics target period (e.g. average, variance).

	>>> Data volume UL
	Indicates uplink data volume used to derive E2E data volume transfer time UL.

	>> E2E data volume transfer time DL
	E2E data volume transfer time DL indicators.
Predictions of E2E data volume transfer time for downlink over the time slotAnalytics target period (e.g. average, variance).

	>>> Data volume DL
	Indicates downlink data volume used to derive E2E data volume transfer time DL

	> Classified E2E data volume transfer times information for a list of UEs (NOTE 1)
	Classified E2E data volume transfer time prediction for multiple UEs with respect to one or more reporting thresholds (e.g. NWDAF may provide the ratio of UEs that have reached certain Reporting Threshold(s)).
The list of UEs is indicated in the request of service consumer.

	>> E2E data volume transfer time classes (1…max) (NOTE 2)
	List with group of UEs classified by ranges of E2E data volume transfer time.

	>>> UE ID(s) 
	Identifies the UE(s) in the transfer time class with respect to the threshold of the corresponding transfer time class.

	>>> Ratio of UEs per E2E data volume transfer time class
	Ratio of UEs.

	
	Ratio of UEs.

	>> Validity period
	The validity period within the time slot for the E2E data volume transfer time prediction as defined in clause 6.1.3.

	>> Spatial Validity Condition
	Area where the E2E data volume transfer time prediction analytics applies.

	> Geographical distribution of the UE(s)
	If requested, a list of UEs per location information.

	Confidence
	Confidence of this prediction.

	NOTE 1:	Analytics subset that can be used in "list of analytics subsets that are requested", "Preferred level of accuracy per analytics subset" and "Reporting Thresholds".
NOTE 2:	The number of transfer time classes may be pre-configured by the operator or provided by the service consumer via reporting thresholds.



NOTE:	When Target of Analytics Reporting is an individual UE, one UE ID (i.e. SUPI) will be included, the NWDAF will provide the analytics transfer time result (i.e. list of (predicted) time slots) to NF service consumer(s) for the UE.
* * * * End of changes * * * *

