

	
3GPP TSG-SA2 Meeting #156-e	S2-2304950
Online, , 17th Apr 2023 - 21st Apr 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	23.247
	CR
	0237
	rev
	-
	Current version:
	18.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Clarification of applications for Group Message Delivery

	
	

	Source to WG:
	KPN N.V.

	Source to TSG:
	

	
	

	Work item code:
	5MBS_Ph2
	
	Date:
	07-04-2023

	
	
	
	
	

	Category:
	C
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	The SID for 5MBS includes the applications for which group message delivery should be defined, however, these are currently not reflected in the TS 23.247. 
This CR aims to include those applications in the text of TS 23.247, as originally intended by the SID on 5MBS. 

	
	

	Summary of change:
	Add examples of group messaging applications

	
	

	Consequences if not approved:
	Unclear which applications Group Message Delivery addresses 

	
	

	Clauses affected:
	6.15

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc131155066]6.15	Group Message Delivery
[bookmark: _GoBack]Group Message Delivery via MBS Session is a feature that allows an AF to deliver a payload to a group of UEs located in a particular geographical area via a broadcast MBS Session, e.g., for Public Safety, and V2X.The AF may request to deliver group message and the AF may also request to recall (i.e. cancel) or replace a previously submitted group message.
Group Message Delivery utilizes the Object Distribution Method in MBSTF specified in TS 26.502 [18]. The Object Distribution Method can benefit from Application Layer Forward Error Correction (AL-FEC) to achieve reliable delivery.
* * * * End of changes * * * *


