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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc131154773]AC.4	IMS DC Channel Setup
The following principles apply when an IMS Data Channel is established: -
-	After UE completes the IMS DC capability negotiation with the IMS network as specified in Annex AC.8.1 of this document and receives the 200 OK response from the IMS network with the data channel capability indication in the Feature-Caps header field, it shall include data channel media description(s) alongside audio/video media desciptions in the initial INVITE request.can establish an IMS Data Channel simultaneously while establishing an IMS audio/video session or upgrade an ongoing IMS audio/video session through a re-INVITE to an IMS Data Channel. Based on the local configuration of operator’s policy, the IMS AS can proceed with the media negotiation procedure to setup the audio/video session with or without performing data channel bootstrapping.
Editor's note:	It is FFS whether it needs to be recommended that a UE initiates the IMS session audio/video session first before updating the IMS session to an IMS Data Channel session.
NOTE 1:	For the network which need to provide data channel applications to its subscribers before the IMS audio/video session is connected, the IMS AS can proceed with the media negotiation procedure with performing data channel bootstrapping. For the network which An IMS Data Channel established simultaneously with an IMS audio/video session can have impact to concerns the IMS session setup time and has no data channel application provided to its subscribers, the IMS AS can only proceed with the audio/video media negotiation procedure and discard the data channel media.
-	After the audio/video session is connected, UE shall The trigger for a UE to initiate a bootstrap data channelDC  establishment request at once is left for UE implementationif any data channel media is not successfully negotiated in the initial INVITE procedure. If the bootstrap data channel media in this request is rejected again, the UE will never add bootstrap data channel media in subsequent SIP requests.
Editor's note:	It is FFS whether and how the UE is configured with a service profile to initiate a DC establishment request.
NOTE 2:	Other means for configuring the UE with the needed trigger information to initiate an IMS Data Channel are also possible.
-	If a UE that has not subscribed to IMS Data Channel establishes an IMS Data Channel simultaneously with an IMS audio/video IMS session, the IMS AS shall discard the Data Channel request and proceed with the audio/video IMS session establishment.
-	The DCSF provides a URL to the DCMF or MRF via the IMS AS during data channel media resource reservation for the bootstrap data channel that enables downloading a subscriber specific graphical user interface to the UE via the Bootstrap Data Channel. Once the DCMF or MRF, acting as HTTP proxy, receive a HTTP GET Request containing the root ("/") URL through the bootstrap data channel, the DCMF or MRF replaces the root ("/") URL in the HTTP GET Request with the subscriber specific URL and forward the request to the DCSF for downloading the subscriber specific graphical user interface to the UE. The UE shall maintain the HTTP session state when interacting with the DCMF.

* * * * End of changes * * * *

