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	Reason for change:
	Considering the user plane positioning relies on the status of user plane connection. If the user plane connection is not reliable, the positioning may be failed. 
To assure the success of the positioning for regulatory service, it is proposed that only control plane positioning is used for regulatory service.

	
	

	Summary of change:
	Clarify that only the control plane positioning can be applied to regulatory service.

	
	

	Consequences if not approved:
	It is not clear whether the user plane positioning can be applied to regulatory service or not.
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[bookmark: _Toc131157643]5.10	Support of Positioning over user plane connection between UE and LMF for non-regulatory service
LMF and UE may utilize a user plane connection to transfer supplementary services messages and LPP messages.
If LMF decides to use user plane the LMF should indicate the UE to use user plane for positioning with the information to establish a secure connection, and via this secure connection, position messages can be transferred between UE and the LMF. The URSP is used by UE to determine how to route the position messages. The position messages can be routed to an established PDU Session or can trigger the establishment of a new PDU Session. The LMF and UE may maintain the established user plane connection and the established user plane connection may be reused for subsequent user plane position messages transmission trigged by UE or LMF. If the LMF detects the user plane connection is not used for an implementation specific time, the LMF terminates the user plane connection.
NOTE X:	For regulatory service, the position messages can only be transferred between UE and the LMF via the control plane in this release.
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