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	[bookmark: _Hlk55138113]Reason for change:
	The 5QI Priority Level is missing from the QoS constraints. The purpose of the QoS Constraints is to ensure that the HPLMN requests an HR PDU Session for a default QoS Flow with QoS that the VPLMN can support. This is to help prevent the failure of establishing an HR PDU Session. When the 5QI Priority Level is in the subscription (e.g., for priority services) it will be signalled separate from the 5QI. It is currently unclear what an HPLMN and VPLMN will do during HR PDU Session establishment when a subscription includes this 5QI Priority Level.

Per TS 23.501, clause 5.7.3.3 on 5QI Priority Level: 

“Every standardized 5QI is associated with a default value for the Priority Level -specified in QoS characteristics Table 5.7.4.1). Priority Level may also be signalled together with a standardized 5QI to the -R)AN, and if it is received, it shall be used instead of the default value.
Priority Level may also be signalled together with a pre-configured 5QI to the (R)AN, and if it is received, it shall be used instead of the pre-configured value.”
And, in clause 5.7.2.7 on Default values:
“For each PDU Session Setup, the SMF retrieves the subscribed Session-AMBR values as well as the subscribed default values for the 5QI and the ARP and optionally, the 5QI Priority Level, from the UDM.”

Yet, TS 23.502, clause 4.3.2.2.2 specifies QoS Constraints without the 5QI Priority Level, as follows: 

“The QoS constraints from the VPLMN contains a 5QI and corresponding ARP value that the VPLMN can accept for the QoS Flow associated with the default QoS rule and the highest Session-AMBR that the VPLMN can accept”

We propose to add the 5QI Priority Level to the QoS constraints that the VPLMN can accept.

	
	

	Summary of change:
	In clause 6.1.3.6, added discussion of how 5QI Priority Level will be handled across VPLMN/HPLMN, and moved the pointer to the specification of QoS constraints from TS 23.502 to TS 23.501.
[bookmark: _Hlk131663391]In clause 6.4, added text to clarify that the PCF may provide a 5QI Priority Level value to override the standardized Default Priority Level value associated with either the Authorized default 5QI/ARP or the Subsequent Authorized default 5QI/ARP.

	
	

	Consequences if not approved:
	When the HPLMN attempts to establish an HR PDU session (e.g., for priority services), it may request the use of a 5QI (and ARP) value but with an alternate 5QI Priority Level value that overrides the default Priority Level associated with the 5QI value. If the VPLMN supports the 5QI value yet the default Priority Level (associated with the 5QI value) is overridden by a Priority Level that is numerically less than the default Priority Level, the VPLMN may still reject the establishment of the requested HR PDU Session.
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	This CR's revision history:
	· SA2#152-e (Aug 2022) – S2-2205927/CR 3519 against TS 23.502. During this meeting additional changes were proposed including clarify that the QoS constraints only apply to the non-GBR default QoS Flow, move the specification of QoS constraints to TS 23.501 (clause 5.7.1.11) and change the references to the QoS constraints specification from TS 23.502 to TS 23.501, and specify how the PCF should handle 5QI Priority Level.
· SA2#153-e (Oct 2022) – S2-2209065/CR 3748 (TS 23.501), S2-2209191/CR 3601 (TS 23.502), and S2-2209067/CR 0757 (TS 23.503) were submiited based on feedback during SA2#152-e. During this meeting feedback was to apply the CRs to Rel-18.
· 



	FIRST CHANGE	
[bookmark: _Toc131529269]6.1.3.6	Policy control
QoS control refers to the authorization and enforcement of the maximum QoS that is authorized for a service data flow, for a QoS Flow or for the PDU Session. A service data flow may be either of IP type or of Ethernet type. PDU Sessions may be of IP type or Ethernet type or unstructured.
The PCF, in a dynamic PCC Rule, associates a service data flow template to an authorized QoS that is provided in a PCC Rule to the SMF. The PCF may also activate a pre-defined PCC Rule that contains that association.
The authorized QoS for a service data flow template shall include a 5QI and the ARP, and may include a 5QI Priority Level. For a 5QI of GBR or Delay-critical GBR resource type, the authorized QoS shall also include the MBR, GBR and may include the QoS Notification Control parameter (for notifications when authorized GFBR can no longer ( or can again) be fulfilled). For 5QI of Non-GBR resource type, the authorized QoS may include the MBR and the Reflective QoS Control parameter. The 5QI value can be standardized (i.e. referring to QoS characteristics as defined in clause 5.7.3 of TS 23.501 [2]), pre-configured (i.e. referring to QoS characteristics configured in the RAN) or dynamically assigned (i.e. referring to QoS characteristics provided by the PCF as Explicitly signalled QoS Characteristics in the PDU Session related policy information described in clause 6.4).
NOTE 1:	Further details, special cases and additional parameters are described in clause 6.3.1.
QoS control also refers to the authorization and enforcement of the Session-AMBR, and default 5QI/ARP combination, and 5QI Priority Level, if applicable. The PCF may provide the Authorized Session-AMBR, and the Authorized default 5QI and ARP combination, and the 5QI Priority Level as part of the PDU Session information for the PDU Session to the SMF. The Authorized Session-AMBR, and Authorized default 5QI/ARP, and 5QI Priority Level values takes precedence over other values locally configured or received at the SMF.
In home routed roaming, the H-SMF may provide the QoS constraints received from the VPLMN (defined in clause 4.3.2.2.25.7.1.11 of TS 23.502 501 [32]) to the H-PCF. The H-PCF ensures that the Authorized Session-AMBR value does not exceed the Session-AMBR value provided by the VPLMN, and that the Authorized default 5QI/ARP contains a 5QI and ARP value supported by the VPLMN, and that the applicable 5QI Priority Level is supported not numerically lower than the 5QI Priority Level value provided by the VPLMN. If no QoS constraints are provided the H-PCF considers that no QoS constraints apply unless operator policies define any. The PCF shall also consider the QoS constraints for the setting of the Subsequent Authorized default 5QI/ARP, the applicable 5QI Priority Level, and Subsequent Authorized Session-AMBR.
For policy control, the AF interacts with the PCF and the PCF interacts with the SMF as instructed by the AF. For certain events related to policy control, the AF shall be able to give instructions to the PCF to act on its own, i.e. based on the service information currently available. The following events are subject to instructions from the AF:
-	The authorization of the service based on incomplete service information;
NOTE 2:	The QoS authorization based on incomplete service information is required for e.g. IMS session setup scenarios with available resources on originating side and a need for resource reservation on terminating side.
-	The immediate authorization of the service;
-	The gate control (i.e. whether there is a common gate handling per AF session or an individual gate handling per AF session component required);
-	The forwarding of QoS Flow level information or events (see clause 6.1.3.18).
The UE and the AF shall provide all available flow description information (e.g. source and destination IP address and port numbers and the protocol information) to enable the binding functionality and the generation or selection of the service data flow filter(s) in the PCC rules. The AF may also provide a ToS (IPv4) or TC (IPv6) value that is set by the application as part of the flow description information. The PCF generates a PCC Rule with service data flow filter(s) (either as IP Packet Filter set as defined in clause 5.7.6.2 of TS 23.501 [2] or as Ethernet Packet Filter set as defined in clause 5.7.6.3 of TS 23.501 [2]) derived from the flow description information.
NOTE 3:	A ToS/TC value can be useful when another packet filter attribute is needed to differentiate between packet flows. For example, packet flows encapsulated and encrypted by a tunnelling protocol can be differentiated by the ToS/TC value of the outer header if appropriately set by the application. To use ToS/TC for service data flow detection, network configuration by the operator (and additionally by the 3rd party Service Provider when the transport network is not fully within the operator control) needs to ensure there is no ToS/TC re-marking applied along the path from the application to the PSA UPF and the specific ToS/TC values are managed properly to avoid potential collision with other usage (e.g., paging policy differentiation). An example that the transport network is not fully within operator control is the Edge Hosting Environment according to TS 23.548 [33].
If SMF indicates that a PDU session is carried over NR satellite access or satellite backhaul, the PCF may take this information into account for the policy decision, e.g. together with any delay requirements provided by the AF.
When SMF indicates that the dynamic satellite backhaul is used to serve the PDU session, QoS monitoring may be used as described in clause 6.1.3.21.

SECOND CHANGE
[bookmark: _Toc19197386][bookmark: _Toc27896539][bookmark: _Toc36192707][bookmark: _Toc37076438][bookmark: _Toc45194888][bookmark: _Toc47594300][bookmark: _Toc51836931][bookmark: _Toc131529347]6.4	PDU Session related policy information
The purpose of the PDU Session related policy information is to provide policy and charging control related information that is applicable to a single Monitoring key or the whole PDU Session respectively. The PCF may provide PDU Session related policy information to the SMF together with PCC rules or separately.
Table 6.4-1 includes the PDU Session related policy information.
The differences with table 6.4 and table 6.6 in TS 23.203 [4] are shown, either "none" means that the IE applies in 5GS or "removed" meaning that the IE does not apply in 5GS, this is due to the lack of support in the 5GS for this feature or "modified" meaning that the IE applies with some modifications defined in the IE.
Table 6.4-1: PDU Session related policy information
	Attribute
	Description
	PCF permitted to modify for dynamically provided information
	Scope
	Differences compared with table 6.4. and 6.6 in TS 23.203 [4]

	Charging information
	Defines the containing CHF address and optionally the associated CHF instance ID and CHF set ID.
	No
	PDU Session
	None

	Default charging method
	Defines the default charging method for the PDU Session.
	No
	PDU Session
	None

	PDU Session with offline charging only
	Indicates that the "online" charging method is never used for PCC rules in the PDU Session.
	No
	PDU Session
	Added

	Policy control request trigger
	Defines the event(s) that shall cause a re-request of PCC rules for the PDU Session.
	Yes
	PDU Session
	Explicitly subscribed by invoking Npcf_SMPolicyControl service operation

	Authorized QoS per bearer (UE-initiated IP‑CAN bearer activation/modification)
	Defines the authorised QoS for the IP‑CAN bearer (QCI, GBR, MBR).
	Yes
	IP‑CAN bearer
	Removed

	Authorized MBR per QCI (network initiated IP‑CAN bearer activation/modification)
	Defines the authorised MBR per QCI.
	Yes
	IP‑CAN session
	Removed

	Revalidation time limit
	Defines the time period within which the SMF shall perform a PCC rules request.
	Yes
	PDU Session
	None

	PRA Identifier(s)
	Defines the Presence Reporting Area(s) to monitor for the UE with respect to entering/leaving
	Yes
	PDU Session
	None but only applicable to PCF


	List(s) of Presence Reporting Area elements (NOTE 14)
	Defines the elements of the Presence Reporting Area(s)
	Yes
	PDU Session
	None but only applicable to PCF


	Default NBIFOM access
	The access to be used for all traffic that does not match any existing Routing Rule
	Yes (only at the addition of an access to the IP-CAN session)
	IP-CAN session
	Removed

	IP Index
(NOTE 11)
	Provided to SMF to assist in determining the IP Address allocation method (e.g. which IP pool to assign from) when a PDU Session requires an IP address – as defined in clause 5.8.2.2.1 of TS 23.501 [2].
	No
	PDU Session
	Added

	Redundant PDU Session
	Indicates whether the PDU Session is a redundant PDU Session
	No
	PDU Session
	New

	Explicitly signalled QoS Characteristics (NOTE 1)
	Defines a dynamically assigned 5QI value (from the non-standardized value range) and the associated 5G QoS characteristics as defined in clause 5.7.3 of TS 23.501 [2].
	No
	PDU Session
	Added

	Reflective QoS Timer
	Defines the lifetime of a UE derived QoS rule belonging to the PDU Session.
	No
	PDU Session
	Added

	Authorized Session-AMBR
(NOTE 2) (NOTE 3)
	Defines the Aggregate Maximum Bit Rate for the Non-GBR QoS Flows of the PDU Session.
	Yes
	PDU Session
	Modified

	Authorized default 5QI/ARP
(NOTE 3) (NOTE 10)
	Defines the default 5QI and ARP of the QoS Flow associated with the default QoS rule.
	Yes
	PDU Session
	Modified

	Time Condition (NOTE 4)
	Defines the time at which the corresponding Subsequent Authorized Session-AMBR or Subsequent Authorized default 5QI/ARP shall be applied.
	No (NOTE 5)
	PDU Session
	Modified

	Subsequent Authorized Session-AMBR (NOTE 4) (NOTE 2)
	Defines the Aggregate Maximum Bit Rate for the Non-GBR QoS Flows of the PDU Session when the Time Condition is reached.
	No (NOTE 5)
	PDU Session
	Modified

	Subsequent Authorized default 5QI/ARP (NOTE 4) (NOTE 10)
	Defines the default 5QI and ARP when the Time Condition is reached.
	No (NOTE 5)
	PDU Session
	Modified

	Usage Monitoring Control related information
(NOTE 12) (NOTE 13)
	Defines the information that is required to enable user plane monitoring of resources for individual applications/services, groups of applications/services, for a PDU Session.
	
	
	

	Monitoring key
	The PCF uses the monitoring key to group services that share a common allowed usage.
	No
	PDU Session (NOTE 12)
	None

	Volume threshold
(NOTE 7)
	Defines the traffic volume value after which the SMF shall report usage to the PCF for this monitoring key.
	Yes 
	Monitoring key
	None

	Time threshold
(NOTE 7)
	Defines the resource time usage after which the SMF shall report usage to the PCF.
	Yes
	Monitoring key
	None

	Monitoring time
	Defines the time at which the SMF shall reapply the Volume and/or Time Threshold.
	No (NOTE 6)
	Monitoring Key
	None

	Subsequent Volume threshold (NOTE 9) 
	Defines the traffic volume value after which the SMF shall report usage to the PCF for this Monitoring key for the period after the Monitoring time.
	No (NOTE 6)
	Monitoring Key
	None

	Subsequent Time threshold (NOTE 9) 
	Defines resource time usage after which the SMF shall report usage to the PCF for this Monitoring key for the period after the Monitoring time.
	No (NOTE 6)
	Monitoring Key
	None

	Inactivity Detection Time (NOTE 8)
	Defines the period of time after which the time measurement shall stop, if no packets are received.
	Yes
	Monitoring Key
	None

	Ethernet or IP port management related
	
	
	
	

	Port number
	Port number for which Port Management Information Container is provided.
	Yes
	PDU Session
	New

	Port Management Information Container
	Includes Ethernet/IP port management information
	Yes
	PDU Session
	New

	User plane node Management Information Container
	Includes User plane node management information
	Yes
	
	New

	Target of reporting
	Target of reporting (indicated as Notification Target Address + Notification Correlation ID)
	Yes
	PDU Session
	New

	VPLMN Specific Offloading Policy
	HR-SBO policy for the local part of DN in VPLMN
	
	
	

	IP range(s)
	IP address range(s) allowed to be routed to the local part of DN in VPLMN
	Yes
	PDU Session
(NOTE 15)
	New

	FQDN(s)
	FQDN(s) allowed to be routed to the local part of DN in VPLMN
	Yes
	PDU Session
(NOTE 15)
	New

	NOTE 1:	Multiple Non-standardized QoS Characteristics can be provided by the PCF. Operator configuration is assumed to ensure that the non-standardized 5QI to QoS characteristic relation is unique within the PLMN.
NOTE 2:	The Authorized Session-AMBR and the Subsequent Authorized Session-AMBR may be provided together with a list of Access Types possibly complemented by RAT types.
NOTE 3:	There is always an unconditional value for the Authorized Session-AMBR and Authorized default 5QI/ARP available at the SMF. The initial value is received as Subscribed Session-AMBR/Subscribed default 5QI/ARP, and the PCF can overwrite it with these parameters.
NOTE 4:	The Time Condition and Subsequent Authorized Session-AMBR/ Subsequent Authorized default 5QI/ARP are used together. The PCF may provide up to four instances of them. When multiple instances are provided, the values of the associated Time Condition have to be different.
NOTE 5:	The PCF may replace all instances that have been provided previously with a new instruction. A previously provided Time Condition and Subsequent Authorized Session-AMBR/ Subsequent Authorized default 5QI/ARP pair cannot be individually modified.
NOTE 6:	The PCF may replace all instances that have been provided previously with a new instruction. A previously provided Volume threshold/Time threshold and Monitoring Time pair cannot be individually modified.
NOTE 7:	This attribute is also used by the SMF, e.g. during PDU Session termination, to inform the PCF about the resources that have been consumed by the UE.
NOTE 8:	This attribute is applicable in presence of Time threshold only.
NOTE 9:	This attribute is applicable in presence of Monitoring Time only.
NOTE 10:	The Authorized default 5QI and the Subsequent Authorized default 5QI shall be of Non-GBR Resource Type.
NOTE 11:	This attribute is applicable only when no IP address/Prefix for the PDU Session is received from the SMF.
NOTE 12:	A Monitoring Key can either be used to monitor the traffic of a PDU Session, the traffic of a PDU Session per access (for a MA PDU Session) or the traffic of specific SDF(s) in the PCC Rule(s) that share the same Monitoring Key.
NOTE 13:	For a MA PDU Session, the PDU Session level Usage Monitoring shall be possible per access (i.e. 3GPP and/or Non-3GPP) and irrespective of the access.
NOTE 14:	The list of PRA elements shall be a short list of elements.
NOTE 15:	This attribute is applicable only for the PDU Session supporting HR-SBO. This attribute is applied only to the current serving VPLMN.



Upon the initial interaction with the SMF, the PCF may provide the following attributes to the SMF:
The Charging information contains addresses of the CHF that manages charging for the PDU Session and optionally the associated CHF instance ID and CHF set ID (see clause 6.3.1.0 of TS 23.501 [2]). If received, the SMF shall apply it as defined in clause 6.3.11 of TS 23.501 [2].
The Default charging method indicates what charging method shall be used in the PDU Session for every PCC rule where the charging method identifier is omitted, including predefined PCC rules that are activated by the SMF. If received by the SMF, it supersedes the Default charging method in the charging characteristics profile.
The PDU Session with offline charging only can be assigned to a PDU Session by the PCF to indicate that the online charging method is never set for any of the PCC Rules activated during the lifetime of the PDU Session nor provided as Default charging method.
NOTE 1:	If this parameter is provided by the PCF or configured in the SMF charging characteristics the SMF can use the Nchf_OfflineOnlyCharging service instead of the Nchf_ConvergedCharging service for a PDU Session as defined in TS 32.255 [21].
NOTE 2:	When the "PDU Session with offline charging only" indication is provisioned by the PCF, the PCF can set the charging method for a PCC rule within this PDU Session to either "offline" or "neither".
The IP Index indicates the IP Address/Prefix allocation method which is used by the SMF for IP Address/Prefix allocation during PDU Session Establishment procedure as defined in clause 5.8.2.2.1 of TS 23.501 [2].
Upon every interaction with the SMF, the PCF may provide the following attributes to the SMF:
The Revalidation time limit defines the time period within which the SMF shall trigger a request for PCC rules for an established PDU Session.
The Reflective QoS Timer defines the lifetime of a UE derived QoS rule belonging to the PDU Session. It is used in the UE as defined in clause 5.7.5.3 of TS 23.501 [2].
NOTE 3:	The Reflective QoS Timer that is sent to the UE has to be in alignment with the corresponding timer configured in the UPF (defined in clause 5.7.5.3 of TS 23.501 [2]).
The Authorized Session-AMBR defines the UL/DL Aggregate Maximum Bit Rate for the Non-GBR QoS Flows of the PDU Session, which is enforced in the UPF as defined in clause 5.7.1 of TS 23.501 [2]. The PCF may provide the Authorized Session-AMBR in every interaction with the SMF. When the SMF receives it from the PDU Session policy, it is provided to the UPF over N4 interface for the enforcement.
The Authorized default 5QI/ARP defines the 5QI and ARP values of the QoS Flow associated with the default QoS rule as described in clause 6.2.2.4. The PCF may provide a 5QI Priority Level per clause 5.7.3.3 of TS 23.501 [2] together with the Authorized default 5QI, when a 5QI Priority Level value different from the standardized Default Priority Level value in the QoS characteristics Table 5.7.4-1 in TS 23.501 [2] is required. The SMF applies the Authorized default 5QI/ARP also for the QoS Flow binding as described in clause 6.1.3.2.4.
The Time Condition and Subsequent Authorized Session-AMBR / Subsequent Authorized default 5QI/ARP are used together and up to four instances with different values of the Time Condition parameter may be provided by the PCF. Time Condition indicates that the associated Subsequent Authorized Session-AMBR/ Subsequent Authorized default 5QI/ARP is only applied when the time defined by this attribute is met. The PCF may provide a 5QI Priority Level per clause 5.7.3.3 of TS 23.501 [2] together with the Subsequent Authorized default 5QI, when a 5QI Priority Level value different from the standardized Default Priority Level value in the QoS characteristics Table 5.7.4-1 in TS 23.501 [2] is required. When the SMF receives a Time Condition and Subsequent Authorized Session-AMBR/ Subsequent Authorized default 5QI/ARP pair, it stores it locally. The SMF shall discard any previously received Subsequent Authorized Session-AMBR / Subsequent Authorized default 5QI/ARP instances on explicit instruction as well as whenever the PCF provides a new instruction for one or more Subsequent Authorized Session-AMBR / Subsequent Authorized default 5QI/ARP. When the time defined by the Time Condition parameter is reached, the SMF shall apply (or instruct the UPF to apply) Subsequent Authorized Session-AMBR/ Subsequent Authorized default 5QI/ARP.
NOTE 4:	In order to reduce the risk for signalling overload, the PCF should avoid simultaneous provisioning of the Subsequent Authorized Session-AMBR/ Subsequent Authorized default 5QI/ARP for many UEs (e.g. by spreading over time).
NOTE 5:	In order to provide further Subsequent Authorized Session-AMBR/ Subsequent Authorized default 5QI/ARP in a timely fashion the PCF can use its own clock to issue the desired changes or use the Revalidation time limit parameter to trigger an SMF request for a policy decision.
NOTE 6:	For services that depend on specific Session-AMBR and/or default 5QI/ARP (e.g. MPS session) the PCF is responsible to ensure that no Subsequent Authorized Session-AMBR or Subsequent Authorized default 5QI/ARP interfere with the service, e.g. by removing the Subsequent Authorized Session-AMBR or Subsequent Authorized default 5QI/ARP before the respective change time is reached.
The Monitoring Key is the reference to a resource threshold. Any number of PCC Rules may share the same monitoring key value. The monitoring key values for each service shall be operator configurable.
It shall also be possible for an operator to use the Monitoring Key parameter to indicate usage monitoring on an PDU Session level or, in the case of an MA PDU Session, to indicate usage monitoring on PDU Session level for the 3GPP access and/or the Non-3GPP access.
Usage monitoring on PDU Session level is active when a PDU Session is active when a Monitoring Key for the PDU Session and a corresponding volume and/or time threshold value have been provided to the SMF. Usage monitoring on Monitoring key level is active when a volume and/or time threshold has been provided for a Monitoring Key to the SMF and there is at least one PCC rule active for the PDU Session that is associated with that Monitoring Key.
The Volume threshold indicates the overall user traffic volume value after which the SMF shall report the Usage threshold reached trigger to the PCF.
The Time threshold indicates the overall resource time usage after which the SMF shall report the Usage threshold reached trigger to the PCF.
The Monitoring time indicates the time at which the SMF shall store the accumulated usage information.
The Subsequent Volume threshold indicates the overall user traffic volume value measured after Monitoring time, after which the SMF shall report the Usage threshold reached trigger to the PCF.
The Subsequent Time threshold indicates the overall resource time usage measured after Monitoring time, after which the SMF shall report the Usage threshold reached trigger to the PCF.
The Inactivity Detection Time indicates the period of time after which the time measurement shall stop, if no packets are received during that time period.
The Port Management Information Container carries Ethernet or IP port management information for an Ethernet/IP port located in DS-TT or NW-TT. The port for which the container is provided is identified by the port number.
The User plane node Management Information Container carries User plane node management information for a 5GS Bridge or Router.
The VPLMN specific roaming offloading policy carries the attributes for the traffic to be offloaded to the local part of DN in VPLMN. The following attributes under this policy is applicable only for the serving VPLMN. When the H-SMF receives it from PCF and HR-SBO is authorized, H-SMF shall send this policy to the V-SMF. The V-SMF may use this information to configure V-EASDF, ULCL/BP UPF and Local UPF.
The IP range(s) indicates one or more IPv4/IPv6 address range(s) that are allowed to be offloaded to the local part of the DN in VPLMN when the PDU Session is authorized for HR-SBO.
The FQDN(s) indicates one or more FQDN or FQDN range expressed by regular expression that are allowed to be offloaded to the local part of the DN in VPLMN when the PDU Session is authorized for HR-SBO.
Editor's note:	It is FFS whether to include the Authorized Session-AMBR and charging for local part of DN for VPLMN Specific Offloading Policy.

END OF CHANGES
