3GPP TSG-SA WG2#156 e-meeting
S2-2305289r01
Elbonia, 17-21 Apr 2023
(was S2-230)
Source:
Xiaomi, Philips International B.V.
Title:
Discovery and selection of SL Positioning Server UE
Document for:
Approval

Agenda Item:
9.5.2
Work Item / Release:
Ranging_SL/Rel-18
Abstract of the contribution: This contribution proposes texts on SL Positioning Server UE Discovery & Selection for TS 23.586v0.2.0. 
1.
Discussion
The solution on SL Positioning Server UE Discovery & Selection is still missing. This paper proposes the mechanism for SL Positioning Server UE Discovery & Selection.
2.
Text proposal
It is proposed to agree the following changes to TS 23.586 (all texts are new):
* * * * First change * * * *

5.2.2
SL Positioning Server UE Discovery & Selection

· 
· 
SL Positioning Server UE Discovery & Selection is performed by the Target UE, when it meets one or more of the following criteria: 

· The Target UE and the discovered SL Reference UEs are currently not served by a network supporting Ranging/SL Positioning (e.g. because they are out-of-coverage or the serving network does not support Ranging/SL Positioning).

· The Target UE receives from LMF the indication of “UE-only Operation” in LPP message;
· The Target UE receives from 5GC the indication of “UE-only Operation” during registration;
· 
The discovery of SL Positioning Server UE follows the same principles as specified in clause 5.2.1. The UE can indicate its role “SL Positioning Server UE” in its list of supported roles and the supported Sidelink Positioning methods during discovery, if it is authorized to be a SL Positioning Server UE in a given PLMN as per the Authorization and Provisioning for Ranging/SL positioning service as specified in clause 5.1.

The Target UE shall discover and select a SL Positioning Server UEs that are in the same or different serving PLMN of the Target UE and the Reference UE(s).
Editor’s note: Other criteria for the selection of  SL Positioning Server UE is FFS, and can be coordinated with RAN WGs.
Editor’s Note: It is FFS whether a Target UE can/should use SL Positioning Server UE can also be determined by policy.
In order to allow the Target UE to discover whether or not a SL Reference UE is served by a network supporting Ranging/SL Positioning, every SL Reference UE shall include an attribute during discovery that indicates whether or not the SL Reference UE is currently served by a network that supports Ranging/SL Positioning. More details on which attributes are included during discovery of SL Reference UEs and SL Positioning Server UEs can be found in clause 6.4.
* * * * End of change * * * *[image: image1.png]
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