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	Reason for change:
	In clause 5.44.3, for a UE with PEGC, there are three cases to support PDU session association for a PIN:
· Case 1: Associate one PIN per PDU session with same DNN and N-SSAI (not supported in SoH)
· Case 2: Case 2: Associate multiple PINs for sharing one PDU session (merge into 4175)
· Case 3: Associate one PIN to multiple PDU session 
Acording to S2-2305293, the following Editor’s Notes can be resolved and removed.

Editor's note:	One PIN served by more than one PDU sessions in PEGC is FFS.

	
	

	Summary of change:
	It is proposed to clarify Case 3 :
Based on operator’s policy, URSP rules needs to enhance so that
one PEGC serving one PIN may use different PDU Sessions for different groups of PINEs using different applications. The PEGC should be able to identify a group of PINEs in the same PIN that share the same PDU Session.
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*******Start of changes*******
5.44.3.1	PDU Session Establishment for PIN
When a PDU Session associated with a PIN is established by UE with PEGC, an SMF is selected according to clause 4.3.2.2.3 of TS 23.502 [3]. The UE with PEGC may use IP address allocation methods as specified in clause 5.8.2.2 (e.g. IPv6 Prefix Delegation feature).
One PEGC may serve more than one PINs and in this case the PEGC shall have at least one PDU Session for each PIN if the PIN traffic is via PEGC/5GC. 
One PDU Session may be shared by a group of PINEs within a PIN served by the PEGC and in this case, oOne PIN may be served by more than one PDU sessions in the PEGC.
Editor's note:	How and whether to handle the case where PINs share a PDU session and local switching is FFS.
Editor's note:	One PIN served by more than one PDU sessions in PEGC is FFS.
Editor's note:	The handling of the PEMC in 5GC in relation with PIN is FFS.
******* End of changes *******
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