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	Reason for change:
	As descried in the LS on TSCAI for XR (R2-2304569), RAN2 has discussed the provision of assistance information from CN to RAN for XR services and is wondering whether TSCAI can be provided for both GBR and non-GBR QoS flows in case of XR. 
In order to address the issue raised by RAN2, it is proposed to add a sentence to clarify that TSCAI can be provided for both GBR and non-GBR QoS flows in case of XRM.

	
	

	Summary of change:
	Clarify that TSCAI can be provided for both GBR and non-GBR QoS flows in case of XRM.

	
	

	Consequences if not approved:
	Whether TSCAI can be provided for both GBR and non-GBR QoS flows in case of XR is unclear.
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[bookmark: _Toc131517016]5.37.1	General
This clause provides an overview of 5GS functionalities for support of XR services (AR/VR applications) and interactive media services that require high data rate and low latency communication, e.g. cloud gaming and tactile/multi-modal communication services according to service requirements documented in TS 22.261 [2]. The standardized 5QI characteristics for such interactive services are provided in Table 5.7.4-1 and TSCAI is used to describe the related traffic characteristics of both GBR and non-GBR QoS flows as defined in clause 5.27.2. Further enhancements for these interactive media services are as follows:
-	The 5GS may support QoS policy control for multi-modal traffic, see clause 5.37.2.
-	The 5GS may support network information exposure which can be based on ECN markings for L4S, see clause 5.37.3 or 5GS exposure API, see clause 5.37.4.
-	The 5GS may support PDU Set based QoS handling including PDU Set identification and marking, see clause 5.37.5.
-	The 5GS may ensure that the UL and DL packets together meet the requested round trip delay and also update the delay for UL and DL considering QoS monitoring results, see clause 5.37.6.
-	The 5GS may perform per-flow Packet Delay Variation (PDV) monitoring and policy control according to AF provided requirements, see clause 5.37.7.
-	The 5GC may provide traffic assistance information to the NG-RAN to enable Connected mode DRX power saving, see clause 5.37.8.
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