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[bookmark: _Toc131157982][bookmark: _Toc114668188]5.10.3	MBS session announcement for V2X Application Server Discovery
The MBS session announcement for V2X Application Server Discovery is used to configure the UE for receiving local V2X Application Server information when it is provided over broadcast MBS session, as specified in clause 6.4.2.
The local Service Information contained in the broadcast is as described in clause 6.4.2, and should include similar information defined in clause 5.1.3.1.
NOTE:	Stage 3 defines the format of the local Service information.
Table 5.10.3-1: Information for MBS session announcement for V2X Application Server Discovery
	Information element
	Description

	TMGI
	TMGI information

	MBS Service Type
	Indicates that the MBS Session for the service is broadcast.

	MBS service area information
(NOTE 1)
	Identifies the service area for the MBS session.

	Frequency and/or MBS Frequency Selection Area (FSA) ID(s)
	Identification of frequency if multi carrier support is provided

	SDP information
	SDP with IP multicast address and port number used for V2X Application Server discovery via MBS.
The content of the message carries the local Service Information and should include following information:
-	Mapping of the V2X service types to V2X Application Server address information (consisting of IP address/FQDN and transport layer port#) for unicast, and MBS session announcement for V2X communication via MBS.




* * * * Start of Next Change * * * *
[bookmark: _Toc131158006]6.4.3.1	MBS service area mapping
MBS service areas for V2X services may be configured at the V2X Application Server. Such service areas are not expected to change frequently. Alternatively, the V2X Application Server may obtain the UE location information and determine the MBS service area. The V2X Application Server performs the following procedures for managing the MBS sessions:
-	MBS session related procedures specified in TS 23.247 [28] are used for managing MBS sessions.
-	The V2X Application Server derives MBS service area information (i.e. Cell ID list and/or TAI list, or geographical area information) of the target MBS service area for such MBS session related procedures.
-	The V2X Application Server may use the UE location information obtained as below for the determination of the target MBS service area to deliver V2X messages.
-	The UE may provide its geographic location or Cell ID information over V1 reference point to the V2X Application Server.
-	A UE may include its geographic location information in the V2X message, e.g. as defined in ETSI ITS (ETSI TS 102 637 2 [31], ETSI TS 102 637 3 [32]) or other ITS specifications.
-	A UE may provide its geographic location information in the V2X message and Cell ID information in the signalling to the V2X Application Sever.
-	From such MBS session related procedures, the V2X Application Server knows which MBS session(s) are serving the target MBS service area. Hence, the V2X Application Server forwards a V2X message to the appropriate MBS session(s).
-	The V2X Application Server can apply a location dependent MBS service as defined in clause 6.2 of TS 23.247 [28] for the distribution of different content data to different MBS service areas in such a manner that the areas are transparent to receiving UEs and the received content of a UE is determined by its location.
NOTE:	The V2X application in the UE discards the messages that are not relevant to the UE based on procedures internal to the UE.
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