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[bookmark: _Toc138309727]*************************** Start of Changes ***************************
[bookmark: _Toc138309049]4.11.2.x	Support of the Unavailability Period Feature
If a Registration Request includes an Unavailability Period Duration and/or Start of Unavailability Period and indicates that the UE is in the EMM-REGISTERED state and the AMF is configured to support 5GS-EPS interworking without N26 procedure, the AMF sends an Nudm_UECM_Registration Request message to the HSS+UDM to provide the Unavailability Period Duration and/or Start of Unavailability Period to the HSS+UDM. The HSS+MME sends an Insert Subscriber Data message to the MME to provide the Unavailability Period Duration and/or Start of Unavailability Period. The MME may use the Unavailability Period Duration and/or Start of Unavailability Period to adjust the UE’s Implicit Detach timer such that the MME does not implicitly detach the UE while the UE is unavailable. If the AMF indicated Interworking without N26 interface is supported in the Registration Accept message and the UE’s periodic TAU timer expires while the UE is unavailable, the UE may initiate a Tracking Area Update procedure once the event which makes the UE unavailable is completed in the UE. If the AMF indicated Interworking without N26 interface is not supported in the Registration Accept message and the UE’s periodic TAU timer expires while the UE is unavailable, the UE may consider itself implicitly detached from EPC once the event which makes the UE unavailable is completed in the UE.

*************************** End of Changes ****************************

