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When the direct Ranging/Sidelink positioning between the SL Reference UE and Target UE cannot be supported, Ranging/Sidelink Positioning between a SL Reference UE and a Target UE over PC5 may use assistance of another UE.
NOTE: It is assumed only relative location or distance will be determined in this scenario.
In case that another UE is used to assist to determine relative location or location between the SL Reference UE and a Target UE, the following principles apply:
-	SL Reference UE (as SL Positioning Client UE) triggers the UE providing the assistance to perform Ranging/SL Positioning procedure with the Target UE, as described in clause 5.6.2.2, to get the Ranging result between UE providing the assistance and the Target UE.
-	SL Reference UE performs Ranging/SL Positioning procedure between SL Reference UE and the UE providing the assistance, to get the Ranging result between SL Reference UE and UE providing the assistance. 
-	A same scheduled ranging time is used for the ranging service operations to get more accurate ranging result. SL Reference UE can decide a scheduled ranging time, and share it with the UE providing the assistance.
-	SL Reference UE calculates the Ranging result based on the the received Ranging result between UE providing the assistance and the Target UE and the Ranging result between SL Reference UE and UE providing the assistance.
-	For the UE providing the assistance involved for periodic Ranging/sidelink positioning, the SL Reference UE determines, at the beginning of every ranging cycle, whether to keep using the existing UE providing the assistance, or select a new UE providing the assistance or no use of the UE providing the assistance based on e.g. signal strength or whether LOS path exists:
-	If the UE providing the assistance is still required, the existing UE providing the assistance continues to be used, or a new UE providing the assistance is discovered and selected.
-	If the UE providing the assistance is no longer required, the SL Reference UE can switch to direct ranging operation for the next Ranging/SL Positioning.
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