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[bookmark: _Toc493487903]FIRST CHANGE

[bookmark: _Toc58920584][bookmark: _Toc138251167]4.3.5	UE
A target UE may support positioning according to four different modes:
-	UE assisted mode (the UE obtains location measurements and sends the measurements to another entity (e.g. an LMF) to compute a location);
-	UE based mode (the UE obtains location measurements and computes a location estimate making use of assistance data provided by serving PLMN);
-	standalone mode (the UE obtains location measurements and computes a location estimate without making use of assistance data provided by serving PLMN);
-	network based mode (a serving PLMN obtains location measurements of signals transmitted by a target UE and computes a location estimate).
NOTE:	The transmission of UE signals for network based mode may or may not be transparent to the UE.
Positioning procedures used by a UE for NG-RAN access are described in TS 38.305 [9].
A limited set of UE positioning capabilities and UE user plane positioning capabilities can be transferred to the 5GCN in the 5GMM capability during registration of the UE as described in TS 24.501 [11]. Some of these positioning capabilities may be transferred subsequently to an LMF as described in TS 29.572 [12]. UE positioning capabilities may also be transferred directly to a location server (e.g. LMF).
Additional functions which may be supported by a UE to support location services include the following.
-	Support location requests received from a network for 5GC-MT-LR, 5GC-NI-LR or a deferred 5GC-MT-LR for periodic or triggered location.
-	Support location requests to a network for a 5GC-MO-LR.
-	Support privacy notification and verification for a 5GC-MT-LR or deferred 5GC-MT-LR for periodic or triggered location.
-	Send updated privacy requirements to a serving AMF (for transfer to a UDR via UDM).
-	Support periodic or triggered location reporting to an LMF.
-	Support change of a serving LMF for periodic or triggered location reporting.
-	Support cancelation of periodic or triggered location reporting.
-	Support multiple simultaneous location sessions.
-	Support the reception of unciphered and/or ciphered assistance data broadcast by NG-RAN.
-	Support the reception of ciphering keys for the assistance data from the AMF.
-	Support handling of 5GC-MT-LR, 5GC-NI-LR, 5GC-MO-LR and deferred 5GC-MT-LR for periodic or triggered location over a user plane connection between UE and LMF.
-	Support reporting of location events for a periodic or triggered 5GC-MT-LR over a user plane connection to an LCS Client or AF with periodic cumulative event reports being sent over control plane to the LMF, H-GMLC and LCS Client or AF.

Next CHANGE

[bookmark: _Toc138251174]4.3.12	Network Repository Function, NRF
In addition to the functions defined in TS 23.501 [18],	the NRF may perform the following functions:
-	Support to store or update PRU existence indication in TAI level in LMF profile based on request from PRU serving LMF.
-	Support LMF(s) with PRU function discovery by AMF.
-	LMF discovery by considering user plane Positioning Capability.

Next CHANGE

[bookmark: _Toc138251297]6.18.1	LMF initiated User Plane Connection
LMF may trigger the user plane connection establishment after receiving a location request from AMF if target UE does not have user plane connection with LMF. AMF also subscribes from LMF the status of LCS user plane connection for the target UE, using a Nlmf_Location_UPNotify Subscribe message if the UE supports user plane positioning. Figure 6.18.1-1 shows a procedure triggered by LMF to support positioning over the user plane connection between UE and LMF.


Figure 6.18.1-1: Positioning via a User Plane Connection between UE and LMF initiated by LMF
1.	Based on UE user plane positioning capability, control plane congestion status (e.g. AMF load status) and other implementation factors, LMF decides whether to continue the position procedure via a user plane connection between UE and LMF.
	LMF may invoke Nnrf_NFDiscovery service operation for control plane congestion status (e.g. AMF load information). Based on AMF load information, LMF may determine to use user plane positioning, if there is available user plane connection between UE and LMF.
	Steps 2-7 are skipped if there is already a user plane connection context of the target UE in LMF and LMF determines to utilize the user plane connection for positioning.
NOTE:	LMF can select user plane positioning for specific positioning methods (e.g. motion sensor-based method) and it is based on implementation and local configuration to determine which positioning method requires user plane transport.
2.	[Conditional] If LMF decides to utilize user plane for positioning and there is no established secure user plane connection between the UE and LMF, LMF invokes Namf_communication_N1N2Transfer service operation to sends thea user plane information to AMF in a NAS container to indicate UE to utilize user plane over TLS for positioning. The user plane information includes the user plane positioning address of the LMF, security related information.
Editor's note:	The security mechanism and security information provided by LMF to UE is subject to SA WG3's work. It is FFS how the UE user plane positioning capability and LMF user plane information is transferred, e.g. based on enhanced LPP, supplementary service or NAS message.
3.	[Conditional] When AMF receives the user plane information from LMF in step 2, AMF sends it to UE via a DL NAS TRANSPORT message.
4.	[Conditional] If there is no established applicable PDU session for the user plane positioning, the UE uses the URSP as defined in TS 23.503 [41] which includes user plane positioning related PDU session parameters, e.g. a dedicated DNN and S-NSSAI, to establish the PDU session for user plane positioning. UE may send an acknowledgement to LMF through AMF to indicate a success of utilization of a user plane connection for positioning service or a failure to utilize the user plane connection, e.g. no suitable PDU session established.
5.	[Conditional] AMF sends the acknowledgement received in step 4 to the LMF via Namf_N1messageNotify service.
6.	[Conditional] If LMF knows the UE IP address information, LMF may notify UE to setup the secure user plane connection through the known UE IP address.
Editor's note:	It is stage 3 to check and decide the protocol used by LMF to notify UE through the known UE IP address.
7.	[Conditional] UE establishes a secured user plane connection with LMF. If LMF send its FQDN to the UE, a DNS server/resolver is used to resolve the IP address of LMF (e.g. EASDF or local DNS for local LMF address resolution).
Editor's note:	IP address and/or FQDN as LMF address information needs to be checked/verified based on CT1/CT3 feedback.
8.	[Conditional] LMF indicates AMF in the Nlmf_Location_UPNotify message that user plane connection between the UE and LMF has been established.
9.	[Conditional] The AMF stores the LCS-UP connection context as part of UE context.
10.	If LMF or UE determines to utilize the user plane connection for positioning and the secure user plane connection is established, LPP messages are transferred between UE and LMF for UE based positioning, UE assisted positioning and delivery of assistance data. Supplementary services event report messages from UE may also be transferred to LMF via the established user plane connection.

END OF CHANGES
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