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[bookmark: _Toc36192492][bookmark: _Toc20204675][bookmark: _Toc51835313][bookmark: _Toc45193594][bookmark: _Toc27895389][bookmark: _Toc145940436][bookmark: _Toc47593226]5.2.12.2.1	General
The operations defined for Nudr_DM service use following set of parameters defined in this clause:
-	Data Set Identifier: uniquely identifies the requested set of data within the UDR (see clause 4.2.5).
-	Data Subset Identifier: it uniquely identifies the data subset within each Data Set Identifier. As specified in the procedures in clause 4, e.g. subscription data can consist of subsets particularised for specific procedures like mobility, session, etc.
-	Data Keys defined in Table 5.2.12.2.1-1
For Nudr_DM_Subscribe and Nudr_DM_Notify operations:
-	The Target of Event Reporting is made up of a Data Key and possibly a Data Sub Key both defined in Table 5.2.12.2.1-1. When a Data Sub Key is defined in the table but not present in the Nudr_DM_Subscribe this means that all values of the Data Sub Key are targeted.
-	The Data Set Identifier plus (if present) the (set of) Data Subset Identifier(s) corresponds to a (set of) Event ID(s) as defined in clause 4.15.1
An NF Service Consumer may include an indicator when it invokes Nudr_DM Query/Create/Update service operation to subscribe the changes of the data, to avoid a separate Nudr_DM_Subscribe service operation.
Depending on the use case, it is possible to use a Data Key and/or one or multiple Data sub keys to further identify the corresponding data, as defined in Table 5.2.12.2.1-1 below.
[bookmark: _CRTable5_2_12_2_11]Table 5.2.12.2.1-1: Data keys
	Data Set
	Data Subset
	Data Key
	Data Sub Key

	
	Access and Mobility Subscription data
	SUPI
	Serving PLMN ID and optionally NID

	
	SMF Selection Subscription data
	SUPI
	Serving PLMN ID and optionally NID

	
	UE context in SMF data
	SUPI
	PDU Session ID or DNN

	Subscription Data (see clause 5.2.3.3.1)
	SMS Management Subscription data
	SUPI
	Serving PLMN ID and optionally NID

	
	SMS Subscription data
	SUPI
	Serving PLMN ID and optionally NID

	
	Session Management Subscription data
	SUPI
	S-NSSAI

	
	
	
	DNN

	
	
	
	Serving PLMN ID and optionally NID

	
	Slice Selection Subscription data
	SUPI
	Serving PLMN ID and optionally NID

	
	Group Data
(NOTE 5)
	Internal Group Identifier or
External Group Identifier
	-

	
	Identifier translation
	GPSI
	

	
	
	SUPI
	Application Port ID, MTC Provider Information, AF Identifier

	
	Intersystem continuity Context
	SUPI
	DNN

	
	LCS privacy
	SUPI
	-

	
	LCS mobile origination
	SUPI
	-

	
	UE reachability
	SUPI
	-

	
	Group Identifier Translation
	Internal Group Identifier or
External Group Identifier
	-

	
	UE context in SMSF data
	SUPI
	-

	
	V2X Subscription data
	SUPI
	-

	
	A2X Subscription data
	SUPI
	-

	
	ProSe Subscription data
	SUPI
	-

	
	User consent
	SUPI
	Purpose

	
	ECS Address Configuration Information (See Table 4.15.6.3d-1)
	SUPI, Internal group identifier or external group identifier or any UE
	DNN, S-NSSAI, (Serving) PLMN ID (NOTE 7)

	
	MBS Subscription data
(see clause 6.4.3 of TS 23.247 [78])
	SUPI
	-

	
	Ranging/Sidelink Positioning Subscription data
	SUPI
	-

	
	Shared data
	Shared Data ID
	-

	Application data
	Packet Flow Descriptions (PFDs)
	Application Identifier
	-

	
	AF traffic influence request information for traffic routing
	AF transaction internal ID
	

	
	(See clause 5.6.7 and clause 6.3.7.2 of TS 23.501 [2])
	S-NSSAI and DNN
accompanied with
Internal Group Identifier(s) and/or Subscriber Category(s) or SUPI or "any UE" indication (NOTE 4) (NOTE 6)
	

	
	AF traffic influence request information for service function chaining
	AF transaction internal ID
	

	
	(See clause 5.6.16 and clause 6.3.7.2 of TS 23.501 [2])
	S-NSSAI and DNN
and
Internal Group Identifier or SUPI or "any UE" indication (NOTE 4)
	

	
	Background Data Transfer
(NOTE 3)
	Internal Group Identifier or SUPI
	

	
	Service specific information (See clause 4.15.6.7)
	S-NSSAI and DNN
or
Internal Group Identifier or SUPI or "any UE" indication (NOTE 4) or "PLMN ID(s) of inbound roamer"
	

	
	EAS Deployment Information
(See clause 7.1 of TS 23.548 [74])
	DNN and/or S-NSSAI
	Application Identifier and/or Internal Group Identifier

	
	AM influence information (See clause 4.15.6.9.3)
	AF transaction internal ID
	

	
	
	S-NSSAI and DNN
and/or
Internal Group Identifier or SUPI or "any UE" indication or any inbound roaming UEs (NOTE 4, NOTE 8)
	

	
	AF request for QoS information (See clause 4.15.6.14)
	AF transaction internal ID
	

	
	
	S-NSSAI and DNN
and/or
Internal Group Identifier or SUPI or "any UE" indication (NOTE 4)
	

	Policy Data
	UE context policy control data
(See clause 6.2.1.3 of TS 23.503 [20])
	SUPI
	

	
	PDU Session policy control data
	SUPI
	S-NSSAI

	
	(See clause 6.2.1.3 of TS 23.503 [20])
	
	DNN

	
	Policy Set Entry data
(See clause 6.2.1.3 of TS 23.503 [20])
	SUPI (for the UDR in HPLMN)
	

	
	
	PLMN ID (for the UDR in VPLMN)
	

	
	Remaining allowed Usage data
	SUPI
	S-NSSAI

	
	(See clause 6.2.1.3 of TS 23.503 [20])
	
	DNN

	
	Sponsored data connectivity profiles (See clause 6.2.1.6 of TS 23.503 [20])
	Sponsor Identity
	

	
	Background Data Transfer data
(See clause 6.2.1.6 of TS 23.503 [20])
	Background Data Transfer Reference ID. (NOTE 2)
	

	
	
	None. (NOTE 1)
	

	
	Network Slice Specific Control Data
(See clause 6.2.1.3 of TS 23.503 [20])
	S-NSSAI
	

	
	Operator Specific Data
	SUPI or GPSI
	

	
	Planned Data Transfer with QoS requirements data
(See clause 6.2.1.6 of TS 23.503 [20])
	PDTQ Reference ID. (NOTE 10)
	

	
	
	None. (NOTE 9)
	

	
	Group Specific Control Data
(See clause 6.2.1.3 of TS 23.503 [20])
	DNN and S-NSSAI
	

	Exposure Data
	Access and Mobility Information
	SUPI or GPSI
	PDU Session ID or 

	(see clause 5.2.12.1)
	Session Management information
	SUPI or GPSI
	UE IP address or DNN

	
	DNAI mapping information
	DNN and/or S-NSSAI
	

	NOTE 1:	Retrieval of the stored Background Data Transfer data for all ASP identifiers in the UDR requires Data Subset but no Data Key or Data Subkey(s).
NOTE 2:	Update of a Background Data Transfer data in the UDR requires a Data key to refer to a Background Data Transfer data as input data.
NOTE 3:	The Background Data Transfer includes the Background Data Reference ID and the ASP Identifier that requests to apply the Background Data Reference ID to the UE(s). Furthermore, the Background Data Transfer includes the relevant information received from the AF as defined in clause 6.1.2.4 of TS 23.503 [20].
NOTE 4:	When the Data Key targets "any UE", then the request to UDR applies on Application data that applies on all subscribers of the PLMN. For encoding, see TS 29.519 [82].
NOTE 5:	Group Data includes 5G VN group configuration, DNN and S-NSSAI specific Group Parameters and any other data related to a group stored in the UDR.
NOTE 6:	If a list of Internal Group IDs is used, the AF traffic influence request information request applies to the UEs that belong to every one of these groups, i.e. a single UE needs to be a member of every group in the list of Internal Group IDs.
NOTE 7:	When the Data Key targets "PLMN ID", then the request to UDR applies on subscription data about subscribers roaming in this PLMN.
NOTE 8:	In LBO roaming scenarios, when the AF request targets "any inbound roaming UEs", the AM influence information applies to the roaming subscribers from a PLMN or from any PLMN.
NOTE 9:	Retrieval of the stored Planned Data Transfer with QoS requirements data for all ASP identifiers in the UDR requires Data Subset but no Data Key or Data Subkey(s).
NOTE 10:	Update of a Planned Data Transfer with QoS requirements data in the UDR requires a Data key to refer to a Planned Data Transfer with QoS requirements data as input data.



The content of the UDR storage for (Data Set Id= Application Data, Data Subset Id = AF TrafficInfluence request information) is specified in clause 5.6.7, Table 5.6.7-1 of TS 23.501 [2]. This information is written by the NEF and read by the PCF(s). PCF(s) may also subscribe to changes onto this information.
* * * * End of changes * * * *


