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Abstract: Propose a new key issue to study the enhancement for PDU set information and PDU set QoS handling for WT #1.1.	
1 Discussion
[bookmark: _Hlk85614707]In Rel18, the basic mechanism of PDU set based QoS handling are introduced. While there are still something lack to be further studied and specified. 
1. How to support the Alternative PDU set QoS profile for XR traffic.
2. Whether to introduce some new PDU set information e.g. start of burst, based on SA4’s work.
3. How to enhance the PSIHI or discard processing with supporting the identification of important PDUs within one PDU set, i.e. only when the important PDUs are discarded, the whole PDU set is considered as useless.
4. Based on the AF requirement/allowance, the network can discard redundant PDUs once the FEC is used for XR traffic. 
2 Proposal
[bookmark: _Hlk513714389]It is proposed to capture the following changes in TR 23.700-70.
[bookmark: _Toc436124703][bookmark: _Toc509905226][bookmark: _Toc22214904][bookmark: _Toc435670433][bookmark: _Toc23254037][bookmark: _Toc510604403]FIRST CHANGE(all new texts)
[bookmark: _Toc326248702][bookmark: _Toc421821979][bookmark: _Toc324232211]X.y	Key Issue #x – Enhancement for PDU set information and PDU set QoS handling
[bookmark: _Toc421821980][bookmark: _Toc326248703]X.y.1	Description
In Rel18, the basic mechanism of PDU set based QoS handling has been introduced. While there are still something need to be further studied and specified. The Key Issue should include:
-	How to support the Alternative PDU set QoS profile for XR traffic.
-	Whether to introduce some new PDU set information e.g. start of burst, based on SA4’s work.
-	How to enhance the PSIHI or discard processing with supporting the identification of important PDUs within one PDU set, i.e. only when the important PDUs are discarded, the whole PDU set is considered as useless.
-	Based on the AF requirement/allowance, the network can discard redundant PDUs once the FEC is used for XR traffic.
[bookmark: _Hlk94089051] - How the application provide the assistance information to 5GS to support the dynamic change in traffic transmission in user plane.
End of CHANGES 


