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Abstract of the contribution: This paper proposes KI description for WT#1.3
Discussion
SP-231198 defined FS_XRM Ph2 WT#1.3 for Rel. 19 as: 
WT#1 Enhancement for PDU Set based QoS handling. 
WT#1.3 Enhancements to support PDU Set based QoS handling in uplink direction.  
A Rel. 19 KI needs to be defined for these WT. The following is proposed. 

Proposal
It is proposed to define the following KI for Rel. for XRM_Ph2 WT#1 for incorporation in the XRM Ph2 TR23.700-70.

*** Start of changes ***

X.1	Key Issue #X: Enhancements to support PDU Set based QoS handling in uplink
X.1.1	Description 
For the uplink, currently if PDU Set handling is performed in the UE, the UE autonomously detects PDU sets, determines PDU Set information and performs PDU Set handling in an implementation specific manner. For instance, the 5GC does not provide information to assist the UE with identifying the media protocol, determining what should be detected as a PDU Set (e.g. slice, frame), detecting PDU Sets, determining PDU Set information or specifying the PDU Set QoS to be maintained. 

This Key Issue looks at: 
· whether and how PDU Set based handling can be better supported in the uplink direction. Particular attention should be paid to integration of PDU Set based detection, PDU Set discard and handling at the UE with the PDU Set QoS policy control and AF requests for PDU Set QoS for uplink traffic.  
  

3GPP
