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>>>>NEXT CHANGE<<<<
5.7.4	Standardized 5QI to QoS characteristics mapping
Standardized 5QI values are specified for services that are assumed to be frequently used and thus benefit from optimized signalling by using standardized QoS characteristics. Dynamically assigned 5QI values (which require a signalling of QoS characteristics as part of the QoS profile) can be used for services for which standardized 5QI values are not defined. The one-to-one mapping of standardized 5QI values to 5G QoS characteristics is specified in table 5.7.4-1.
Table 5.7.4-1: Standardized 5QI to QoS characteristics mapping
	5QI
Value
	Resource Type
	Default Priority Level
	Packet Delay Budget
	Packet Error
Rate 
	Default Maximum Data Burst Volume
(NOTE 2)
	Default
Averaging Window
	Example Services

	1

	
GBR
	20
	100 ms
(NOTE 11,
NOTE 13)
	10-2
	N/A
	2000 ms
	Conversational Voice

	2

	(NOTE 1)
	40
	150 ms
(NOTE 11,
NOTE 13)
	10-3
	N/A
	2000 ms
	Conversational Video (Live Streaming)

	3
	
	30
	50 ms
(NOTE 11,
NOTE 13)
	10-3
	N/A
	2000 ms
	Real Time Gaming, V2X messages
Electricity distribution – medium voltage, Process automation - monitoring

	4

	
	50
	300 ms
(NOTE 11,
NOTE 13)
	10-6
	N/A
	2000 ms
	Non-Conversational Video (Buffered Streaming)

	65
(NOTE 9,
NOTE 12)
	
	7
	75 ms
(NOTE 7, NOTE 8)
	
10-2
	N/A
	2000 ms
	Mission Critical user plane Push To Talk voice (e.g., MCPTT)

	66
(NOTE 12)

	
	
20
	100 ms
(NOTE 10,
NOTE 13)
	
10-2
	N/A
	2000 ms
	Non-Mission-Critical user plane Push To Talk voice

	67
(NOTE 12)

	
	15
	100 ms
(NOTE 10,
NOTE 13)
	10-3
	N/A
	2000 ms
	Mission Critical Video user plane

	75
(NOTE 14)
	
	
	
	
	
	
	

	5
	Non-GBR
	10
	100 ms
NOTE 10,
NOTE 13)
	10-6
	N/A
	N/A
	IMS Signalling

	6
	(NOTE 1)
	
60
	
300 ms
(NOTE 10,
NOTE 13)
	
10-6
	N/A
	N/A
	Video (Buffered Streaming)
TCP-based (e.g., www, e-mail, chat, ftp, p2p file sharing, progressive video, etc.)

	7
	
	
70
	
100 ms
(NOTE 10,
NOTE 13)
	
10-3
	N/A
	N/A
	Voice,
Video (Live Streaming)
Interactive Gaming

	8
	
	
80
	


300 ms
(NOTE 13)
	


10-6
	


N/A
	


N/A
	
Video (Buffered Streaming)
TCP-based (e.g., www, e-mail, chat, ftp, p2p file sharing, progressive

	9
	
	90
	
	
	
	
	video, etc.)

	69
(NOTE 9, NOTE 12)
	
	5
	60 ms
(NOTE 7, NOTE 8)
	10-6
	N/A
	N/A
	Mission Critical delay sensitive signalling (e.g., MC-PTT signalling)

	70
(NOTE 12)

	
	55
	200 ms
(NOTE 7,
NOTE 10)
	10-6
	N/A
	N/A
	Mission Critical Data (e.g. example services are the same as 5QI 6/8/9)

	79
	
	65
	50 ms
(NOTE 10,
NOTE 13)
	10-2
	N/A
	N/A
	V2X messages

	80
	
	68
	10 ms
(NOTE 5,
NOTE 10)
	10-6
	N/A
	N/A
	Low Latency eMBB applications Augmented Reality

	82
	Delay Critical GBR
	19
	10 ms
(NOTE 4)
	10-4
	255 bytes
	2000 ms
	Discrete Automation (see TS 22.261 [2])

	83
	
	22
	10 ms
(NOTE 4)
	10-4
	1354 bytes
(NOTE 3)
	2000 ms
	Discrete Automation (see TS 22.261 [2])

	84
	
	24
	30 ms
(NOTE 6)
	10-5
	1354 bytes
(NOTE 3)
	2000 ms
	Intelligent transport systems (see TS 22.261 [2])

	85
	
	21
	5 ms
(NOTE 5)
	10-5
	255 bytes
	2000 ms
	Electricity Distribution- high voltage (see TS 22.261 [2])

	NOTE 1:	A packet which is delayed more than PDB is not counted as lost, thus not included in the PER.
NOTE 2:	It is required that default MDBV is supported by a PLMN supporting the related 5QIs.
NOTE 3:	This MDBV value is set to 1354 bytes to avoid IP fragmentation for the IPv6 based, IPSec protected GTP tunnel to the 5G-AN node (the value is calculated as in Annex C of TS 23.060 [56] and further reduced by 4 bytes to allow for the usage of a GTP-U extension header).
NOTE 4:	A delay of 1 ms for the delay between a UPF terminating N6 and a 5G-AN should be subtracted from a given PDB to derive the packet delay budget that applies to the radio interface.
NOTE 5:	A delay of 2 ms for the delay between a UPF terminating N6 and a 5G-AN should be subtracted from a given PDB to derive the packet delay budget that applies to the radio interface.
NOTE 6:	A delay of 5 ms for the delay between a UPF terminating N6 and a 5G-AN should be subtracted from a given PDB to derive the packet delay budget that applies to the radio interface.
NOTE 7:	For Mission Critical services, it may be assumed that the UPF terminating N6 is located "close" to the 5G_AN (roughly 10 ms) and is not normally used in a long distance, home routed roaming situation. Hence delay of 10 ms for the delay between a UPF terminating N6 and a 5G_AN should be subtracted from this PDB to derive the packet delay budget that applies to the radio interface.
NOTE 8:	In both RRC Idle and RRC Connected mode, the PDB requirement for these 5QIs can be relaxed (but not to a value greater than 320 ms) for the first packet(s) in a downlink data or signalling burst in order to permit reasonable battery saving (DRX) techniques.void.
NOTE 9:	It is expected that 5QI-65 and 5QI-69 are used together to provide Mission Critical Push to Talk service (e.g., 5QI-5 is not used for signalling). It is expected that the amount of traffic per UE will be similar or less compared to the IMS signalling.
NOTE 10:	In both RRC Idle and RRC Connected mode, the PDB requirement for these 5QIs can be relaxed for the first packet(s) in a downlink data or signalling burst in order to permit battery saving (DRX) techniques.
NOTE 11:	In RRC Idle mode, the PDB requirement for these 5QIs can be relaxed for the first packet(s) in a downlink data or signalling burst in order to permit battery saving (DRX) techniques.
NOTE 12:	This 5QI value can only be assigned upon request from the network side. The UE and any application running on the UE is not allowed to request this 5QI value.
NOTE 13:	A delay of 20 ms for the delay between a UPF terminating N6 and a 5G-AN should be subtracted from a given PDB to derive the packet delay budget that applies to the radio interface.
NOTE 14:	This 5QI is not supported in this Release of the specification as it is only used for transmission of V2X messages over MBMS bearers as defined in TS 23.285 [72] but the value is reserved for future use.



NOTE:	It is preferred that a value less than 64 is allocated for any new standardised 5QI of non-GBR Resource Type. This is to allow for option 1 to be used as described in clause 5.7.1.3 (as the QFI is limited to less than 64).

>>>> NEXT CHANGES<<<<
5.16.6	Mission Critical Services
According to TS 22.280 [37], a Mission Critical Service (MCX Service) is a communication service reflecting enabling capabilities Mission Critical Applications and provided to end users from Mission Critical Organizations and mission critical applications for other businesses and organizations (e.g. utilities, railways). An MCX Service is either Mission Critical Push To Talk (MCPTT) as defined in TS 23.379 [38], Mission Critical Video (MCVideo) as defined in TS 23.281 [39], or Mission Critical Data (MCData) as defined in TS 23.282 [40] and represents a shared underlying set of requirements between two or more MCX Service types. MCX Services are not restricted only to the ones defined in this clause and such services can also have priority treatment, if defined via operator's policy and/or local regulation.
MCX Services are based on the ability to invoke, modify, maintain and release sessions with priority, and deliver the priority media packets under network congestion conditions. As specified in TS 22.261 [2] clause 6.8, MCX Users require 5GS functionality that allows for real-time, dynamic, secure and limited interaction with the QoS and policy framework for modification of the QoS and policy framework by authorized users. The limited interaction is based on operator policy, and provides specific limitations on what aspects of the QoS and policy framework an authorized MCX User can modify. MCX Services are supported in a roaming environment when roaming agreements are in place and where regulatory requirements apply.
An MCX-subscribed UE obtains priority access to the Radio Access Network by using the Unified Access Control mechanism according to TS 22.261 [2]. This mechanism provides preferential access to UEs based on its assigned Access Identity. If an MCX-subscribed UE belongs to the special Access Identity as defined in TS 22.261 [2], the UE has preferential access to the network compared to ordinary UEs in periods of congestion. MCX subscription allows users to receive priority services, if the network supports MCX. MCX subscription entitles a USIM with special Access Identity.
When MCPTT is used for MCX-subscribed UE, in order to meet the KPIs in 3GPP TS 22.179 [x], clause 6.15, NG-RAN shall be configured to keep the UE always in RRC_CONNECTED mode. 
NOTE 1: NG-RAN configuration will be based on the appropriate ARP and 5QI of the default QoS rule. 
MCX Services leverage the foundation of the 5G QoS Model as defined in clause 5.7, and 5G Policy Control as defined in clause 5.14. It requires that the necessary subscriptions are in place for both the 5G QoS Profile and the necessary Policies. In addition, MCX Services leverage priority mechanism as defined in clause 5.22.
The terminating network identifies the priority of the MCX Service session and applies priority treatment, including paging with priority, to ensure that the MCX Service session can be established with priority to the terminating user (either an MCX User or normal user).
Priority treatment for MCX Service includes priority message handling, including priority treatment during authentication, security, and Mobility Management procedures.
Priority treatment for MCX Service sessions require appropriate ARP and 5QI (plus 5G QoS characteristics) setting for QoS Flows according to the operator's policy.
NOTE 2:	Use of QoS Flows for MCX Service sessions with non-standardized 5QI values enables the flexible assignment of 5G QoS characteristics (e.g. priority level).
When a MCX Service session is requested by an MCX User, the following principles apply in the network:
-	QoS Flows employed in a MCX Service session shall be assigned ARP value settings appropriate for the priority level of the MCX User.
-	Setting ARP pre-emption capability and vulnerability of QoS Flows related to a MCX Service session, subject to operator policies and depending on national/regional regulatory requirements.
-	Pre-emption of non-MCX Users over MCX Users during network congestion situations, subject to operator policy and national/regional regulations.
Priority treatment is applicable to IMS based multimedia services and priority PDU connectivity services.
Relative PDU priority decisions for MCX Service sessions are based on real-time data of the state of the network and/or based on modification of the QoS and policy framework by authorized users as described in clause 6.8 of TS 22.261 [2].
>>>>END OF CHANGES<<<<
3GPP
