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Abstract: This contribution proposes a new key issue.
1 Introduction
One of the FS_XRM_Ph2 study objectives is to support the following aspect as approved in SP-231198:
WT#2 QoS handling enhancement for XRM services.
WT#2.1 Study whether and what enhancements are needed for traffic detection and QoS Flow mapping for different media types multiplexed data flows within a single end-to-end transport connection.
Currently, rel18 XRM has covered PDU set handling of multiplexed data, but multiplexed data flows traffic handling considering the characteristics of each media types data has not been covered. Therefore, it is necessary to study what aspects should be additionally considered for traffic detection and QoS Flow mapping for different media types multiplexed data flows within a single end-to-end transport connection.
2 Proposal
[bookmark: _Hlk513714389]It is proposed to add the following contents to TR 23.xxx-xx.
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5.X    Key Issue #X: Supporting multiplexed data flows handling within a single end-to-end transport connection
5.X.1	Description
This key issue studies how to support different media types multiplexed data flows within a single end-to-end transport connection. In particular, this key issue will study:
· How to support traffic detection for different media types multiplexed data flows within a single end-to-end transport connection in 5GS.
· How to support QoS Flow mapping for different media types multiplexed data flows within a single end-to-end transport connection in 5GS.
Note: Coordination with RAN work may be needed.
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