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[bookmark: _Toc138254874]6.3.2.4.2	Procedure for 5G ProSe UE-to-UE Relay Discovery with Model A
Depicted in Figure 6.3.2.4.2-1 is the procedure for 5G ProSe UE-to-UE Discovery with Model A.


[bookmark: _CRFigure6_3_2_4_21]Figure 6.3.2.4.2-1: 5G ProSe UE-to-UE Relay Discovery with Model A
1.	The 5G ProSe UE-to-UE Relay has discovered other UEs in proximity (e.g. via a previous 5G ProSe UE-to-UE Relay Discovery or 5G ProSe UE-to-UE Relay Communication procedures). The 5G ProSe UE-to-UE Relay obtains the User Info ID of other UEs in proximity per RSC.
2.	The 5G ProSe UE-to-UE Relay sends a UE-to-UE Relay Discovery Announcement message. The UE-to-UE Relay Discovery Announcement message contains the Type of Discovery Message, User Info ID of the 5G ProSe UE-to-UE Relay, RSC and list of User Info ID of the 5G ProSe End UEs supporting the RSC. The UE-to-UE Relay Discovery Announcement message is sent using the Source Layer-2 ID and Destination Layer-2 ID as described in clause 5.8.4.
	The 5G ProSe UE-to-UE Relay shall only announce User Info IDs of other UEs in proximity that did not include a Announce Prohibited Indicationrelay_indication when they were previously discovered.
[bookmark: _GoBack]NOTE:	5G ProSe UE-to-UE Relay announces User Info IDs of other UEs in proximity only if their PC5 signal strength measured by the 5G ProSe UE-to-UE Relay is above configured signal strength threshold as specified in TS 38.331 [16].
	A 5G ProSe End UE monitors announcement messages from a 5G ProSe UE-to-UE Relay. The 5G ProSe End UEs determine the Destination Layer-2 ID for signalling reception as specified in clause 5.1.

* * * * Second change * * * *
[bookmark: _Toc138254875]6.3.2.4.3	Procedure for 5G ProSe UE-to-UE Relay Discovery with Model B
Depicted in Figure 6.3.2.4.3-1 is the procedure for 5G ProSe UE-to-UE Relay Discovery with Model B.


[bookmark: _CRFigure6_3_2_4_31]Figure 6.3.2.4.3-1: 5G ProSe UE-to-UE Relay Discovery with Model B
1.	The discoverer 5G ProSe End UE (UE-1) sends a 5G ProSe UE-to-UE Relay Discovery Solicitation message. The 5G ProSe UE-to-UE Relay Discovery Solicitation message contains the Type of Discovery Message, User Info ID of itself, RSC and User Info ID of the discoveree 5G ProSe End UE (UE-2) and is sent using the Source Layer-2 ID and Destination Layer-2 ID as described in clause 5.8.4.
	A 5G ProSe UE-to-UE Relays determine the Destination Layer-2 ID for signalling reception as specified in clause 5.1.
	The discoverer 5G ProSe End UE may include a Announce Prohibited Indication in the UE-to-UE Relay Discovery Solicitation message. If a 5G ProSe UE-to-UE Relay receives a Relay Discovery Soliciation message with a Announce Prohibited Indication it does not consider the 5G ProSe End UE as discovered during this procedure for inclusion in 5G ProSe UE-to-UE Relay Discovery with Model A, see clause 6.3.2.4.2, step 1.
2.	A 5G ProSe UE-to-UE Relay that matches the RSC sends a 5G ProSe UE-to-UE Relay Discovery Solicitation message. The 5G ProSe UE-to-UE Relay Discovery Solicitation message contains the Type of Discovery Message, User Info ID of the discoverer 5G ProSe End UE (UE-1), User Info ID of UE-to-UE Relay, RSC and User Info ID of the discoveree 5G ProSe End UE (UE-2) and is sent using the Source Layer-2 ID and Destination Layer-2 ID as described in clause 5.8.4.
	A 5G ProSe End UE determines the Destination Layer-2 ID for signalling reception as specified in clause 5.1.
3.	The discoveree 5G ProSe End UE (UE-2) that matches the RSC and the User Info ID of the discoveree 5G ProSe End UE (UE-2) responds to the 5G ProSe UE-to-UE Relay with a 5G ProSe UE-to-UE Relay Discovery Response message. The 5G ProSe UE-to-UE Relay Discovery Response message contains the Type of Discovery Message, RSC, User Info ID of the discoverer 5G ProSe End UE (UE-1) and User Info ID of discoveree 5G ProSe End UE (UE-2) and is sent using the Source Layer-2 ID and Destination Layer-2 ID as described in clause 5.8.4. If the discoveree 5G ProSe End UE (UE-2) receives multiple UE-to-UE Relay Discovery Solicitation messages from different 5G ProSe UE-to-UE Relays with the same RSC and the User Info ID of the discoveree 5G ProSe End UE (UE-2), it may choose to respond or not to a 5G ProSe UE-to-UE Relay (e.g. based on the PC5 signal strength of each message received).
	The discoveree 5G ProSe End UE may include a Announce Prohibited Indication in the UE-to-UE Relay Discovery Response message. If a 5G ProSe UE-to-UE Relay receives a Relay Discovery Response message with a Announce Prohibited Indication it does not consider the 5G ProSe End UE as discovered during this procedure for inclusion in 5G ProSe UE-to-UE Relay Discovery with Model A, see clause 6.3.2.4.2, step 1.
4.	The 5G ProSe UE-to-UE Relay sends a 5G ProSe UE-to-UE Relay Discovery Response message. The 5G ProSe UE-to-UE Relay Discovery Response message contains the Type of Discovery Message, User Info ID of UE-to-UE Relay, RSC and User Info ID of the discoveree 5G ProSe End UE (UE-2) and is sent using the Source Layer-2 ID and Destination Layer-2 ID as described in clause 5.8.4.
* * * * Third change * * * *
[bookmark: _CR6_4_3_7_1][bookmark: _Toc145931782][bookmark: _Toc145931814]6.4.3.7.1	Common part for Layer-2 link management over PC5 reference point for 5G ProSe UE-to-UE Relay
For the 5G ProSe Communication via 5G ProSe UE-to-UE Relay as described in clause 6.7.1 and clause 6.7.2:
-	The Direct Communication Request message over the first hop PC5 reference point includes:
-	User Info ID of source 5G ProSe End UE: the identity of the source 5G ProSe End UE requesting relay operation (i.e. User Info ID).
-	User Info ID of 5G ProSe UE-to-UE Relay: the identity of the UE-to-UE Relay provided to the source 5G ProSe End UE during 5G ProSe UE-to-UE Relay Discovery procedure (i.e. User Info ID).
-	User Info ID of target 5G ProSe End UE: the identity of the target 5G ProSe End UE provided to the source 5G ProSe End UE during UE-to-UE Relay Discovery procedure (i.e. User Info ID).
-	(optional) Destination Layer-2 ID of target 5G ProSe End UE: the unicast destination Layer-2 ID of the target 5G ProSe End UE determined by the source 5G ProSe End UE as specified in clause 5.8.2.4.
-	ProSe Service Info: the information about the ProSe identifier(s) requesting Layer-2 link establishment.
-	RSC: the connectivity service provided by the 5G ProSe UE-to-UE Relay as requested by the source 5G ProSe End UE.
-	Security Information: the information for the establishment of security for the first hop PC5 link establishment.
-	Announce Prohibited Indication: If a 5G ProSe UE-to-UE Relay receives a Direct Communication Request message with a Announce Prohibited Indication it does not consider the 5G ProSe End UE as discovered for inclusion in 5G ProSe UE-to-UE Relay Discovery with Model A, see clause 6.3.2.4.2, step 1.
NOTE 1:	The Security Information is defined by SA WG3.
The Direct Communication Request message over the second hop PC5 reference point includes:
-	User Info ID of source 5G ProSe End UE.
-	User Info ID of target 5G ProSe End UE.
-	User Info ID of 5G ProSe UE-to-UE Relay.
-	ProSe Service Info: the information about the ProSe identifier(s).
-	RSC: the connectivity service provided by the 5G ProSe UE-to-UE Relay as requested by the source 5G ProSe End UE.
-	Security Information: the information for the establishment of security for the second hop PC5 link establishment.
NOTE 2:	The Security Information is defined by SA WG3.
The Direct Communication Accept message over the second hop PC5 reference point includes:
-	User Info ID of target 5G ProSe End UE.
-	Announce Prohibited Indication: If a 5G ProSe UE-to-UE Relay receives a Direct Communication Accept message with a Announce Prohibited Indication it does not consider the 5G ProSe End UE as discovered for inclusion in 5G ProSe UE-to-UE Relay Discovery with Model A, see clause 6.3.2.4.2, step 1.
The Direct Communication Accept message over the first hop PC5 reference point includes:
-	User Info ID of target 5G ProSe End UE.
-	User Info ID of 5G ProSe UE-to-UE Relay.
The Link Modification Request message over the first hop PC5 reference point includes:
-	User Info ID of target 5G ProSe End UE: the identity of the target 5G ProSe End UE provided to the source 5G ProSe End UE during UE-to-UE Relay Discovery procedure.
-	(optional) Destination Layer-2 ID of target 5G ProSe End UE: the unicast destination Layer-2 ID of the target 5G ProSe End UE determined by the source 5G ProSe End UE as specified in clause 5.8.2.4.
The Link Modification Request message over the second hop PC5 reference point includes:
-	User Info ID of source 5G ProSe End UE.
-	User Info ID of target 5G ProSe End UE.
The Link Modification Accept message over the second hop PC5 reference point includes:
-	User Info ID of target 5G ProSe End UE.
The Link Modification Accept message over the first hop PC5 reference point includes:
-	User Info ID of target 5G ProSe End UE.
* * * * End of changes * * * *
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