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	Reason for change:
	RAN provides solution on NRPPa in NR to receive periodic location measurements from gNB. LMF could use this periodical location information to generate location estimates periodically. However, there is no SA2 procedure which could leverage this periodical received location information to generate location estimates periodically. 
See more discussion in DP S2-22xxxxx
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[bookmark: _Toc58920641][bookmark: _Toc145928550]6.3.X	Deferred 5GC-MT-LR Procedure for Periodic Location Events based NRPPa Periodic Measurement Request 



1.	Deferred 5GC-MT-LR steps 1-13 are executed as described in clause 6.1.1. AF or LCS clients triggers periodic location event. 
2. LMF performs one or more of the positioning procedures as it is described in step 15 in clause 6.1.1. 
3. Deferred 5GC-MT-LR steps 18-21 are executed as described in clause 6.1.1.
4. LMF based on UE capability information received in step 2 decides to perform NRPPa Periodic Measurement Request. LMF uses the time interval between successive location reports, the total number of reports received in step1 to setup periodicity. 
5. LMF invokes Nlmf_Location_EventNotify service operation as described in step 28 in clause 6.1.1 in order to transfer location information to VGMLC or (H)GMLC. 
6. Deferred 5GC-MT-LR steps 29 is executed as described in clause 6.1.1.
7a.: Deferred 5GC-MT-LR steps 30a is executed as described in clause 6.1.1.
7b-1: Deferred 5GC-MT-LR steps 30b-1 is executed as described in clause 6.1.1.
7b-2: Deferred 5GC-MT-LR steps 30b-2 is executed as described in clause 6.1.1.
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