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Abstract of the contribution: Propose a key issue about WT#1.2: Local UPF and EAS (re)selection considering N6 delay.
1	Discussion
[bookmark: _Hlk85614707]This paper is to propose a new key issue according to the WT#1.2 of FS_eEDGE_5GC_ph3.
The FS_eEDGE_5GC_ph3 objectives for WT#1.2:
- WT#1.2. Whether and how to take into account N6 Delay between the local PSA and EAS for local UPF and EAS (re)selection.
NOTE 1: For WT#1.2, whether EAS load is needed will be investigated during the study.
2 Proposal
[bookmark: _Hlk513714389]It is proposed to include the below changes into TR 23.700-49 v0.0.0.
[bookmark: _Toc23254036][bookmark: _Toc22214903]
FIRST CHANGE (all the text is new)
5.X	Key Issue #X: Local UPF and EAS (re)selection considering N6 delay
[bookmark: _Toc93394838]5.X.1	Description
In current mechanism, EAS (re)discovery by EASDF is based on the EAS Deployment Information which only includes the network deployment information, i.e. the topology information of UPF, however the EAS information are not considered since this information is not applicable to EASDF. In order to (re)discover a more suitable EAS, some dynamic information (e.g. EAS load, N6 delay between the local PSA and EAS) needs to be taken into consideration, which should be investigated together.
This key issue is to study enhancement on local UPF and EAS (re)selection. The following aspects should be studied:
· Whether and how to obtain both UL and DL N6 delay between PSA UPF and EAS.
· How to support local PSA UPF and EAS selection/re-selection with considering N6 delay.
· [bookmark: _GoBack]Whether and how to support local UPF and EAS (re)selection considering EAS load.
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