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Abstract of the contribution: This contribution proposes a new Key Issue to address work task #2 of the FS_5G_Femto.
1. Discussion 
This contribution proposes a new Key Issue to address work task #2 of the FS_5G_Femto.
	WT#2: How to enable interworking between CAG and CSG cells. 
NOTE 2: It is expected that EPC (e.g., MME), E-UTRAN and NG-RAN impacts are avoided.
NOTE 3: It is assumed that the existing CAG concept defined for PNI-NPN is re-used for Femto access control without impacts to PNI-NPN.



2. Proposal

It is proposed to include the following text in TR 23.700-45.   

*** Start of changes ***

5.X
Key Issue #X: Interworking between CAG and CSG cells.
5.X.1
General description
In mixed 4G/5G femtos in a multi-cell deployment, the access control mechanism should be investigated when the UE changes from CSG to CAG or vice versa. This key issue focuses on architecture enhancements to support, at least the following aspect need to be studied in potential solutions:
· How to support UE mobility from CSG to CAG cells or vice versa. 
NOTE 1: It is expected that MME, E-UTRAN and NG-RAN impacts are avoided.
NOTE 2: It is assumed that the existing CAG concept defined for PNI-NPN is re-used for Femto access control without impacts to PNI-NPN.
*** End of changes ***
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