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[bookmark: OLE_LINK4][bookmark: OLE_LINK5]Abstract of the contribution: A new key issue of multi-hop UE-to-Network Relay.

1. Discussion
In the SID of FS_5G_ProSe_Ph3, the following work task is introduced:
· WT-1: Enhance ProSe to support multi-hop over NR PC5 reference point
· WT-1.1: for UE-to-Network Relay
· WT-1.2: for UE-UE Relay
A new key issue of supporting multi-hop UE-to-Network Relay to address WT-1.1.

2. Proposal
It is proposed to capture the following changes into TR 23.700-03.

* * * * Start of Changes * * * * 
[bookmark: _Toc435670433][bookmark: _Toc436124703][bookmark: _Toc22214902][bookmark: _Toc23254035][bookmark: _Hlk91782751][bookmark: _Toc97293650]5.X	Key Issue #X: Support Multi-hop UE-to-Network Relay
[bookmark: _Toc22214905][bookmark: _Toc23254038]5.X.1	Description
[bookmark: OLE_LINK6][bookmark: OLE_LINK7]The Key Issue aims to study how to support multi-hop UE-to-Network Relay in following aspects:
[bookmark: OLE_LINK1]-	How to support multi-hop UE-to-Network Relay including both L2 and L3 relay.
-	How to discovery next hop and (re-)select next hop for multi-hop UE-to-Network Relay.
-	How to support end-to-end requirements between Remote UE and the network via multiple UE-to-Network Relays, including QoS (such as data rate, reliability, latency).
-	How to split QoS among multiple hops in the Remote UE to network path.
-	How to transfer data between the Remote UE and the network over the multi-hop UE-to-Network Relay.
NOTE 1:	For the involvement of NG-RAN especially L2 UE-to-Network Relay, coordination with RAN WGs is needed.
NOTE 2:	For security/privacy protection aspects, coordination with SA WG3 is needed.

* * * * End of Changes * * * * 
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