

	
SA WG2 Meeting #160-Ad-Hoc-e		S2-2400995
January 22th – 29th, 2024; Elbonia		(revision of S2-2312905, S2-2310281)
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	23.586
	CR
	0044
	rev
	2
	Current version:
	18.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X



	

	Title:	
	Update about mapping between application layer ID and SUPI

	
	

	Source to WG:
	OPPO

	Source to TSG:
	SA2

	
	

	Work item code:
	Ranging_SL
	
	Date:
	2024-01-12

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	For the SL-MT-LR procedure in clause 6.20.3 of TS 23.273, if only SUPI is provided, the GMLC should query the UDM and NEF to get the mapping Application Layer ID for the upcoming step 12 for UE discovery.
The description of GMLC function in clause 4.3.9 should also be updated.

	
	

	Summary of change:
	Update the description of GMLC function about ID mapping.

	
	

	Consequences if not approved:
	It is not clear about how to support the SUPI only scenario.

	
	

	Clauses affected:
	4.3.9

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications	
	TS 23.273 CR 0443 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1


[bookmark: _Hlk146726443]* * * * First change * * * *
[bookmark: _Toc58920582][bookmark: _Toc114570768][bookmark: _Toc125508456][bookmark: _Toc125508615][bookmark: _Toc125974542][bookmark: _Toc128730186][bookmark: _Toc133441643][bookmark: _Toc134242607][bookmark: _Toc136480500][bookmark: _Toc136480613][bookmark: _Toc153803263]4.3.9	GMLC
In addition to the functions defined in TS 23.273 [8], the GMLC supports the following:
-	enable trusted AFs and NFs to perform MT-LR by accessing GMLC directly with additional service parameters for Ranging/SL Positioning.
-	enable AFs and NFs to perform MT-LR by accessing GMLC through NEF with additional service parameters for Ranging/SL Positioning.
-	determine the serving AMF instances for the UEs involved in the Ranging/SL Positioning request and forward the request to respective serving AMF.
-	receive response from AMF and event reports from and return Ranging/SL Positioning result to NFs and AFs.
-	perform SUPI to GPSI resolution by querying UDM.
[bookmark: _Hlk155866040]-	perform Application Layer ID to GPSI or GPSI to Application Layer ID resolution by querying NEF.
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