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Abstract of the contribution: This paper introduces a key issue for interface enhancement between AF and UPF for UPF event exposure to the TR 23.700-63.
1 Discussion
The FS_ UPEAS_Ph2 SID objectives :
[bookmark: _Hlk85614707][bookmark: OLE_LINK1]WT#3: Study whether and how to enhance the interface between AF and 5GC to allow additional functionality to permit UPF handling of headers (e.g. detection of IP header, http header, etc), uplink and downlink, as well as reporting/notifications. Analysis of existing and/or new exposure and provisioning functionality/interface(s) is expected.
2 Proposal
[bookmark: _Hlk513714389]It is proposed to add the following key issue to TR 23.700-63 FS_UPEAS_Ph2.
[bookmark: _Toc22214903][bookmark: _Toc23254036]
FIRST CHANGE “all the text are new”
[bookmark: _Toc23254037][bookmark: _Toc436124703][bookmark: _Toc509905226][bookmark: _Toc22214904][bookmark: _Toc435670433][bookmark: _Toc510604403]5.X	Key Issue #X: Interface enhancement between AF and UPF for UPF event exposure
[bookmark: _Toc22214905][bookmark: _Toc23254038]5.X.1	Description
The key issue is to study how to enhance the interface between AF and 5GC to support the UPF detection of packet header for UL/DL to help expose related information. 
The following aspects should be studied:
-	Study the use cases and scenarios for UPF detection of packet header.

-	Whether and how to enhance the interface between AF and 5GC to allow UPF to detect the header of traffic to/from the UE.
-	How and what specific information the UPF can exposure to AF based on the UPF detection.
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