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Abstract of the contribution: This contribution is to propose the scope for TR 23.700-13. 

1. Introduction
The FS_AmbientIoT study was approved in SP-231803. This contribution is to provide the scope for the corresponding TR to align with the approved SI.
2. Proposal
It is proposed to agree the following changes to 3GPP TR 23.700-13.
* * * * First Change * * * *
1
Scope

The present document studies the architecture support of Ambient IoT devices, based on the services requirements defined in TS 22.369 [x] applicable to the Device types, traffic types, use cases and connectivity topologies defined in RP-234058[y]. 
Editor’s note: The reference towards RAN SID will be replaced to RAN TR when available.

* * * * Next Change * * * *
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[x] 
3GPP TS 22.369: "Service requirements for Ambient power-enabled IoT".
[y] 
3GPP RP-234058: " New SID: Study on solutions for Ambient IoT (Internet of Things) in NR".


* * * * Next Change * * * *
3.1
Terms

For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].


Device-originated – device-terminated triggered (DO-DTT): the device originated traffic is triggered by the device terminated traffic or signalling.
Device-terminated (DT): the traffic is terminated at the AIoT device.
* * * * Next Change * * * *
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].



DO-DTT
Device-originated – device-terminated triggered

DT
Device-terminated
* * * * End of Changes * * * *
