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	Reason for change:
	1. The Capability of supporting Ranging/SL Positioning is not clear so far, as some of them indicate the role of the capability (e.g., the SL positioning server UE), while some of them just are using a general capability description, they are not common for understanding and have no a common granularity. Actually, for the Target UE and reference UE, it can be understood that the role determination is defined in a specific ranging procedure, it actually can be reflected by using the Ranging/SL Positioning operations over PC5. While fFor the Located UE, SL server UE, they have additional functionalities for the Ranging/SL Positioning besides the common capability for Ranging/SL Positioning operations over PC5. As such, it is proposed to additionally describe them separately in the capability indication.

2. For the UE subsrcription parts, they also havethere is the similar issue to above. It is proposed to use a general Ranging/SL Positioning operations over PC5 to reflect the Target UE and reference UE role. While for the server UE, and Located UE and client UE, they have additional operations that need to be specifed.
.

	
	

	Summary of change:
	1. Correct the UE capability with following features:
- -	Ranging/SL Positioning operations over PC5 (i.e., for Target UE and SL Reference UE);
-	Located UE;
-	SL Positioning Server UE;
-	SL Positioning Client UE.
2. correct the UE subsrcription.

	
	

	Consequences if not approved:
	Capabilities/subscriptions of supporting Ranging/SL Positioning are not clear
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In addition to the functions defined in TS 23.287 [6] and TS 23.304 [7], the UE may support the following functions:
-	Reporting the following Ranging/SL Positioning Capabilities to 5GC over the N1 reference point:
-	Capability of supporting Ranging/SL Positioning over PC5;
NOTE:	Based on Ranging/SL Positioning control, a UE capable of Ranging/SL Positioning may take different roles in the operation, e.g. Target UE, SL Reference UE, Located UE.
-	Capability of supporting SL Positioning Server UE over PC5 indicating that the UE supports:
-	Ranging/SL Positioning operations over PC5 (i.e., for Target UE and SL Reference UE);
-	Located UE;
-	SL Positioning Server UE;
-	Procedures for Ranging/SL Positioning over PC5.
-	Procedures to Network based SL Positioning, and Network assisted SL Positioning.
-	Procedures to UE-only SL Positioning.
-	Procedures to Ranging/SL Positioning service exposure.
-	Indicating UE Policy Provisioning Request in UE Policy Container for UE triggered Ranging/SL Positioning Policy provisioning, which requests one or multiple types of policies/parameters as listed below:
-	Policy/parameters for Ranging/SL Positioning operations over PC5 (i.e., for Target UE and SL Reference UE);
-	Policy/parameters for Located UE;
-	Policy/parameters for Target UE in addition to the functions defined in TS 23.273 [8] clause 4.3.5;
-	Policy/parameters for SL Positioning Client UE;
-	Policy/parameters for SL Positioning Server UE.
-	Receiving the Ranging/SL Positioning Policy from 5GC over N1 reference point.
-	Configuration of parameters for Ranging/SL Positioning over PC5. These parameters can be pre-configured in the UE, or, if in coverage, provisioned or updated by signalling over the N1 reference point from the PCF in the HPLMN or over SR1 reference point from the Ranging/SL Positioning Application Server.
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The subscription information in the UDM contains information to give the user permission to use 5G Ranging/SL Positioning.
At any time, the operator can amend or remove the UE subscription rights from subscription information in the UDM, or to revoke the user's permission to use Ranging/SL Positioning.
The following subscription information is defined for Ranging/SL Positioning:
-	subscription for UE to perform Ranging/Sidelink Positioning over PC5.
-	subscription for UE acting as Located UE.
-	subscription for UE acting as SL positioning server UE.
-	subscription for UE acting as SL positioning client UE.
-	Ranging/SL positioning QoS parameters.
-	the list of the PLMNs authorized for Ranging/SL Positioning services, including:
-	the list of the PLMNs where the UE is authorised for Ranging/SL Positioning operationperform Ranging/SL positioning service over PC5 reference point.
-	the list of the PLMNs where the UE is authorised for Ranging/SL positioning service with Direct Discovery Model A, i.e. to announce or monitor or both.
-	the list of the PLMNs where the UE is authorised for Ranging/SL positioning service with Direct Discovery Model B, i.e. to perform Discoverer operation or Discoveree operation or both.
-	the list of the PLMNs where the UE is authorised to act as a Located UE.
-	the list of the PLMNs where the UE is authorised to act as a SL positioning server UE.
-	the list of the PLMNs where the UE is authorised to act as a SL positioning client UE.
[bookmark: _CR5_9]-	Subscription for UE acting as SL Positioning Client UE.
.
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