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	Reason for change:
	  For alignment with RAN, UE’s coverage status, location information, etc should be considered for use in anchor UE selection and be specified by SA2.
· Agreement from RAN2 in RAN2#123: Tell SA2 that like anchor UEs, a normative requirement on which server UE to select (e.g., ranking) will not be specified, and RAN2 do not intend to specify when the selection takes place; we leave it to SA2 to determine whether to specify anything.

  UE’s information such as UE’s coverage status and location information are included in selection criteria of located UE and SL positioning server UE.  For alignment with RAN, those shall also be included in SL reference UE selection criteria.
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	  UE discovery procedure is update to include SL Reference UE discovery.
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[bookmark: _CR6_3_2_4_4][bookmark: _Toc134242668][bookmark: _Toc136480563][bookmark: _Toc136480676][bookmark: _Toc153803326]5.2.X	SL Reference UE Discovery & Selection
When Ranging/Sidelink Positioning is applied for Target UE in a SL-MO-LR, SL-MT-LR, 5GC-MO-LR or 5GC-MT-LR procedure, SL Reference UE may be discovered and selected:
-	When LMF determines to apply Ranging/Sidelink Positioning for Target UE, LMF triggers the Target UE to perform discovery of the SL Reference UE.
-	When the Target UE determines to apply Ranging/Sidelink Positioning, the Target UE triggers the discovery of the SL Reference UE.
The discovery of SL Reference UEs follows the same principles as specified in clause 5.2.1. The UE can indicate its role “SL Reference UE” in its list of supported roles during discovery, if it is authorized for Ranging/SL positioning service as specified in clause 5.1.
A Target UE may discover and select one or more SL Reference UEs to be used in the Ranging/SL positioning procedures as specified in clauses 5.3 to 5.5.
When multiple candidate SL Reference UEs are discovered, the SL Reference UE(s) is selected based on:
 -	Capabilities of the candidate SL Reference UE(s), e.g. the supported Sidelink Positioning methods.
-	The required positioning QoS.
-	UE's information including whether UE is in coverage or not, etc.
[bookmark: _CR5_2_3]* * * * End of change * * * *


