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1. Overall Description:
[bookmark: _Hlk149073305][bookmark: _Hlk146817914][bookmark: OLE_LINK1]SA2 thanks RAN2’s LS on XR awareness (R2-2311590/ S2-2400018) and CT1’s LS on LS on uplink PDU Set (C1-237936/ S2-2400010) and SA2 would like to provide the following feedback to CT1’s question.
CT1 Question: 
Whether to support uplink PDU Set handling, and if yes, whether there will be NAS impact to support uplink PDU Set handling?
SA2 Answer: 
The UL PDU Set based handling is supported in release 18 and it includes separate optional features as defined by RAN side. The UE may identify PDU Sets, and how this is done is left up to UE implementation. tThe SMF may send Protocol Description associated with the QoS rule to UE. But uUsing the Protocol Description or not is left to UE implementation and the use of Protocol Description does not impact QoS Flow Mapping in the UE.

SA2 would like to notify CT1 and RAN2 that SA2 has approved the attached CR to reflect the PDU Set handling in Uplink direction. 
Besides, SA2 has noticed RAN2 has defined “In the uplink, the UE needs to be able to identify PDU Sets and Data Bursts dynamically, including PSI. How this is done is left up to UE implementation but when possible for a QoS flow, this is indicated to the gNB via UE Assistance Information.” and it is related to PDU Set QoS handling activation. SA2 would like to question if the NG-RAN haven’t received the above UAI yet when the NG RAN receives the UL PDU Set QoS parameters, whether it is still possible to receive the UAI later? 

2. Actions:
To RAN WG2, CT WG1:
[bookmark: _Hlk149073467]SA2 kindly asks RAN2, CT1 to take the above information into account and kindly asks RAN2 to provide feedback about SA2’s question.

3. Date of Next SA2 Meetings:
[bookmark: _Hlk149073428]SA2#161	26th Feb. – 1st Mar. 2024			Athens, GR
SA2#162	15th – 19th  April. 2024			 	TBD, China
