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Abstract: Terms, architecture requirements and assumptions of multi-hop U2N/U2U Relay support is proposed in this contribution. 
1. Introduction
In the agreed WT#1 of SP-231798, as shown below, the objective is to study how to support multi-hop U2N/U2U Relay.
WT#1: Enhance ProSe to support multi-hop over NR PC5 reference point 
	WT-1.1: for UE-to-Network Relay   
WT-1.2: for UE-UE Relay
NOTE 1:	The UE-to-Network Relay include both Layer-3 and Layer-2 Relays. UE-to-UE Relay include L3 Relay only.
NOTE 2:  This study requires coordination with RAN WGs.
This paper intends to provide architecture requirements and assumptions of multi-hop U2N/U2U Relay support. 
2. Text Proposal
It is proposed to capture the following changes to TR 23.700-03.
* * * * First change * * * *
[bookmark: _Toc94300248]3	Definitions of terms, symbols and abbreviations
[bookmark: _Toc94300249]3.1	Terms
For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and, TS 23.304 [4] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1] and TS 23.304 [4].
5G ProSe Intermediate UE-to-Network Relay: A 5G ProSe-enabled UE that provides functionality to support connectivity to the network for 5G ProSe Remote UE(s) by using the PC5 reference point with other 5G ProSe-enabled UEs, e.g. 5G ProSe Remote UE, 5G ProSe UE-to-Network Relay, other 5G ProSe Intermediate UE-to-Network Relays. The 5G ProSe Intermediate UE-to-Network Relay is located on the path between 5G ProSe Remote UE and 5G ProSe UE-to-Network Relay.

[bookmark: _Toc94300251]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and , TS 23.304 [4] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1] and TS 23.304 [4].
[bookmark: _Toc519004414]* * * * End of changes * * * *
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