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Abstract of the contribution: This paper proposes to add key issue on Policy enhancement for dual steer device to the FS_MASSS. 
[bookmark: _Hlk513714389]1. Proposal
The WT-D 1.3 of FS_MASSS SID includes the following:
WT#1.3: Session management enhancements and policies:
-	Study whether and how to enhance network policies provided by the HPLMN to the DualSteer Device and within the network to support DualSteer Devices.
-	Study whether and how to enhance session management procedures for initial steering and potential subsequent switching. Traffic policies are in full control of the HPLMN. For sessions subject to potential switching, assuming data anchoring in the HPLMN or, in case of PNI-NPN plus PLMN, assuming data anchoring in the PNI-NPN, study how to select the PSA UPF(s) in the HPLMN to allow routing the traffic across 3GPP accesses towards the same PSA UPF during the switching. 
Whether and how to enhance policy to realize the session management above should be a standalone KI. Thus, it is proposed to agree on the following Key issue description in the TR of FS_MASSS. 

Start of Changes (all new text below)
[bookmark: definitions][bookmark: clause4][bookmark: _Toc22192646][bookmark: _Toc23402384][bookmark: _Toc23402414][bookmark: _Toc26386411][bookmark: _Toc26431217][bookmark: _Toc30694613][bookmark: _Toc43906635][bookmark: _Toc43906751][bookmark: _Toc44311877][bookmark: _Toc50536519][bookmark: _Toc54930291][bookmark: _Toc54968096][bookmark: _Toc57236418][bookmark: _Toc57236581][bookmark: _Toc57530222][bookmark: _Toc57532423][bookmark: _Toc153792588][bookmark: _Toc153792673][bookmark: _Toc154042314][bookmark: _Toc97057813][bookmark: _Toc101170872][bookmark: _Toc97052758][bookmark: _Toc97052430][bookmark: _Toc27573][bookmark: _Toc3125][bookmark: _Toc104433101][bookmark: _Toc104467277][bookmark: _Toc104467557][bookmark: _Toc104828947]5	Key Issues
[bookmark: _Toc26386412][bookmark: _Toc26431218][bookmark: _Toc30694614][bookmark: _Toc43906636][bookmark: _Toc43906752][bookmark: _Toc44311878][bookmark: _Toc50536520][bookmark: _Toc54930292][bookmark: _Toc54968097][bookmark: _Toc57236419][bookmark: _Toc57236582][bookmark: _Toc57530223][bookmark: _Toc57532424][bookmark: _Toc153792589][bookmark: _Toc153792674][bookmark: _Toc154042315]5.x	Key Issue #x: Policy enhancements for DualSteer  
[bookmark: _Toc26386413][bookmark: _Toc26431219][bookmark: _Toc30694615][bookmark: _Toc43906637][bookmark: _Toc43906753][bookmark: _Toc44311879][bookmark: _Toc50536521][bookmark: _Toc54930293][bookmark: _Toc54968098][bookmark: _Toc57236420][bookmark: _Toc57236583][bookmark: _Toc57530224][bookmark: _Toc57532425][bookmark: _Toc153792590][bookmark: _Toc153792675][bookmark: _Toc154042316][bookmark: _Hlk500943653]5.x.1	Description
This key issue aims to study whether and how to enhance network policies to support traffic steering and/or traffic switching for DualSteer:	Comment by Krisztian Kiss rev2, Apple: Covered in 1320
[bookmark: _Hlk157004341]-  Whether and what policies need to be provided by the HPLMN to guide the DualSteer device to connect to an additional PLMN/NPN, or an additional 3GPP access network within the same PLMN;	Comment by XuYang: From 2401331 (Apple)

	Comment by Miguel Griot: RAT restriction is subscription information, no? Why is this a policy?
[bookmark: _Hlk157004387]

-	For traffic steering, whether and what policies need to be provided by the HPLMN to guide the DualSteer device to select a 3GPP access network to be used for the new service;	Comment by Krisztian Kiss rev2, Apple: Policy re: Registration is covered below, steering/switching is covered by the first bullet
-	For traffic switching, whether and what policies need to be provided by the HPLMN to guide the DualSteer device for traffic switching between two connected 3GPP access networks;
- 	Whether and what policies are provided within the network(s) to handle traffic steering and/or traffic switching for DualSteer.
-	Study whether the policy enhancements for DualSteer device have impacts on UE policy.
	Comment by XuYang: General description for UE and NW policy enhancement for DualSteer.
It overs the 1st bullet from 2400713 (ETRI), and from 2400534 (China Telecom)	Comment by Huawei - 0123: Covered by the bullets above


	Comment by Krisztian Kiss rev2, Apple: Covered in 0532

	Comment by XuYang: From 2401331 (Apple)


[bookmark: _Hlk156913207]	Comment by XuYang: From 2400534 (China Telecom)	Comment by Huawei - 0123: Make it explicitly in the aspects to be studied.
	Comment by Krisztian Kiss rev2, Apple: Policy re: Registration is covered below, steering/switching is covered by the first bullet	Comment by XuYang: From 2400752 (Samsung)
	Comment by XuYang: From 2401426 (InterDigital)
	Comment by Krisztian Kiss rev2, Apple: overlapping with the previous bullet. The 2 bullets are merged.
	Comment by Krisztian Kiss rev2, Apple: Covered in 1320
· 	Comment by Huawei - 0123: This will be captured in the solution procedure.
· 	Comment by Krisztian Kiss rev2, Apple: moved up
· -  whether and how to enhance policies applied to a dual-steer device (i.e. a device with two separate UEs) and to network side to support traffic switching between 3GPP accesses. The policies should be in full control of HPLMN;
· 
· 
	Comment by Huawei - 0123: This will be captured in the session management KI.	Comment by XuYang: It covers the 2nd bullet from 2400713 (ETRI)
NOTE 2:	Impact to existing policy management functionality related to the change of a service-related data between a 3GPP access network and a non-3GPP access network will be considered as part of this key issue.
End of Changes
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