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Abstract of the contribution: This contribution proposed the definitions and terminologies for TR 23.700-06 on VMR_Ph2. 

1.	Discussion
This contribution proposed the definitions and terminologies for VMR_Ph2. 
2.	Text proposal
It is proposed to agree the following changes vs. TS 23.700-06:
[bookmark: _Hlk67396857]>>>>BEGINNING OF CHANGES<<<<
[bookmark: _Toc93486473][bookmark: _Toc153895482]3	Definitions of terms, symbols and abbreviations
[bookmark: _Toc93486474][bookmark: _Toc153895483]3.1	Terms
For the purposes of the present document, the terms given in 3GPP TR 21.905 [1], TS 23.501 [2] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
example: text used to clarify abstract rules by applying them literally.
mobile gNB with wireless access backhaul: A mobile base station acts as a gNB for other UEs and provide access to the 5G networks, i.e. providing a NR access link to UEs and connected wirelessly to the 5GC (using NR) through an IP connectivity provided by a PDU sessions established via a NG-RAN cell that the mobile gNB can camp on. Such mobile gNB may be mounted on a moving vehicle and serve UEs that can be located inside or outside the vehicle (or entering/leaving the vehicle). The  IP connectivity provided by the PDU session is via either Terrestrial or non-Terrestrial. 

[bookmark: _Toc129708872][bookmark: _Toc153895484][bookmark: _Toc93486475]3.2	Void
[bookmark: _Toc153895485]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1] and TS 23.501 [2].
<ABBREVIATION>	<Expansion>
MWAB	Mobile gNB with wireless access backhauling
MWAB-gNB	gNB component of the MWAB
MWAB-UE	UE component of the MWAB
NTN	Non-Terrestrial Network
TN	Terrestrial Network


>>>>END OF CHANGES<<<<
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