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* * * Start of 1st Change * * * 
[bookmark: _CRTable5A_21]Table 5A.2-1: NF Services consumed by DCCF or NWDAF to determine which NF instances are serving a UE
	Type of NF instance (serving the UE) to determine
	NF to be contacted by DCCF
	Service
	Reference in TS 23.502 [3]

	UDM
	NRF
	Nnrf_NFDiscovery
	5.2.7.3

	AMF
	UDM
	Nudm_UECM
	5.2.3.2

	SMF
	UDM
	Nudm_UECM
	5.2.3.2

	BSF
	NRF
	Nnrf_NFDiscovery
	5.2.7.3

	PCF
	BSF
	Nbsf_Management
	5.2.13.2

	NEF
	NRF
	Nnrf_NFDiscovery
	5.2.7.3

	NWDAF
	NRF
UDM
	Nnrf_NFDiscovery
Nudm_UECM
	5.2.3.2

	GMLC
	NRF
	Nnrf_NFDiscovery
	5.2.7.3

	NSACF
	NRF
	Nnrf_NFDiscovery
	5.2.7.3


* * * End of 1st Change * * *

* * * Start of 2nd Change * * * 
Table :6.2.2.1-2 NF Services consumed by NWDAF to determine which NF instances are serving a UE
	Type of NF instance (serving the UE) to determine
	NF to be contacted by NWDAF
	Service
	Reference in TS 23.502 [3]

	UDM
	NRF
	Nnrf_NFDiscovery
	5.2.7.3

	AMF
	UDM
	Nudm_UECM
	5.2.3.2

	SMF
	UDM
	Nudm_UECM
	5.2.3.2

	BSF
	NRF
	Nnrf_NFDiscovery
	5.2.7.3

	PCF
	BSF
	Nbsf_Management
	5.2.13.2

	NEF
	NRF
	Nnrf_NFDiscovery
	5.2.7.3

	NWDAF
	NRF
UDM
	Nnrf_NFDiscovery
Nudm_UECM
	5.2.7.3
5.2.3.2

	NSACF
	NRF
	Nnrf_NFDiscovery
	5.2.7.3

	GMLC
	NRF
	Nnrf_NFDiscovery
	5.2.7.3


* * * End of 2nd Change * * *

