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[bookmark: OLE_LINK11]Title: New WID on Enhanced Measurement Report from UPF
[bookmark: OLE_LINK10]Acronym: TEI19_EMRU
[bookmark: _Hlk158989767]
[bookmark: _Hlk158989755]Unique identifier:	TBD

Potential target Release:	Rel-19

[bookmark: _Hlk158989689][bookmark: _Hlk158989709]1	Impacts
	Affects:
	UICC apps
	ME
	AN
	CN
	Others (specify)

	Yes
	
	
	
	X
	

	No
	X
	X
	X
	
	

	Don't know
	
	
	
	
	



[bookmark: _Hlk158989684]2	Classification of the Work Item and linked work items
2.1	Primary classification
This work item is a Feature

	
	Study 

	
	Normative – Stage 1

	X
	Normative – Stage 2

	
	Normative – Stage 3

	
	Normative – Other*


* Other = e.g. testing

2.2	Parent Work Item
 
For a brand-new topic, use “N/A” in the table below. Otherwise indicate the parent Work Item.
	Parent Work / Study Items 

	Acronym
	Working Group
	Unique ID
	Title (as in 3GPP Work Plan)

	[bookmark: _Hlk155982692]N/A
	
	
	



2.3	Other related Work Items and dependencies
	[bookmark: _GoBack]Other related Work /Study Items (if any)

	Unique ID
	Title
	Nature of relationship

	N/A
	
	



[bookmark: _Hlk158989676]3	Justification
To support the analytic events such as QoS Sustainability and Redundant Transmission Experience, the NWDAF is enabled to collect UL/DL packet delay GTP from the OAM as input for analysis, which is originally collected as performance measurements from the UPF as defined in TS 28.552. 
At the same time, E2E UL/DL packet delay is also adopted as input for analysis, and it is defined to be collected directly from the UPF. Considering that the UL/DL packet delay GTP collected from the OAM by the NWDAF is originally provided by the UPF to the OAM, and the UPF already supports to report E2E UL/DL packet delay directly to the NWDAF, it is more efficient to collect UL/DL packet delay GTP from the UPF directly and the benefit is obvious, especially for some time stringent analytics or prediction scenarios since collecting data from OAM normally takes longer time and cannot satisfy real time and low latency requirement.
This work item proposes to specify the enhancement of collecting UL/DL packet delay GTP directly from the UPF. 
[bookmark: _Hlk158989669]4	Objective
The objective of this work item:
[bookmark: OLE_LINK9]WT-1: Support the NWDAF to collect UL/DL packet delay GTP directly from the UPF.

TU estimates and dependencies

	Work Tas ID
	TU Estimate
(Study)
	TU Estimate
(Normative)
	RAN Dependency
(Yes/No/Maybe)
	Inter Work Tasks Dependency


	WT-1
	
	0.25
	No
	None




[bookmark: _Hlk158989659]5	Expected Output and Time scale

	New specifications {One line per specification. Create/delete lines as needed}

	Type 
	TS/TR number
	Title
	For info 
at TSG# 
	For approval at TSG#
	Rapporteur

	
	
	
	
	
	

	
	
	
	
	
	





	Impacted existing TS/TR {One line per specification. Create/delete lines as needed}

	TS/TR No.
	Description of change 
	Target completion plenary#
	Remarks

	TS 23.288
	UL/DL packet delay GTP is enhanced to be collected directly from UPF.
	TSG#103
	

	TS 23.501
	UL/DL packet delay GTP is enhanced to be monitored and reported by the UPF.
	TSG#103
	



This TEI19_WID requires 0.5 TU.
[bookmark: _Hlk158989634]6	Work item Rapporteur(s)
Susan shi, susan.shishufeng@huawei.com
7	Work item leadership
SA2
8	Aspects that involve other WGs
None
9	Supporting Individual Members

	Supporting IM name

	Huawei

	HiSilicon

	

	

	




